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EXPORT ATRWORTHINESS APPROVAL PROCEDURES

1. GENERAL.

a. This advisory circular provides general information and guidance
concerning issuance of export approvals under Federal Aviation Regulations
(FAR) Part 21, Subpart L. As appropriate, the information contained herein
sets forth an acceptable means, but not the sole means, for compliance with
the FAR. Paragraphs 2 through 8 are identified to correspond with the sec-
tion of the FAR under discussion. Some sections have been intentionally
omitted, since their meaning is clear and further discussion is considered
unnecessary.

b. Persons in the United States desiring additional information or
advice on how to get an export airworthiness approval may contact the
nearest FAA District or Regional Office. Foreign importers of U.S.
aeronautical products and U.S. citizens located in foreign countries may
contact the appropriate FAA office listed in Appendix 3.

c. A number of foreign countries have identified certain special
requirements/conditions with which the FAA must certify compliance by the
exporter before the importing country will validate an FAA export approval.

(Appendix 2 often refers to various foreign country internal
technical documents. In many cases these documents are not available
in FAA District Offices in translated form. In such cases, it will be
necessary for interested parties to obtain these documents directly
from the appropriate embassy.)

(1) Special Requirements are those administrative requirements
which must be satisfied as a condition of shipment at the time of export.
They involve, for example, the requirement for a U.S. Export Certificate
of Airworthiness, copies of logbooks, flight manuals, etc. When a product
does not meet the special requirements of an importing country, a written
statement must be obtained by the exporter, from the civil air authorities
of the importing country, indicating that they will accept the deviation.
This statement must accompany each application for an Export Certificate of
Airworthiness.

(2) Additional Requirements are those additional design require-
ments found necessary by the importing country, in addition to the export-
ing country's certification or approval basis, to provide a level of safety,
and a level of environmental quality {including noise} equivalent to those
provided for by the importing country's certification basis. These
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additional requirements should be identified in the type certificate data
sheets as applicable to certain importing countries. When these require-
ments canmot or will not be satisfied, the exporter mist obtain a statement
from the civil aviation authorities of the importing country indicating they
will accept the deviation. An exporter may obtain information on additional
requirements from the civil air authority of the importing country.

{3) Special Conditions are airworthiness standards issued to cover
novel and unusual design features which are not adequately covered by a
country's applicable laws, regulations and requirements. These special
conditions should be included in type certificate data sheets. Special
conditions for U.S. type certification are issued in accordance with
FAR 21.16. An exporter may obtain information on special conditions from
the civil air authority of the importing country.

d. The "special requirements of the importing country" referred to in
Subpart L of FAR 21 include those Special Requirements, Additional
Requirements, and Special Conditions specified by the importing country.

e. BAppendix 4 lists the countries with which the United States has
concluded formal bilateral agreements for reciprocal acceptance of Export
Certificates of Airworthiness and the scope of each agreement. The special
requirements in Appendix 2 include those submitted by some of the bilateral
agreement countries, as well as special requirements submitted informally by
countries with whom no formal agreement is in effect. An export approval
may be issued upon request for a product to be exported to a ocountry not
covered in either Appendix 2 or 4; however, such an approval would certify
compliance with only U.S. airworthiness standards. Assurance of ocompliance ‘
with any other regquirements which the country may impose would be the
responsibility of the exporter and importer, unless the country chooses to
submit their special requirements for publication in this advisory circular.

f. BAn Export Certificate of Airworthiness, FAA Form 8130-4, certifies
compliance with applicable requirements but DOES NOT (ONSTITUTE AUMHORITY TO
OPERATE AN AIRCRAFT. Information and guidance concerning appropriate
airworthiness certificates and/or flight permits are in AC No. 20-65, "0.S.
Airworthiness Certificates and Authorizations for Operation of Domestic and
Foreign Aircraft."”

2, FAR 21.323 ELIGIBILITY. U.S. citizens engaged in the business of sell-
ing civil aircraft and related products are the ones who will be the most
interested in obtaining export airworthiness approvals for products being
exported; however, other persons, such as individual aircraft owners or
operators, are also eligible provided all pertinent requirements are met. It
should be noted that, due to limited FAA resources, only those manufacturers
holding an FAA production approval, and who have in their emnploy a
designated representative of the Administrator, are eligible to obtain
export airworthiness approvals for Class III products covered by their
production approvals.
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3. FAR 21.325 EXPORT ATRWORTHINESS APPROVALS.

a. This section of the regulations covers all the products which may be
approved for export. Samples of the export airworthiness approval forms are
shown in Appendix 1.

b. The date of issuance for an export airworthiness approval will
always be the date the product concerned was inspected by the FAA and found
to comply with the pertinent requirements., In other words, an export air-
worthiness approval means that AS OF THE DATE OF ITS ISSUANCE the product
covered thereby was found to be airworthy and in compliance with the appli-
cable requirements. In order to preclude complaints from foreign countries
and subsequent investigations by the FAA, it is recommended that the U.S.
exporter ensure the product is airworthy and still meets the pertinent
requirements when delivered to the foreign importer.

4. FAR 21.327 APPLICATION. Samples of Application for Export Certificate
of Alrworthiness, FAR Form 8130-1, are shown in Appendix 1. Part I of the
application should be completed for Class I products and Part II for Class
I1 products. Class II products being exported by production certificate
holders and all Class III products do not require a written application. In
these cases, oral application or request should be made to the appropriate
FAA representative specified in Section 21.327. Subparagraphs (a) and (b)
below provide information regarding completion of Parts I and II of the
application.

a. PART I - (For Class 1 Products)

(1) Export Certificate No - Leave blank.

(2) Items 1 through 4 - Self-explanatory.

(3) Item 5 - Description of Product(s) - Self-explanatory, except as
follows:

(i) PFor an aircraft not under U.S. registry, insert in the
"Identification No." block the nationality and registration marks supplied
by the country of registry or intended registry and which are displayed on
the aircraft. For U.S.-registered aircraft, insert the identification marks
as assigned under FAR Part 47. Any questions concerning the marking require-
ments of the importing country should be resolved between the exporter/
importer and the civil air authority of that country.

Par 3 3




AC 21-2E 5/18/81

(ii) Under "FAA Spec. No." insert the pertinent specification
nunber or the type certificate data sheet number, whichever is applicable.

(iii) For new and used aircraft, insert the operating hours
since the annual type inspection required by FAR 21.329, and the total time
in service. Since used engines and propellers must have been newly
overhauled under FAR 21.329(e), the operating time since overhaul would
reflect only run—-in time as required to complete the overhaul process.

(iv} For aircraft, the engine blocks and propeller blocks
should be completed to reflect the required information as applicable.

(4) Item 6. Applicable to new aircraft, to used aircraft being
certificated Tor the first time, and to the operational flight check of used
aircraft following major repairs, modifications, or alterations, as required
by FAR 91.167.

(5) Items 7 and 8. 'These items are self-explanatory; however, if
the "no" box 1s checked, explain the deviations in Item 10 and attach the
original or true copy of covering statements that the product will be
acceptable with the deviations listed, as obtained from the civil air
authority of the importing country.

(6) Item 9. 'This item provides a means of documenting the status
of preservation and damage treatment as required by the regulation. It is
recommended that all products be appropriately treated for corrosion and
damage prevention.

(7} Item 10 Remarks. This space should be used to convey the
information required under Items 7 and 8. This space may also be used by
the exporter to convey any other information he feels is pertinent to
facilitate issuance of the export airworthiness approval. Additional sheets
may be attached as necessary and appropriately cross-referenced. 1In
addition, list the documentation required by the regulation to be submitted
with the application. After review by the FAA representative, those
documnents which are required to be furnished to the importing country under
FAR 21.335 will be returned to the applicant.

(8) 1Item 11 - Exporter's Certification. ‘this certification is to
be dated and Signed in ink by the exporter. The name of the person signing
the application is to be typed or printed on the form. If the person
signing the application is the exporter's representative, insert the
representative's title in the space provided.

b. PART II (For Class II products)

(1) Items 12 through 15 are self-explanatory.
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(2) Item 16 - Parts are Eligible For Installation on: Insert
the make and model of the alrcraft, engine, or propeller on which the Class
II preducts (parts) are eligible for installation, and the FAA
specifications or type certificate data sheets applicable to such aircraft,
engine, or propellet.

(3} Item 17. Self-explanatory.

(4) Item 18, This item provides for the description and
listing of the Class II products {parts) being exported. If the quantity
and variety of parts are too voluminous to list in the space provided, check
the first block and, on the line provided, specifically identify (and attach)
a copy of the exporter's shipping document covering the parts concerned.
Otherwise, check the second block and list the parts in the space provided.
In either case, if more than one type of Class II product is involved, they
are to be listed according to the Class I product to which they pertain.
Also list serial numbers or equivalent means of identifying each physical

product.

(5) Item 19 - Exporter's Certification. This certification is
to be dated and signed In ink by the exporter. The name of the person
signing the application is to be typed or printed on the form. If the
person signing the application is the exporter's representative, insert the
representative's title in the space provided.

5. FAR 21.329 ISSUE OF EXPORT CERTIFICATES OF AIRWORTHINESS, FAA FORM
8130-4, FOR CLASS I PRODUCTS. Under the provisions of this Section, an
alrcraft of U.S. manufacture need not already possess a standard or
restricted airworthiness certificate, but it is required to meet the
requirements for such a certificate, as applicable. On the other hand,
an aircraft of foreign manufacture is required to possess a valid U.S.
standard airworthiness certificate issued under the provisions of FAR
21.183(c).

6. FAR 21.33]1 ISSUE OF ATRWORTHINESS APPROVAL TAGS, FAA FORM 8130-3, FOR
CLASS 11 PRODUCTS. Among other things, Class II products are required to be
identified by means of serial numbers or equivalent. This requirement is to
provide for positive identification of each product covered by the export
airworthiness approval similar to that provided for Class I products. This
should be of benefit both to the exporter and the FAA since otherwise vhen
complaints are received from foreign countries, there would often be no way
to determine whether the parts in question are actually those covered by an
export airworthiness approval or if they have ever been issued such an
approval.

7. FAR 21,335 RESPONSIBILITIES OF EXPORTERS.

a. Regarding paragraph (e) of FAR 21.335, when title to a U.S.-regis-
tered and certificated aircraft passes to the foreign buyer, the certificate
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cancellation request, the certification regarding removal of the U.S.
markings, and the registration and airworthiness certificated being returned
for cancellation should be transmitted to the following address by the
exporter:

Department of Transportation

Federal Aviation Administration

Airman & Aircraft Registry, AAC-250
Aircraft Records Building, P.O. Box 25082
Oklahoma City, Oklahoma 73125

b. The act of showing that products meet the pertinent requirements,
as required by Sections 21.329, 21.331, and 21.333 carries with it the
responsibility for making the products available to the FAA representative
for whatever inspection he considers necessary and appropriate in each case.
Normally, his inspection will consist of a review of the application (when
applicable), a review of all related documents, and an inspection of the
finished product or products to determine their eligibility, proper
identification and configuration, condition for safe operation, and
compl iance with special requirements (if any) of the importing country.

A product not meeting the requirements of FAR 21.329, 21.331, and 21.333
may be exported, if the importing's country civil air authority indicates
its acceptance in writing. The requirements that are not met should be
listed or referenced on FAA Form 8130-4 in the exceptions block, and
referenced on FAA Form 8130-3, as applicable.

8., FAR 21.339 SPECIAL EXPORT AIRWORTHINESS APPROVAL FOR AIRCRAFT. In the
case of aircraft exported under the provisions of FAR 21,339, when title to
the aircraft has passed to a foreign purchaser, the exporter should comply
with FAR 21.335(e) (reference paragraph 7a of this AC).

9. RESPONSIBILITY FOR ISSUANCE AND REVISICN,

a. The issuance, revision, or cancellation of material in this AC is
the responsibility of the FAA Aircraft Manufacturing Division, AWS-200. All
changes will be accomplished as required to carry out the responsibility of
the agency. Interested personnel are invited to submit recommendations for
revisions or new material, as applicable, to keep this document updated.

b. Material for inclusion should be forwarded to FAA Aircraft
Manufacturing Division, AWS-200.

¢. Information submitted should clearly identify the substance of the
material. Air authorities of foreign countries should submit new material
or revisions to special requirements in the wording and format in English
to meet the intent of their requirements.
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APPENDIX - 1 SAMPLE FORMS

UNITED $TATES OF AuERICA [ Je— .
OEPARTAINT OF TRANSPORTATION = FEDERAL AVIATION ADMIISTRATION mﬂ_‘:"' Doty Mo S40008
Applicotion fer Export Centificate of Airworthiness £30015 '

INSTRUCTIONS . =Thas application is 1o be aubmitted to an authorized FAA representative (one copy) whan the prodoct(s) to be
exported is (2 " presennd (o amapection. Use Part | for Clans | produces and Par 1) for Ciass U1 For complete siteraft ezvcute
irems ) thgough 1] an applicable. For engines and propeliers, smit items 3A and 6. Part 1l is for FAA we oaly,

PART ¢
|7 APPLitaTion & wADE YOF An EZPORT CENTIPICATE OF AIRRORTWINES] YO COVER THE PAGDUCTIN DESCRIBED BELOW, SnicH
BAE Mure ] uses camerabt [] #reuv ovanmaucen
T WANE AnD ADDAELS OF CEPONIEW ? NAME AmDADDRESY OF FORLIEN PURCHASEN 4. COUNTAY OF Dﬁf.ll‘l’
ABC Airplane Corporation Tokyo News Service
Cleveland, Ohio Tokys, Japan Japan
3 DESCHIPTION OF PRODUCYIS)
TIFI. QPERATING TIME (Mews)
ABC Alrplane Corp. ]
¢ AINCRATT IModel -5 JA-VOX 2488 6A17 51
AIRECO 18976 E-88 go
& encines | Model 10+470-2 18978 1
Senhart Hub Nos. P=95
e.mopeLLews | Hub model: SC-B2XK-2 21375 g?
Blade model: X8498(-2 21412

8 THE AIRCRAFT wal GIVEN & SATISFACTORY FLIGHT TEST ON muwﬁ__
[

T COB TRESNGDUCY COMPLY BT ALL AFPLICABLE FEDENAL AVIATION n—;m.ﬂwut, AIRROATHINELS DIAECYiVES, AND
OTWER FAA RECUIAERENTS®

DClves Elne (Ewlein in "Remerks™)
0 WAVE EPPLICABLE SPECIAL AEOUIARMENTS OF YHE (MPDRTING COUNTRY GTEN COMPLIZD With'
Kl ves ) wo (Emiein tn *Romerka™)

L ] ::?nﬁ%‘“ PALVEMTATIVE TREATWENT BEEN APPLIED YO SRCOLCTE SVICERTIBLE YO RARID CORRDSION WHEN BEING
Ores Owo Not applicable to Fly-svay delivery

10 REMARKS

The aircraft dascribed above complies with all applicable FAA requirements, axcept
that a temporaty suxilisry fuel system has been inatslled for the delivery flight,

Documents required by FAR 21,327, as applicable, are provided herevith,

" FIAPORTER'S CERTIFICATION

The wdecsigord comulies Gt dhe Shove Bmegears sy true md thet the poductis) dencribed beeess is (are) airwonhy and in
condiron for selc speration sxcept or may be nated onder iiem 10 "Remprhs.”” obeve.”

April 29, 197 John D. Doe
(Dary ! .

Salses HlmFer
Chigewt e of Appliaant o Authu ized Rupre sortative) trla

FaA Fam 81201 eem:

Figure 1

Completed Application for Export Certificate of Alrworthiness, FAA Form 8130-1
For Use with Class I Products
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PART NI )
12 APPLICATION IS MADE FOR APPROVAL OF AERONAUTICAL PARTS FOR EXPORY A5 INDICATED BELOW;
ﬂ—, NAME AND ADDAESS OF ENPORYER 14 WAME ANDADDRESS OF FOREIGHN PURCHALIER 1 COUNTRYOF DESTINATION

ABC Alrplsne Corp, Aviation Supplies Ltd.

Cleveland, Ohio London, England England

16 PARTS ARE ELIGBLE FOR INSTALLATION G ARC dal C=% 6Al17
ol arnd Wodle! Class | Praduer} {FAA Spac Ne)
17 THE PARTS ARE (chech awet. R new DnewLy OvERMAULED
I8 YWE PARTS ARE DESCRIBED (thechk ene)i
D By Noms, Pyt Numbe:, and Quentity ar e avrached (neaice o Baghing Shees o
X Belew by Homa, Fart Mumie:, ond Guanvity
Name Patrt Number antit

Aileron P/N A-456+4 B /NO 11'3—511% ]
Elevator Assy. P/N A-789-24 S /No 285 & 290 2

19 EXPORTER'S CERTIFICATION

{ cerify that the foregeong trarements are true snd thot the pans described herewn are arworthy apd confors o FAA approved design
data.

Harch 25, 197¢ John D, Dae

Sales Manaper

{Dgre! {Signature of Applicent ar Avthesiged Reprasentonive) (Title)
PART NI—-APPROVAL (FOR FAA USE ONLY)
0. 17 15 CONSIDERED THAT THE PRODUCTS: DESCRIBED IN 15 (ARE) AIRWORTHY AND COMF ORMS!

TO PERTINENY REGUIREMENTS EXCEPT AS NOTED v (TEw10 P77t il

(Signeture’ {Number) (Derte:
Chack Onn O omr 0 oeLzcaTION OPTION MFR [0 Faa wspeCTOR
. APPROVAL TAGS, FORMS FAABIN .3, WERE 135UED FOR THE PARTS DESCRIBED (N PART 1.

TQuomsty]
72 EXPORY FILE SPOT-CHECKED BY;

{FAA Samurvining lagpecrer) [ - (Date}

Figure 2

Completed Applicastion for Export Certificate of Alrworthiness, FAA Form 8130-1,
(Reverse Side) for Use with Class II Products
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Appendix 1
e Anived States of Amevica
Peparoment of Wransporcation
Federal Aviation Administration A4 _E30016
Watejm, B2,

Zxport Certificate of Airorthiness

WU OIS Aot e prnilct sl niifisd hele e sowee prarbicwlsrly dsovihiesn Hpscification (6)'of
Ker Fidoval ointion Sldorninis oadimNbwadwed 64173 TEG; and PaZ3h
Ans dosn smamined and as of Mo dote of Bis avnlfionts s sonsidomed asvunvrlly in accorelomes arill 2
compioaonsivs anddilaslod aurvorlimsss aods aff e Unston Soatas Sovornrmions el is s compliance soeilh
Hose spscial oupuivaments of Yo immporting soniny flscd soill e Unitsed Siates Fovermmend avop!
s oot TRt comlficats sm o sway aliasls docompliance sl any aprecminks oo.condoach beliouir
L wendor and purahasem, nor doss i consliluls anlhorily lo ghorals an aivoref?

Posdeot  Airplane e Model:
ATRECO 10-5470-2

Monuforturs- AEC Airplane Corp. Serial Nos. 18976 and 18978
Total time S0 hrs. and 51 hrs,

Mol C=5

. Propeller Model:
Fmad A 2068 Senhart SC-BaXK-Z
. - hub with XB498C2 blades

A @ Ny Gordantdid O Hub Serial Nos, 21375 and 21412

- Total time 50 hrs, and 51 hrs,

Yssed Airovast D

Ciuntry dosdech oqpordia  JAPED
&-,mmu A terporary auxiliary fuel system has been installed in this aireraft
in conformity with ABC Drawing AF-1 to facilitate its delivery flight.
This certifioate is walid when the temporary installation is removed,
« Total time on aircraft: 51 hours; 10 hours since annual insp,

Pk

J. R. Smith, PAA Delegation Option Authorization

g o/ Avthoritrd Rep
Mareh 1, 1976 ABC Airplane Corp. (PCT5)
[ 3 Drrruet Offue 60 Drviguor \umie
sirerft, Dats aircraft, d e
App:::ﬂ“r’c’e“&uw i ‘”Wl:m ?’ .uu-h: o lha“:fy::. 4 cm haw :«:“;»:: ed to t'hr
Severamatital Qja 4’!& sorperiong counlry
IMM AI30+4 (F=481 Poramly o Far T8 V5 SUTITRNEY FRINTME BVRE YIS S bib-ii)
Figure 3

Export Certificate of Airworthiness, FAA Form 81304,
Issued for Class I Products




5/18/81

AC 21-2E
Appendix 1
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UNITED STATES OF AMERICA
DEPARTMENT OF TRANSPOF ATION
FEDERAL AVIATION ADMINISTRATION

AIRWORTHINESS APPROVAL TAG

DESCRIPTION OF PARTS
B new [INEWLY OVERHAULED

APPROV AL RBASIS
TC Vo, 6Al7
QUANTITY, NAME AND FART NUMBER
2 Ailerons P/N A-456-4
§/No, 112
S/¥No. 114

2 Elevator Assy's A-789-2A
§/No., 285
$/No, 290

‘I..l ll.l FDR INQTALLATION ON:
PRODUV

ABC Airplane Model C-5
SEE SHIPPER'S INVOICE NUMBER
ABC 948690

INSPECTED AND APPROVED
AGENCY NAME AND NUMBER

ABC Airplane Corp.

g WRE ZF’ FE% :lPHlSl’NTA'ﬂVK

Smith

FAA NUMBER

DOA PC 75

DATE

July 28, 1976

Figure 4

Airworthiness Approval Tag, FAA Form 1830-3,
Issved for Class II Products
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APPENDIX 2 - SPECIAL REQUIREMENTS OF FOREIGN COUNTRIES

1. This appendix contains special requirements which have been stipulated
by a number of foreign governments as being applicable to aeronautical
products imported into their countries from the United States. Revisions of
the appendix will be made from time to time following receipt of official
notification and documentation from the foreign governments concerned.

2. The following governments have filed their requirements with the Federal
Aviation Administration.
Appendix 2

Page No.

Mgerltina' mp-lblic of .......‘..il.l..‘..llll.'ll.ll.-‘.l....ll.! 3
Allstralia' wﬂ‘mmalﬂl of 'Y EYEIEEEEEEEEEE R RN N N N NN N R NN NN EENNN] 4
Belgim' Kingm Of ...l.".l.!..l..l...-.....l..'....'.l-.--.l..l 12
B01iVia' kglblic of ‘.l.C.'l.'.-l-......l............l.l.il.ll'.. 16
mtswana' mplblic of ...l.I'....Dl......Il....I........l....'..ll 18
Brazil, Federative RepubliC Of ceeesesrnvvesscssccsssscsccnsesssss 20
Canada, DOMINIion Of cc.eecesscsssconcssscscossosssscnsasssvecncsss 21
France' mwblic of l.Dl..'l.l..l...'II..l...I...lll.‘ll..ll...l.. 26
Germany, Federal RepubliC Of .cceeseeccecssssssscssasssasssasssnss 35
Hong Kong ....0.........l.l..t.......l.'....'....l..'!.'.....'.... 46
India, RepUbliC Of seeesccccvecsccncscssasssssasssnsnnneanasncccee 47
Indonesia, REPUDLiC Of ceeeesesrsssercscsscocsannnarscsccecsocsces 49
Irelarld' mwblic Of .'I-...l......‘.-........l........ll..t....l. 55
ISrael, StAte OF weeseevcsosvscscssascsscssscsncessnsosssesannsanae O
Italy' mmblic of ....l.l......-Dll.......'...'...l..l.l....'..l. 59
Jamn IC....I......----.......IUOOIOUQDII-tl.l..l.'l....l-......l. 62
Korea, mwblic Of ...C.....l..'......I.l.'.Il".......i..l.l....- 68
Iﬂbanon' %mblic of .C....t.l.......llIl-l..l.l..l......l.....l.. 72
MalaYSia’ mst .-lll.lt.l.l..0.‘."-.‘.'..l..l.'.."'.‘t.i..l..... 73
MOorocco, Government Of ceesssscocssessscssscsssssssascscsssccssnes 19
Netherlarlds' Kingdmn Of .......l....'..l....l....l--.lll-..l..l..l 76
Netherlmds mtilles ..'.l'-...l.'..l...-l....l....l......ll'.l... 81
New zealar‘d' mminion of ..l'.l.......l..l.l.....l.'..l'l.....l... 85
Pakistan' kglblic of TR E RSy e e Er e D N E N N I I N AN I BN B B 88
Panama' mplblic Of ...l...'..."..l..l.l..l.l.'..C....I..I..Il.l- 89
PhiliwmeS' mpjblic Of ..l-......l....-'l--...t.l....'..l....ll. 90
mrtllgal' mwblic of " EE R EETEEEEEZErx rrEE R N N O SN I I IR B I 91
Rhwes-ia .O'..‘l-l....C....l.....’..-‘.il.ll...."ll........l..... 96
Saudi Arabia, Kingdom Of ceecesesesccccsscsssssnvssancaces eseseses 9B
Singamre ..l..l.."-‘..ll...l....l.'.ll'......l.........l....ll.' 100
South Africa, RepubliC Of ceveccescesccscssaseasssssssssssssnsases 104
Smden' Kingdo}“ Of E E R R RNy x yxxx e N AN I I  B B A 105
Switzerland, Confederation Of secececeovessacccacsesenconsssosasss 112
Swian Ar’ab mwblic " T EREEREEEEEEEENE NFENE N NN NN N NN N NN NSNS O..l.114
Taiwan IC.......l..I...'...'..'.Il".........‘...II'.!.O..!..I.0.0 115
Tunisia, REepUbliC Of teeeseressssscsscscscsscrssscsncssssensossses 120
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REPUBLIC OF ARGENTINA - SPECIAL REQUIREMENTS
(Revised January 30, 1976)

1. In order to be eligible for certification by the Argentine Government,
Class I aeronautical products imust be covered by Export Certificates of Air-
worthiness as provided for in Part 21 of the United States Federal Aviation
Requlations. Complete aircraft (new or used) to be registered in the
Argentine Republic will require the following documents:

a. Export Certificate of Aiworthiness, FAA Form 8130-4.
b. Record of aircraft and engines, including logbooks.

¢. Copy of the Airplane Flight Manual (AFM) approved by the Federal
Aviation Administration written in accordance with the guidelines contained
in International Civil Aviation Organization Circular 65-AN/59. The basic
sections of the manual may include I - General, and must include II - Opera-
tions Limitations, III - Normal Operating Procedures, IV - Emergency Proce-
dures, V ~ Performance, and VI - Weight and Balance.

(1) In the case of airplanes certificated in the transport
category, this flight manual may be in either English or Spanish.

(2} 1In the case of airplanes certificated in the normal utility,
acrobatic and restricted categories, this flight manual must be written in
Spanish, and in addition, must include the following:

(i) Appendix I - A listing of all engines and propellers and
all combinations thereof approved for use on the airplane.

(ii) Appendix II - Supplements to Airplane Flight Manual.

{iii) Appendix III - A list of manual revisions incorporated.

{iv) Annex - Three (3) blank pages labeled "Reserved for
Aircraft Inspector.'

d. Copy of the weight and balance report and edquipment list.

e. Major Repair and Alteration form, FAA Form 337, or equivalent, if
repairs and/or alterations have been accomplished on the exported aircraft.

2. Class II and Class III products shall be exported in accordance with the
provisions prescribed in Part 21 of the United States Federal Aviation
Regulations,
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Appendix 2
COMMONWEALTH OF AUSTRALIA - SPECIAL REQUIREMENTS

SECTICN 1 - INTRODUCTION. A new bilateral agreement hetween Australia and
the United States (US) came into effect by the Exchange of Notes in December
1974 and June 1975 and superseded the agreement of 1959 relating to the
reciprocal acceptance of aeronautical products. The manner in which this
agreement will be implemented is described below.

A, Administration and Procedures

(1) The procedures which must be followed to obtain Austral ian
certification are dealt with in the current issue of Part 100 of Australian
Air Navigation Orders.

(2) A US Export Certificate of Airworthiness for export to
Australia (or agreed alternative) with pertinent data will be required in
connection with any Class I product and engine modules exported from the
United States to Australia. Class II and Class III products to be eligible
for installation on certificated civil aircraft registered in Australia must
be processed in accordance with the applicable provisions of Part 21 of the
United States Federal Aviation Regulations.

(3) where the issue of an Export Certificate of Airworthiness is
relevant, the certificate shall be issued within a period of 90 days or 50
operating hours, whichever is the lesser period, immediately preceding the
date of application for Australian certification or validation, as appropri-
ate, except as otherwise acceptable to Australia in a particular case. The
Export Certificate of Airworthiness shall be accompanied by a document
(e.g., aircraft logbook), furnished by the applicant, which contains entries
identifying those applicable FAA Airworthiness Directives (AD's) with which
compliance has been achieved. This document shall also identify those AD's
containing repetitive compliance requirements, and when compliance is next
due to be satisfied. All applicable FAA AD's must have been complied with
prior to issuance of the US Export Certificate of Airworthiness.

(4) The applicant for a US Export Certificate of Airworthiness is
also responsible for satisfying all other Australian Special Requirements
(identified in Section 2), as appropriate, for the particular product being
exported to Australia and all applicable sections of FAR 21, Subpart L,
before the US Export Certificate of Airworthiness can be issued.

(5) Copies of Australian Air Navigation Orders may be perused at
the various regional offices of the Federal Aviation Administration or at

the office of the Transport Attache, Bmbassy of Australia, 1601 Massachusetts

Avenue, N.W., Washington, D.C. 20036, or may be obtained by mail from the
Secretary, Department of Transport, Box 1839Q, G.P.O. Melbourne, Victoria
3001, Australia.
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B. Acceptance of Aircraft

(1) In accordance with paragraph (4) of the Australia/US bilateral
agreement, an aircraft exported to Australia must comply with the Section of
Air Navigation Orders Part 101 specifies an acceptable basis for type
certification against the CAR's or FAR's, lists certain additional
validation requirements and requires compliance to be demonstrated with all
applicable Airworthiness Directives issued by the FAA and the Australian
Department of Transport. In addition, documentation reguirements are
specified with respect to first-of-type and subsequent aircraft, with
provision for certain additional data relating to service history to be
supplied in the case of used aircraft.

(2) BAustralia will require to become conversant with the design of
all fixed wing aircraft in excess of 5700 kg (12,566 lbs.) weight, and all
multi-engine rotorcraft offered for Australian certification. Additionally,
the Department of Transport may require to evaluate certain other aircraft
which have unusual design features. The Department of Transport may then
issue special conditions to cover certain features which would otherwise not
meet the standards implicit in the Australian Air Navigation Orders.

(3) Once the Australian standard for certification has been
determined, and, where necessary, Australian special conditions have been
notified, Australia will in accordance with paragraph 9(h)(ii) of the
Australia/US bilateral agreement accept aircraft and rotorcraft to the
standard defined in these special conditions, together with the applicable
FAA Airworthiness Directives and Australian Airworthiness Directives while
they continue in production. Modifications to the aircraft may also be made
provided the requirements used as the basis of Australian certification are
complied with, or alternatively that the Department of Transport otherwise
agrees that the modifications made are acceptable.

(4) Aircraft may be issued with Australian certificates of air-
worthiness in one or more of the following categories:

Transport;

Normal ;

Utility;
Acrobatic;
Agricultural;
Developmental; and
Special.

The Sections of Air Navigation Orders Part 101 relevant to civil aircraft
constructed in the United States of America, its territories and possessions
and exported to Australia are:
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(i) Transport Category

{(a) A.N.O. Section 101.4, “Imported Aeroplanes Not Zbove
5700 kg in the Transport Category."

(b) A.N.O. Section 101.6, "Imported Turbine Aeroplanes
Above 5700 kg Designed to CAR and FAR."

(¢) A.N,O, Section 101.8, "Imported Piston Aeroplanes
Above 5700 kg Designed to CAR and FAR,"

(d) A.N.O. Section 101.10, "Imported Fotorcraft Designed
to CAR and FAR in the Transport Category."

(ii) Normal, Utility, and Acrobatic Categories

(a} A.N.O. Section 101.22, "Imported Aeroplanes in the
Normal, Utility and Acrobatic Categories.”

(b) A.N.O. Section 101.24, "Imported Rotorcraft in the
Normal Category.”

(iii) ggricultural Category. A.N.O. Section 101.17, "Imported
Aeroplanes Not Above 5700 kg in the Agricultural Category."

(iv) Develo Enental Category. A.N,O. Section 101.31,
"Developmental Aircraft.

There are other Sections of Air Navigation Orders relating
to aircraft designed against the British Civil Airworthi-
ness Requirements, while the requirements for the Special
Category are advised as special conditions to suit indi-
vidual cases not provided for in the other categories.

C. Acceptance of Engines, Auxiliary Power Units and Propellers

(1) Aircraft engines, auxiliary power units and propellers which
are exported to Australia as spares - i.e., not as parts of a particular
aircraft - to be eligible for use on Australian aircraft must comply with
the type design, be new or newly overhauvled as defined in Part 21 of the
United States FAR's and have a relevant logbook. Before installation in, or
fitment to, an aircraft in Australia, such products are required to conform
with any applicable Australian Airworthiness Directives.

(2) A United States Export Certificate of Airworthiness will be
accepted as evidence that an engine, auxiliary power unit or propeller
conforms with the type design and is either new or newly overhauled as the
case may be.
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(3) Engines, auxiliary power units and propeller need not incor-
porate modifications or manufacturers' service documents made mandatory by
Australian Airworthiness Directives prior to export of the product to
Australia. However, since it may be difficult to determine in Australia
whether the product complies with the mandatory documents, information as to
the modification status of a particular product would be of help to the
Australian user. An appropriate statement either in a logbook or separately
issued by the person or organization issuing the United States export
certificate of airworthiness will be accepted as evidence of the
modification status.

D. Acceptance of Appliances and Components

(1) Items classified as Class II and Class III products by FAR 21
(Subpart L, Section 21.321) and which are exported to Australia as spares -
i.e., not as parts of a particular aircraft - must conform to the type
design and must be new or newly overhauled as defined in FAR 21 in order to
be eligible for use on Australian aircraft. Before installation in, or
fitment to, an aircraft in Australia, such products are required to conform
with any applicable Australian Airworthiness Directives.

(2) An Airworthiness Approval Tag, FAA Form 8130-3, issued in
accordance with the requirements of FAR 21, or other document specified in
Air Navigation Orders Part 100* or otherwise specified or approved by the
Department of Transport, will be accepted as evidence that the products
conform with the type design and are either new or newly overhauled.

(3) Products need not incorporate modifications or manufacturers'
service documents made mandatory by Australian Airworthiness Directives.
However, since it may be difficult to determine in Australia whether the
product complies with the mandatory documents, information as to the
modification status of a product would be of help to the Australian user.

A statement by the person issuing the airworthiness approval tag or alterna-
tive document will be accepted as evidence of the modification status of the
products.

e. Restricted and Limited Category Aircraft Aircraft certificated in
the United States only in the Restricted Category normally will be eligible
for export to and certification in Australia only in the agricultural
caegory in accordance with Section 101.17 of the Air Navigation Orders.
Aircraft certificated in the United States only in the Limited Category
will not normally be eligible for certification in Australia.

*Documents specified in Air Navigation Orders Part 100 for this purpose
are detailed in Section 2 - Special Requirements (paragraph c}.
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SECTION 2 - SPECIAL RPQUIREMENTS. The following identifies those special
administrative reguirements which must be satisfied at the time of export,
for a particular product to be eligible for Australian airworthiness
acceptance or validation.

A. Aircraft, First of a Particular Type or Model

(1) An Export Certificate of Airworthiness may be issued when it
has been demonstrated to the responsible region of the FAA that the aircraft
complies with the requirements of the apropriate Section of Part 101 of Air
Navigation Orders. BAlternatively, such an Export Certificate of Airworthi-
ness may be issued when it has been demonstrated to the Department of
Transport that the aircraft complies with the appropriate Section of Part
101 of Air Navigation Orders and the Department of Transport has advised the
responsible region of the FAA in writing of its acceptance of the aircraft.
The Section against which the aircraft has been demonstrated to comply
should be endorsed in the Export Certificate of Airworthiness. The
following guidance is offered:

(i) Export airworthiness approval of aircraft located outside
the United States of America, its territories or possessions will be subject
to the provisions of subparagraph (b)(2), Section 21.325, Part 21, of the
Federal Aviation Regulations.

{(ii) Compliance with the requirements of Air Navigation Orders
may be demonstrated to an authorized officer or officers of the Australian
Department of Transport. These officers will normally visit the United
States to assess compliance only in the case of aeroplanes of maximum take-
off weight greater that 5700 kg {12,566 1lbs.) or multi-engine rotorcraft.

(2) 1In some circumstances it may be impossible or undesirable to
show that an aircraft complies with all the requirements of the appropriate
Section of Part 101 of Air Navigation Orders until the aircraft arrives in
Australia. Similarly it may be more appropriate that modification to
achieve compl iance with the Air Navigation Orders be deferred until the
aircraft arrives in Australia. In these circumstances an Export Certificate
of Airworthiness may be issued when it has been demonstrated to the
responsible region of the FAA that the aircraft complies with much of the
requirements of the appropriate Section of Part 101 of the Air Navigation
Orders as are desired and the requirements not complied with are clearly
established. The Export Certificate of Airworthiness will be endorsed with
those exceptions and with the applicable Section of Air Navigation Orders
Part 101 against which the demonstration has been made. The following
guidance is offered:

(i) Circumstances in which it may not be possible to
demonstrate compliance with the reguirements before export include the
following:
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10. DETERMINATION OF "NEW" AND "USED" PRODUCTS

a. The regulations do not define "new" or "used" products. 'There are
requirements, however, that are pertinent to each, both in the regulations
and in the special requircments of some foreign countries. There appears to
be no problem in rnaking this determination with uninstalled engines or
[PV, [ PTUET Fay U [ | JF g mamem s o I cdemin cmmemred i T s e

yzuy:.u.l::l.b oeing cnwl.l.c:u since any "time in Service, Wwien previously part
of an aircraft, is considered to make them "used" products.

b. An aircraft, however, may be considered as "new" so long as its
ownership is retained by the manufacturer, distributor, or dealer and there
is no intervening private owner, lease or time sharing arrangements, and the
aircraft has not been used in any pilot school and/or air taxi operation.
An aircraft is still considered "new" regardless of the amount of operating
time logged by the manufacturer, distributor, or dealer when:

{1) The aircraft has been maintained in accordance with the
maintenance provisions of FAR 43 as applicable; and

(2) The application for the export certificate of airworthiness
reflects the serial number of the aircraft and the total number of operating
hours accumulated. The engine(s) and propeller(s) should also be identified
by serial numbers followed by the total number of operating hours of each
and the total elapsed time since last 100 hour/annual inspection if such
inspection has been accomplished; and

(3) The U.S. Export Certificate of Airworthiness reflects the
information required by para 10.b.(2).

-5 o e vy o
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is contrary to existing foreign government special requirements, the
exporter should be advised that the issue is to be settled between the
exporter, importer, and the civil air authority of the importing cowntry.
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(a) Those where interpretations or assessments have to be
given by the Department of Transport and where an authorized officer is not
available in the United States to perform these functions; and

{(b) Those where demonstrations of radio communication/
navigation and other electronic equipment need to be given using Australian
ground aids.

(ii) There are some circumstances where compliance can only be
demonstrated or modification can only be performed by the manufacturer in
which cases the applicant should note the possibility of difficulties
developing later, should he proceed without that oompliance.

(iii)} In the circumstances concerned, the US Export Certificate
of Airworthiness, if it has been issued for no longer than 90 days or 50
operating hours, will be validated, if so requested, to permit the aircraft
to be flown to Australia. An Australian Certificate of Airworthiness will
be issued for the aircraft only when it has been demonstrated to the
Department of Transport that the previously unfulfilled requirements have
been complied with or agreement has been reached with the Australian
applicant as to a program of compliance.

(3) In some cases it may not be possible, before export of an
aircraft to Australia, to provide all the documents and data required, by
the relevant Section of Part 101 of Air Navigation Orders. In these cases
an Export Certificate of Airworthiness may be issued when as many of the
documents and data as possible are supplied to the responsible region of the
FAA and documents and data not supplied are clearly defined. The Export
Certificate of Airworthiness will be endorsed with those exceptions and with
the applicable Section of Air Navigation Orders, Part 101 against which the
supply of documents and data has been assessed. The following guidance is
offered:

(i) 'The documents and data required by the Air Navigation
Orders to be supplied to the Department of Transport, include data on each
aircraft as well as on the aircraft type. These latter documents are only
required when the aircraft is the first of its type to be imported into
Austral ia.

(ii) The vendor or exporter should obtain advice from the pur-
chaser (on the basis of information furnished to the purchaser by the
Australian Department of Transport}, or from a representative of the
Department of Transport, as to whether an aircraft is the first of its type
or model to be imported into Australia,

(iii) Practically all of the documents and data concerned can
only be supplied by the manufacturer. An applicant should, therefore,, note
the possibility of difficulties developing later should he proceed without
that material.
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(iv) In the circumstances concerned, the United States Export
Certificate of Airworthiness may be validated, if so requested, to permit the
aircraft to be flown to Australia. An Australian Certificate of Airworthiness
will be issued for the aircraft only when the remaining agreement has been
reached with the Australian applicant as to a program for supply of the
material.

(4) Supplementary Type Certificates must be approved additionally by
the Australian Department of Transport. Request for approval should be
accompanied by such substantiating data as may have been required by or
submitted to the Federal Aviation Administration.

B. Aircraft Not First of a Particular Type or Model

(1) An Export Certificate of Airworthiness may be issued either when
it has been demonstrated to the responsible region of the FAA that the aircraft
compl ies with the requirements of the appropriate Section of Part 101 of Air
Navigation Orders, or when compliance with the appropriate section of Part 101
of Air Navigation Orders has not been demonstrated, provided the Export
Certificate of Airworthiness is endorsed accordingly. The Section against
which the aircraft has or has not been demonstrated to comply, as the case may
be, should be endorsed in the Export Certificate of Airworthiness,

{2) The documents and data required by the Air Navigation Orders to
be supplied to the Department of Transport need only appertain to the
individual aircraft (not to the type or model). A copy of a Flight Manual
is required to be submitted to the Department of Transport prior to the
issue of an Australian Certificate of Airworthiness.

C. Aircraft Products and Components

(1) 1In the case of FAA Class I products - a United States of
America, Federal Aviation Administration Form 8130-4 (Export Certificate of
Airworthiness);

(2) 1In the case of FAA Class II products - a United States of America,
Federal Aviation Administration Form 8130-3 (Airworthiness Approval Tag);

(3) In the case of FAA Class III products -

(i) A United States of America, Federal Aviation Administration
Form 8130~-3 (Airworthiness Approval Tag); or

(ii) A document issued by the manufacturer of the component and
which contains a certification to the effect that the component was
manufactured under -

{a) A Production Certificate granted under United States
of America, Federal Aviation Regulations Part 21, Subpart G;

10
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(b) An FAA Parts Manufacturing Approval (PMA) granted under
United States of America, Federal Aviation Regulations Part 21, Subpart K; or

(c) A Technical Standard Order (TSO) authorization granted
under United States of America, Federal Aviation Regulations Part 37 Subpart A;
or

(4) In the case of any aircraft component - a document issued by an
FAA Certificated Repair Station and which quotes the certificate number
issued to that Repair Station under United States of America, Federal
Aviation Regulations, Part 145,

NOTE: Class I, II and III are defined in United States of America,
Federal Aviation Regulations, Part 21, Subpart L, Section 21.,321.

A
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KINGDOM OF BELGIUM - SPECIAL REQUIREMENTS

(Revised January 24, 1979)

INTRODUCTION: '

This document prescribes requirements supplementing the Agreement on the

2.1,

2‘ 2I

3.

3.1,

3.2.

12

reciprocal acceptance of export certificates of airworthiness. It is
based on the Bilateral Agreement between the Governments of the United
States and Belgium of May 14, 1973,

GENERAL:

Aircraft and other class I products to be eligible for export to Belgium
must, in addition to the requirements prescribed in Part 21, Subpart L
of the U.5. Federal Aviation Regulations, be eligible for airworthiness
certification in the United States "Standard" classification and comply
with the applicable additional requirements under paragraph 4 of this
document.

Class II and III products to be eligible to export to Belgium must
comply with the applicable provisions of Part 21, subpart L of the U.S.
Federal Aviation Regulations.

DOCUMENTS AND DATA REQUIRED:
When an aircraft i1s exported to Belgium, the documents listed below must
be provided to the Belgian Civil Aercnautics Administration:

For each individual new aircraft:

1. ‘The FAA Export Certificate of Airworthiness issued no longer than
60 days before the date the aircraft is entered into Belgium;

2. The weight and balance report oontaining a complete inventory of all
equipment and instruments;

3. A list of radio communication and navigation equipment installed,
including make and model, capacity, frequencies and operating
instructions.

4. The FAA approved flight manual. A pilot's operating handbook or
similar manual will be provided when no approved flight manual is
required by the FAA,

5. 'The list of modifications that have been incorporated during
production for the airframe, the engine(s), the propeller(s), and
the major equipment and components (such as APU).

6. A copy of the manufacturer production flight test report applying to
the aircraft being operated.

For each individual used aircraft: ‘
In addition to the documents listed in paragraph 3.1, the following
technical data are required:
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1. The certified logbooks, or equivalent historical records, for the
aircraft, the engine(s), the propeller(s), the major equipment and
components (such as APU), containing information on operational
times and cycles (since new and since last overhaul), maintenance,
overhaul, repairs and modifications, status of parts with limited
lifetime.

2. A detailed listing of all modifications, including the operator's
modifications Service Bulletins or equivalent documents, and
Airworthiness Directives complied with;

3. The past maintenance schedule and programs;

4. The components operating and storage limits.

For aircraft first of the type exported to Belgium:

In addition to the documents listed in paragraphs 3.1. and 3.2., the

following technical data are required:

1. One copy of the Type Certificates and Type Certificate Data Sheets
for the aircraft, the engine(s) and the propeller(s);

2. Two copies of the FAA approved flight manual, or the pilot's
operating handbook when no flight manual is required by the FAA.

3. One complete set of current technical manuals for the aircraft
operation, service, maintenance, overhaul and repair manuals,
catalog of spare parts.

4, Same technical manuals as in 3 above for the engines(s) and the
propeller(s), if they are of a model exported to Belgium for the
first time;

5. A list of the necessary special tools and equipment (including a
tolerance chart) essential to the inspection and servicing of the
aircraft, the engine(s), the propeller{s) and associated equipment;

6. Information or instructions essential to the assembly and rigging of
the aircraft;

7. A statement by the manufacturer, or its authorized representative,
to the effect that all pertinent information, modification, services
bulletins, and revisions of such bulletins and manuals will be
automatically distributed to the Aeronautics Administration of
Belgium, to guarantee the airworthiness of the aircraft, the
engine(s), the propeller(s), and the major components.

8. A copy of the type flight test report. Flight characteristics of
the aircraft shall be described in this report in a manner
convenient for calculating the performance of the aircraft over a
reasonable range of weights, altitudes, and atmospheric oconditions.
Per formance figures contained in, or furnished with the type flight
test report shall have been corrected to standard atmospheric
conditions, and a statement to this effect shall be made a part of
the report, Established operational limitations, speeds, and
approved loads shall be indicated. .

9. 'Three-view drawings of the major assemblles, installations, and
primary structure.

13
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10. A type record of stress analysis summary showing, for all members of
the primary structure, their design loads, dimensions, materials,
strength, and margins of safety, or a copy of the static strength
test reports when type approval was granted on the basis of such
tests.

11. The list of reports and notes prepared for U.S. type certification
of the aircraft.

SPECIAL TECHNICAL REQUIREMENTS:

Noise limits:

An aircraft will be eligible for a Certificate of Airworthiness only if
it complies with the noise standards of ICAO Annex 16. Subsonic jet
airplanes for which application for U.S. type certification was carried
out before 6 October 1977 have to comply with the noise limits laid down
in chapter 2 of Annex 16, regardless of their date of manufacture.

Radio equipment:

Radio equipment must be FAA approved and comply with TSO/FAA TC
specifications. When a radio equipment model is exported to Belgium
for the first time, one copy of the following documentation will be
furnished:

- the manufacturer's statment of conformance submitted to FAA

- the letter of acceptance issued by FAA

- the technical manuals and bulletins (Service Bulletins, etc.)

Special technical requirements regarding the radio equipment are:

- VHF radio-communication equipment must be compatible for use with 25
kHz spacing between channels;

- VHF radio-navigation equipment must be compatible for use with 50 kHz
spacing between VOR and LOC channels and 150 kHz between associated
Glide Slope channels.

- communication and navigation antennas are to be distinct;

- VOR/LOC and Glide Slope antennas are to be distinct.

Flight instruments:

— Alr Speed Indicators must show airspeed in KNOTS only.

- Altimeters must be of the sensitive type, showing altitude in
FEET, with adjustable setting in MILLIBAR scale.

Flight data recorder and cockpit voice recorder:

Turbine powered transport category alrplanes of a maximum weight of over
5,700 kg must be equipped with an approved flight data recorder. When
the maximum weight is over 27,000 kg, an approved cockpit voice recorder
is also required. The technical manuals and the last calibration charts
pertinent to the installed recorders will be furnished.
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5. NOTES:

5.1. The aircraft must be equipped in accordance with the requirements of the
Belgian regulations for its intended use.

5.2. Complementary information may be obtained at:

Administration de 1'Aeronautigue
Direction Technique
rue de la Fusee, 99
B - 1130 BRUSSELS (BELGIUM).
TELEX : 22715 DGAIR B.

15
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REPUBLIC OF BOLIVIA - SPECIAL REQUIREMENTS ‘
(New - August 13, 1976)

1. Bolivian Special Requirements are applicable to the import of
aeronautical products. The requirements are in accord with the procedural
requirements for the issue of U.S. Export Airworthiness Approvals under
Federal Aviation Regulations (FAR) Part 21, Subpart L.

2. 'The Director General of Civil Aviation requests that the FAA issue export
airworthiness approvals applicable to Class I, II and III aeronautical products
being exported to Bolivia. Eligibility for importing aeronautical products
into Bolivia, in addition to the provisions of Subpart L of Part 21 of the
Federal Aviation Regulations, must comply with applicable special requirements
prescribed below:

a. All aircraft exported to Bolivia via flyaway should display Bolivian
nationality and registration marks and carry the following documents on the
delivery flight:

{ly Bill of Sale;
(2) BRolivian Certificate of Registration;
(3) Bolivian authorization for the delivery fiight;

(4) Export Certificate of Airworthiness;

(5) Notification of the Aircraft having been canceled from the U.S.
aircraft registry;

{6) Authority to cover the use of the installed communication
equipment for the duration of the delivery flight; and

(7) Approved airplane flight manual, maintenance and operation
manuals, logbooks and such documents essential to the safe operation of the
aircraft including loading charts.

b. Types and models of aircraft which have been exported to Bolivia
previously, shall have the following additional documents and data delivered
to the purchaser:

(1) Maintenance, overhaul and repair manuals, including
maintenance/inspection schedule;

(2) Airworthiness Directives (AD) and Type Certificate Data Sheets
or specifictions and manufacturer service bulletins applicable to the aircraft;
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{3) List of inventory of equipment installed by make, model, and
serial number.

(4) Historical records of aircraft, engine(s), propeller(s) and
time or life controlled items.

(5) Weight and balance report, including a loading schedule or
chart.

(6) Engine{s) must not have operated in excess of 500 hours and
propellers(s) 1,000 hours since new or approved overhaul.

(7) Aircraft and FAA time controlled components must not have
operated in excess of 50% of whichever is the lesser of the FAR approved
or manufacturer recommended overhaul times.

(8) Shall have installed and functional a minimum of:
Single Engine Aircraft:
1-VvOrR/1LS, 1-ADF, 1-HF, 1-VHF, 1-DME, 1-ELT, 1 altimeter
calibrated in inches and millibars.
¢. An aircraft being the first of its type and model exported to
Bolivia, shall in addition to the above, furnish to the purchaser and to the
Director General of Civil Aviation the following documents:

(1) Parts catalog for the aircraft, engine, propellers and installed
major auxiliary equipment.

(2) Instructions or information essential to the asembly and rigging of
the aircraft is to be assembled at the point of destination.

(3) List of special tools, equipment and tolerance charts essential to
the servicing and maintenance of the aircraft, engines, propeller and major
auxiliary units or components.

(4) General arrangement and three-view drawing of the aircraft.

17
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REPUBLIC OF BOTSWANA - SPECIAL REQUIREMENTS
(Revised ~ April 1981)

1. GENERAL

a. Any aircraft to be eligible for the issue of a Certificate of
Airworthiness by the Government of the Republic of Botswana must qualify
for certification in the United States of America in the Standard or
Restricted Category and an Export Certificate of Airworthiness, FAA
Form 8130-4, should have been issued in accordance with Part 21 of the
United States Federal Aviation Regulations.

b. Class II and Class 1II products should be accompanied by docu-
mentation which confirms that the item is in accordance with the relevant
Section of Part 21 of the United States Federal Aviation Regulations. An
Airworthiness Approval Tag, FAA Form 8130-3 is acceptable.

c. If the aircraft is to be entered on the Botswana Register of Civil
Aircraft, the importer must make application to the Botswana Department of
Civil Aviation for the necessary Certificate of Registration, Permit to Fly,
and Radio Station License which must be carried during the delivery flight.

d. Inquiries should be addressed to the Director of Civil Aviation,
P.O. Box 250, Gaborone, Botswana, marked to the attention of the Chief
Flight Safety Engineer.

2. First Aircraft of type to be Registered in the Republic of Botswana

a. The following documents and data are required:

(1) A complete set of maintenance, overhaul, and repair manuals, and
parts catalogs for:

(i) Airplane
{ii) Engine(s)
(iii) Propeller(s)

(iv) Any equipment not previously imported to the Republic of
Botswana.

(2) A full set of service bulletins, instructions, letters,

modification leaflets, etc., issued by the manufacturer with respect to the
airframe, engine(s), propeller(s), and installed equipment.
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(3) A statement confirming that any amendments or new issues of the
above manuals and catalogs will be forwarded to the Department of Civil
Aviation as they are issued.

(4) A copy of the Type Certificate Data Sheet or Aircraft
Specification unless this is already held by the Department of Civil
Aviation.

(5) Three (3) identical copies of the Flight Manual for the
aircraft, including a copy allocated to the specific aircraft.

3. Each Aircraft for which a Botswana Certificate of Airworthiness is to
be requested.

a. A statement must be signed by a manufacturer's representative to the
effect that all mandatory modifications have been embodied, that all
Airworthiness Directives have been complied with, and that any special
inspections required have been complied with.

b. An Export Certificate of Airworthiness, FAA Form 8130-4.

¢. Two (2) copies of the Flight Manual including a copy allocated to
the specific aircraft.

d. A statement confirming that all amendments to the Flight Manual(s)
will be forwarded to the Department of Civil Aviation as they are issued.

e. Two (2) copies of the Weight and Balance information for the
specific aircraft.

f. Two (2) copies of the Equipment List for the specific aircraft,
marked to show the installed equipment.

g. An Emergency Locator Beacon must be installed in the aircraft. Such
unit must be equipped with a woice transmission facility and be installed
with a conrol switch operable from the pilot's seat to activate the unit
when required in the manual mode. Full details for the operation of the
unit are to be installed on a placard mounted adjacent to the access panel
in the cabin.
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FEDERATIVE REPUBLIC OF BRAZIL - SPECIAL REQUIREMENTS

l. To be eligible for registration and airworthiness certification by the
Government of Brazil, Class I, II, and III products will be processed in
accordance with the instructions contained in paragraphs a., b., and c.
below.

a. The manufacturer or supplier must hold or cbtain one or more of the
following FAA approvals, unless otherwise approved by a Brazilian
governmental agency, e.g., Brazilian Air Force, etc.:

(1) A current valid FAA production certificate for the product
involved, as outlined in Federal Aviation Regulations Part 21.

(2) An FAA Approved Production Inspection System (FAA-APIS), as
provided in Federal Aviation Regulations, Part 21, Subpart F.

(3) An FAA replacement and modification parts manufacturer approval
(FAA-PMA) as provided in PFederal Aviation Regulations Part 21, Subpart K.
In this case, parts, containers, and invoices will be evidence of the
manufacturer's name, address, the part number registered trademark, when
described in FAA approval letter, and the symbol "FAA-PMA."

{(4) Technical Standard Order (TSO) letter of acceptance, or
authorization issued by the FAA per Federal Aviation Regulations Part 37.

b. Reconditioned, used, or surplus parts, must be accompanied by a
certifcation statement signed by an FAA certified repair station holding a
currently valid certificate, or by a certified aircraft and powerplant
mechanic, as provided for under FAR Parts 145 and 65, respectively. The
return to service maintenance records required by Federal Aviation
Regulations 43 shall accompany the parts.

NOTE: The provisions of the above paragraphs are not
applicable to standard parts (such as nuts and
bolts) conforming to established industry or
Government specifications, e.g., Standard
Aircraft Bquipment (SAE), and Military Speci-
Eications (MIL Spec.).

c. In all instances, suppliers must certify on the face of their
invoice that the product involved was manufactured under one or more of the

above procedures; i.e., FAA PC No. : FAA-APIS letter dated ; FAA
PMA letter dated : TSO No. ; SAE No. ; MIL Spec. : other
Government or Industry Specifications .
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DOMINION OF CANADPR -~ SPECIAL REQUIREMENTS
{Revised February 7, 1979)

1. Aircraft and aeronautical products, to be eligible for export to Canada,
must in addition to requirements prescribed in Part 21 of the United States
Federal Aviation Regulations {FAR), comply with applicable special
requirements prescribed below. It should be noted that the Canadian
Department of Transport (DOT) will accept for certification in Canada only
those aircraft which are eligible for U.S. certification as "standard"
aircraft and have been manufactured in the United States under a Type
Certificate currently issued in accordance with FAR 21.21. This excludes
"restricted", "limited", and "experimental" aircraft, which will require a
type validation inspection by Department of Transport in accordance with
Part I, Chapter I1I, Section 2.10.2.4 of the BEngineering and Inspection
Manual. Persons wishing to export transport category aircraft tco Canada
shall contact the DOT for policies and procedures governing such export.

a. An export certificate of airworthiness will be required by the DOT
for all Class I products exported from the U.S. to Canada, except for used
U.S. manufactured aircraft imported under the Inspect, Test, Repair as
Necessary (ITRAN) procedure (see Note following paragraph c¢). Class II and
Class III products exported to Canada will be processed in accordance with
the provisions contained in FAR Part 21, Subpart L.

b. An aircraft exported to Canada, except as indicated in paragraph ¢
below, shall not have been flown for any purpose other than that required to
accompl ish the manufacturer's production flight test, flight tests for
modifications, crew training flights for Canadian purchaser, and such time
as may be involved in effecting delivery.

c. Used aircraft may be exported to Canada, provided that such aircraft
comply with the export certification requirements in FAR Part 21, are
certificated in the "standard classification", and are accompanied by
records or loghooks applying to the aircraft and engine(s).

NOTE: Used aircraft exported from the United States without an
Export Certificate of Airworthiness are eligible for a
Canadian Certificate of Airworthiness when the ITRAN
requirements of Part I, Chapter II, Section 2.9, of the
Canadian Department of Transport Engineering and Inspection
Manual have been ocomplied with,

d. Ski and ski installations must be designed to meet the requirements

of the DOT Engineering and Inspection Manual Part 1I, Chapter I, Sections
1.1.39 and 1.1-40.
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e. When the first aircraft of a type is exported to Canada, the exporter
is required to provide the Canadian Department of Transport at no charge, ‘
seven copies of the Flight Manual, Maintenance Manual, Structural Repair
Manual, Illustrated Parts Catalog, and Service Bulletins and subsequent
amendments thereto. When a model ! of an aircraft type mot previously
registered in Canada is exported to Canada, seven copies of the new Manuals or
appropriate amendments and Service Bulletins must be provided. In the case of
transport category aircraft, the required mumber of copies of manuals may be
negotiated with the Canadian Department of Transport when the aircraft are
exported to Canada.

f. United States exporters of aircraft and aeronautical products
manufactured in a country other than the United States should contact the
Department of Transport for certification policies and procedures.

g. As a condition of Canadian acceptance of an FAA Export Certificate
of Airworthiness issued on or after July 1, 1981, U.S. exporters of aircraft
must comply with the Flight Manual Requirements as sFecified in Transport of
Canada regulation 'Engineering and Inspection Manual' (Part II, Chapter 1,
Sections 1.12 and 1.13). This repulation is on file at all FAA regional
offices and must be complied with before an FAA export approval can be issued,
when applicable to the particular aircraft bheing exported.

2. To facilitate the licensing of aircraft, the following documentation

should be forwarded to the Regional Administrator of the Region in which the
purchaser resides (address of the six Regional Offices of the Canadian

Department of Transport may be found in paragraph 4): ‘

a. Export Certificate of Airworthiness;

b. Evidence of transfer of ownership to the Canadian purchaser from
the last U.S. recorded owner, or the manufacturer in the case of a new
aircraft; and,

c. The appropriate Canadian Regional Administrator should be informed
by telegram or telex of the issuance of an Export Certificate of
Airworthiness for an aircraft being exported via flyaway to Canada.

(1) The following is an example of the telegram referred to above:

Regional Administrator

Canadian Air Tramsportation Administration
Transport of Canada

732 West Hastings Street

Vancouver, British Columbia

V6C 1A2

Export Certificate of Airworthiness E-........covering

(liake and Model of Aircraft)

1/ When in doubt as to whether an aircraft is the first of a model, contact
the Department of Transport, Ottawa, Ontario, Cenada, K1A (N8, ‘
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SERTAL NUMBER ASSIGNED 1

CANADIAN IDENTIFICATION MARKINGS

PURCHASED BY ___n BEING PREPARED.
(Canadian Purchaser)

JOHN DOE
FAA INSPECTOR
or
JOHN DOE
DMIR No. 6666
or
JOHN DOE
FAA DELEGATION OPTION MANUFACTURER
{NAME OF COMPANY).

(ii) The responsibility for having the telegram forwarded and
any expense involved lies with the exporter.

3. Flyaway aircraft exported to Canada:

a. Aircraft being exported to Canada via flyaway must display Canadian
nationality and registration marks.

b. Registration marks will be issued by a Regional Office on
Application by the Canadian purchaser.

4. Listed below are the addresses (and the geographical boundaries) of the
six Regional Offices of the Canadian Department of Transport:

a. Pacific Region
Regional Administrator
Canadian Air Transportation Administration
Transport Canada
739 West Hastings Street
Vancouver, British Columbia, Canada
vVeC 1A2

Note: (British Columbia, excluding
the area North and east of a
line ten miles west of the
Alaska Highway)
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b. Western Region
Regional Administrator
Canadian Air Transportation Administration
Transport Canada
Federal Building
9820 - 107th Street
Edmonton, Alberta, Canada
T5K 1G3

NOTE: (Alberta, the Northwest Territories west of the 110th meridian,
Yukon Territory and that part of British Columbia north and east of a line
ten miles west of the Alaska highway, including Deace Lake, British Columbia).

¢. Central Region
Regional Administrator
Canadian Air Transportation Administration
Transport Canada
P. O. Box 8550
Winnipeg, Manitoba, Canada
R3C OP6

NOTE: (Manitoba, Saskatchewan, Western Ontario as far east as the
88th meridian and the Northwest Territories lying to the north, more partic-
ularly described as follows: That part of Canada bounded by the meridian of
110°W, the Canada - United States border between 110°W, and 8B°W, the meridian
of 88°W, the meridian of B8°W between the Canada - United States border and
latitude 60°N, the parallel of 60° North latitude between 88°W and 80°W and
the meridian of 80° West, north of 60°N but not including Mansel Island).

d. Ontario Region
Regional Administrator
Canadian Air Transportation Administration
Transport Canada
4900 Young Street
Suite 300
Willowdale, Ontario, Canada
M2N 6A5

NOTE: (Ontario east of the 88th meridian).
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QUEBEC REGION

Regional Administrator

Canadian Air Transportation Administration
Transport Canada

P. 0. Box 5000

Montreal Intermational Airport

Dorval, Quebec, Canada

H4Y 1B9

NOTE: (Quebec and those parts of the Northwest Territories to the
north and east of the Central Region, not including the Magdalen
Islands and Labrador).

Atlantic Region

Regional Administrator

Canadian Air Transportation Administration
Transport Canada

P. O. Box 42

Moncton, New Brunswick, Canada

E1C 86

NOIE: (New Brunswick, Nova Scotia, Prince Edward Island,

Newfoundland, including Labrador, and the Magdalen Islands).
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REPUBLIC OF FRANCE - SPECIAL REQUIREMENTS ‘

{Revised June 7, 1978)

1. INTRODUCTION.

a. Effective October 12, 1968, to be eligible for a French standard
airworthiness certificate, an aircraft imported into France must be of a
type which has been issued a French type certificate for import, except as
provided in paragraph 2.a.{(2) of these special requirements. In addition,
U.S. manufactured aircraft must meet the export rules in Federal Aviation
Regulations (FAR) Part 21, Subpart L. The reguirements for issuance of
French type certificates are contained in "Conditions de Navigabilite des
Aeronefs CivileArrete of September 1967," (for convenience, referred to
hereinafter as the "CNAC") and in French Circular No. 5403 DTA/M, S.G.A.C.
dated November 13, 1968. Other French documents and circulars also apply,
as referred to in the text that follows. Copies of French documents and
circulars can be obtained from the French Ewbassy or the Ministere des
Transports Aeirens, Secretariat General a 1'Aviation Civile, 93 Boulevard
de Montparnasse, Paris 6e, France. Since a French type certificate for
import is a prerequisite to issuance of a French airworthiness certificate,
these special requirements include an outline of the general requirements
for obtaining such type certificates.

b. Class II and III products will be exported in accordance with the
provisions prescribed in Part 21, Subpart L of the United States Federal
Aviation Regulations. In particular, each class II and III product will be
exported with an Airworthiness Approval Tag. Aeronautical authorities of ‘
the importing country (S.G.A.C.) shall promptly advise the aeronautical
authorities of the exporting country of any additional requirements which
the importing country finds necessary to insure that the products meet a
level of safety equivalent to that which be effective for a similar product
produced on the importing state. This will be confirmed by the importing
agent on his orders.

2. REQUIREMENTS FOR ISSUANCE OF FRENCH AIRWORTHINESS CERTIFICATES AND
PERMITS.

a. Standard Airworthiness Certificates.

(1) Except as provided in paragraph 2.a.(2), a U.S. Export
Certificate of Airworthiness, FAA Form 8130-4, may be exchanged against a
French airworthiness certificate only if the following requirements have
been met.

(a) The aircraft type must have a French type certificate
for import.

{b) 'The requirements of Article 11B of the CNAC must be
complied with.
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(2) If a French standard airworthiness certificate was issued
prior to October 12, 1968, for at least one aircraft of a particular type,
then aircraft of that type may continue to be issued French standard
airworthiness certificates on the basis of equivalency with the U.S.

Export Certificate of Airworthiness, even though the particular model
involved may not have been issued a French type certificate for import.
French airworthiness certificates are issued under these conditions subject
to compliance with other requirements of the CNAC (reference CNAC Article
5, paragraph 2).

NOTE: An aircraft having major changes which required approwval
under Federal Aviation Regulations (FAR) Part 21, Section 21.97 and/or FAR
Part 21, Subpart E, is not eligible to obtain a French airworthiness
certificate under the provisions of paragraph 2.a.{2). even though an
aircraft of the same model may have been issued a French airworthiness
certificate prior to October 12, 1968. In order to obtain a French
standard airworthiness certificate, the applicant must comply with the
procedures outlined under paragraph 2.a.(1). A French type certificate for
import or an extension of a type certificate for import will be issued each
time that the FAA issues a new type certificate or an STC for a moxdel based
on a model previously imported.

b. Special Airworthiness Certificates. A French special airworthi-
ness certificate may be 1ssued to an aircraft of a model for which
application has been made for a French type certificate for import, in
order to facilitate its use under the conditions spelled out in Article 5,
paragraph 2B of the CNAC, provided that the Secretariat General of Aviation
Civil (S.G.A.C.) is familiar with the model. In addition, the procedure
requirad for issuance of special airworthiness certificates will be applied
in the case of aircraft in the restricted category.

¢. Permit. A permit may be issued by the S.G.A.C. to an aircraft
which has provisional French registration markings only to permit the
ferrying and tests necessary for aircraft type certification. Normally,
the S.G.A.C. will not authorize any private utilization and the permit
may, basically, be renewed only for a total period of time not to exceed
one year (reference CNAC Article 13 and 19, and Article 5, paragraph 3).

3. REQUIREMENTS FOR ISSUANCE OF FRENCH TYPE CERTIFICATES FOR IMPORT
FOR U.S.-MANUFACTURED AIRCRAFT.

a. Agglicant.

(1) The applicant for a French type certificate for import must
be the person responsible for maintaining the level of airworthiness for
the aircraft. Generally such person would be the manufacturer who orig-
inally obtained, and who holds the U.S. type certificate. If the U.S.
type certificate has been transferred by the original holder, the new
holder (applicant) must be capable of, and responsible for maintaining the
level of airworthiness.
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for a French type certificate for import from a person who is not the U.S.
type certificate holder, provided that the applicant furnishes proof that
he has been duly authorized to take over complete responsibility for the
type certificate under the licensing provisions of Federal Aviation
Regulations Part 21, Section 21.47.

(2) In exceptional cases, it is possible to accept an application ‘

b. Documents. The required documents are specified in Article 11 of
the CNAC and under paragraph 5 of these special requirements.

¢. Special Conditions. A U.S. applicant for a French type certificate
for import must show compliance with the applicable FARs, plus any special
conditions imposed by the $.G.A.C. Three types of special conditions are
outlined in paragraphs 3.c.(1), (2), and (3). The primary purpose of the
special conditions is to guarantee an airworthiness level equivalent to
that of aircraft built and certified in France.

(1) Administrative Special Conditions.

(a) Language. The documents which the S.G.A.C. requires to
be furnished may be in English except for the following, which must be
provided in French:

1 The type certificate (T.C.), data sheet:
2 The flight manual, and
3 The proposed maintenance guide. ‘
NOTE: The S.G.A.C. will verify the translations of
these documents and must approve the T.C. data sheet and the flight
manual.
(b} Document Format. The T.C. data sheet, flight manual, and

proposed maintenance guide must be prepared in accordance with the formats
specified in the following:

1 T,C. Data Sheet. The S.G.A.C. will accept a
simple translation into French of the T.C. data sheets approved by the
FAA,

2 Flight Manual. The flight manual in French, which
must be carried in each aircraft imported into France, must be either a
simple translation of the FAA-approved flight manual when one exists, or if

a flight manual does not exist, a similar document must be established for
the purpose of import into France and must contain the following sections:

a Limitations

b Normal Operations
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¢ Emergency Operations

d Performance (Limited to only the approved perform-
ance conforming to the requirements of the applicable airworthiness FAR
part).

3 Proposed Maintenance Guide. It is recommended that
the proposed maintenance guide correspond to the instructions of the
GENERAL DEFINITION OF "ROUTINE MAINTENANCE" INSPECTION of the Bureau
Veritas, copies of which are available from the French Embassy.

{c) Units of Measurement. Aircraft instruments must be
graduated in terms of legal or accepted French units; however, where other
units are used in accordance with strongly established aeronautical
practice, and if failure to comply with this practice would reduce aircraft
safety, then such units may be accepted and must be used in the manuals.

If illegal or unaccepted units are used, the manuals must contain
conversion tables. 'The following chart outlines legal and acceptable units
of measurement.

Legal Units Units Allowed in Aeronautics
Measure _ Name Symbol Name Symbol
Length Meter* m Nautical Mile MM
Area Square Meter* ma -
Volume Cubic Meter* m3 -

Liter* 1 -
Angles Degree* o -
Mass Kilo* kg -
Time second, 5 -

minute mn -

hour h -
Frequency Hertz* (1 cycle

per second) Hz -
Speed Meter per second n/s Feet per minute ft/mn

Kilometer per

hour km/h Knots Kts
Acceleration Meter per second m/sé -
square
Temperature Kelvin degree K -
Centigrade C -

Work Joule* J -
Power Watt* W -
Pressure {bar) -
Pressure Millibar mb -

* With decimal multiples and submultiples.
Note: Electrical units: Ampere, Volt, Onm -- International System
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(2) General Technical Special Conditions. These special ocondi~
tions would be required as a resuit of differences between the French ‘
regulations and the United States Federal Aviation Regulations.

(3) 8pecific Technical Special Conditions. These conditions
would pertain to any possible unusual characteristics in the design,
construction, or operation of the aircraft under consideration.

4. HOW TO OBTAIN A FRENCH TYPE CERTIFICATE FOR IMPORT. In the following
procedures, any of the required documents and data which would normally be
approved by the FAA for issuance of U.S. Type Certificates must also be FAA
approved for issuance of French Type Certificates for Import.

a. General.

(1) The French require that the application be submitted to the
pertinent government agency. Insofar as the FAA is concerned, this means
that the application must be submitted to the FAA regional office of the
region in which the applicant is located, Attention: Chief, Engineering
and Manufacturing Branch {((AED)} in the Western Region), who will transmit
the application to the 5.G.A.C. (An example of a standard application form
is reproduced under paragraph 6 of these special requirements.) A state-
ment including the following information and signed by the Chief of the
Engineering and Manufacturing Branch ({AED) in the Western Region) should
be provided the S.G.A.C. with the application:

(a) The FAR upon which the issuance of the U.S. Type
Certificate is based; '
(b) If applicable, a copy of the complete text of each

special condition imposed by the FAA in connection with issuance of the
type certificate; and

{(c) If applicable, a copy of the complete text of each exemp—
tion which may have been granted.

(2) The manufacturer should provide the S.G.A.C. with all of the
officially requested documents (reference paragraph 5).

(3) Following compliance with preceding paragraphs 4.a.(l) and
4.a.(2), the S.G.A.C. will transmit to the FAA Washington Office (AFS-100)
the special conditions as provided for under paragraph 3.c., with a copy to
the appropriate FAA regional office and a copy to the applicant.

(4) The aircraft would be considered eligible for a French Type
Certificate for Import when the FAA certifies to the S.G.A.C. that the
aircraft type meets the French special conditions and the Federal Aviation
Regulations upon which issuance of the U.S. Type Certificate is based.
This certification does not preclude special requests which the $.G.A.C.
might subsequently submit in order to make certain in-flight checks and/or
certain technological inspections on its own.
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b. Special Procedures for Delegation Option Manufacturers. Manufac-
turers holding a Delegation Option Authorization, 1ssued under FAR Part 21,
Subpart J, must comply with the general provisions of paragraph 4.a.,
except as follows:

(1) Applications for a French Type Certificate for Import may be
submitted directly the S.G.A.C., with a copy to the FAA regional office.
The manufacturer should state in his application that he holds an FAA
Delegation Option Authorization, giving the date of issue, FAA region
which issued the authorization, and the number assigned. The French Type
Certificate for Import, when issued, will be addressed directly to the
manufacturer, with a copy to the regional office.

(2) The S.G.A.C. will accept statements, certifications, and
issuances that are within the scope of FAR Part 21, Subpart J, provided
that:

(a) Pertinent documents are signed by personnel approved by
the FAA (reference FAR Part 21, Section 21.235(b)); and,

(b) The manufacturer furnishes a list of authorized signa-
tures to the §.G.A.C. and maintains the list in a current condition.

5. The following documents are normally required for obtaining French
type and airworthiness certificates.

a. Type Certificate for Import.

(1) A copy of the U.S. Type Certificate for the aircraft type.
(2) A copy of the T.C. Data Sheet.

(3) Summary of flight test reports for aircraft type certifica-
tion. The characteristic data furnished must substantiate operation within
a reasonable range of weights, altitudes, and atmospheric conditions.

(4) sSumary of static test reports relative to the principal
structural elements, specifically giving the loads, the dimensions, the
stresses, and the safety margins, or a summary of complete static tests
performed prior to issuance of the U.S. type certificate.

{5) Summary of vibration test reports.

(6) Complete index of reports and notes prepared for U.S. type
certification of the aircraft, including systems.

(7) A statement by an authorized representative of the manufac-

turer (applicant) that the Bureau Veritas, 31, rue Henri Rochefort, Paris
17 eme, France, acting for the S$.G.A.C., will systematically be furnished
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with all pertinent information, notification of modifications, service

bulletins, etc., and notification of any change in such documents, to

guarantee the maintenance of an acceptable airworthiness level for the

aircraft.

{(8) A separate parts catalog for the aircraft, the engine(s),
the propeller{s), and the principal accessories and other equipment
items.

(9) A list of special installations and equipment necessary for
the inspection and maintenance of the aircraft, its engine(s), propeller(s)
and principal accessories and other equipment items, together with:

(a) A list of permissible tolerance limits,

(b} A statement of the nature and periodicity of maintenance
inspections,

(c) Complete information on lubricating, fuel, and hydraulic
circuits.

(10) Two copies of information necesary for the assembly of the
aircraft, if the aircraft is of a type which will be exported unassembled
and without having had a producticn flight test.

(11) The following manuals for the aircraft, the engine(s), the
propeller{s), and accessories:

(a) Flight manual (two copies}.
(b) Maintenance manual {(two copies).

b. The documents listed in paragraph 3.c.(l)(a)2 and 3, as well as
the following documents, will be required for each individual NEW aircraft
imported into France.

(1) One copy of a list of radio and electrical equipment items,
with their characteristics and their operating instructions. These
equipment items must conform to the applicable cateqgories for which there
are French certification requirements.

(2) One copy of the production flight test report for the aircraft
involved, including a copy of the flight test checklist utilized when
testing the aircraft.

(3) A U.S. Export Certificate of Airworthiness, FAA Form 8130-4
for the aircraft.
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(4) A weight and balance record ocontaining a ocomplete inventory of
all equipment and instruments.

(5) A list of modifications that have been incorporated, at least
those covered by service bulletins, except that, if the manufacturer's
information distribution system has been found satisfactory by the S.G.A.C.,
submittal of such a list is not required.

c. For an individual, USED aircraft, the following documents must be
furnished in addition to those specified under paragraph 5.b.:

(1) A summary of modifications, including:
(a) A summary of mandatory changes made,

{(b) A list of modifications recommended by the manufacturer
(service bulletins, etc.),

{c) A list and description of modifications made by the
previous owners.

(2) A sumary and date of past maintenance inspections and the
operating hours since the last inspection of each type.
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6. Example of Standard Application Form for a French Type Certificate for
Import.

1. a. Application for Type Certificate for Import:

b. Application for Extension of Type Certificate for
Import: (Type Certificate No. ):

2. Name of Applicant:

3. Status of applicant with respect to aircraft to be certificated:
Original Manufacturer: Licensee:

4, Applicant's Complete Address:

5. Address of Production Plant:

6. Aircraft Description:
Make:

Model :

7. Descriptive Documents (enclose copies with application):
a. FAA Type Certificate No.

b. FAA Type Certificate Data Sheet dated

8. FAA Type Certification Basis (FAR):

9, Date:

10. Applicant's Title and Signature:
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FEDERAL. REPUBLAIC OF GERMANY (FRG)
SPECIAL REQUIREMENTS FOR THE IMPORT OF
AERONAUTICAL PRODUCTS FROM THE INITED STATES
{Revised July 30, 1979)

1. INTRODUCTION.

This document prescribes special requirements supplementing the Agree-
ment on the reciprocal acceptance of export certificates of airworthiness.
It is based on the Bilateral Agreement between the Governments of the
United States and the Federal Republic of Germany of May 31, 1974, and on
the laws, regulations, and requirements applicable in the Federal Republic
of Germany (FRG). The airworthiness authority in the FRG is the
Luftfahrt-Bundesamt (LBA).

2. ELIGIBILITY.

2,1 Aircraft or other Class I products to be eligible for airworthiness
certification by the IBA under the provisions of this document must in
addition to the requirements prescribed in Part 21, Subpart L of the U.S.
Federal Aviation Regulations, be eligible for airworthiness certification in
the United States "Standard" classification and comply with the applicable
additional requirements under paragraph 6 and of the Enclosure hereto.

Note: Aircraft or other Class I products eligible for certification in
the United States "Restricted," "Limited" or "Exper imental” classification
will be considered on an individual basis.

2.2 Class II and III products to be eligible for export to the Federal
Republic of Germany must comply with the applicable provisions of Part 21,
Subpart L of the U.S. Federal Aviation Regulations.

3. AERONAUTICAL PRODUCTS REQUIRING APPROVAL.

3.1 Deviating from the U.S. - definition of Class I and Class II prod-
ucts, the following aeronautical products require LBA approval by issuance
of a Type Certificate:

(1) Airplanes

(2) Rotorcraft (Helicopters, Gyroplanes and Rotodynes)

{3) Airships

(4) Powered Sailplanes

{5) Sailplanes

(6} Manned Balloons

(7) Personal Emergency and Auxiliary Parachutes

(8) Alrcraft Engines

(9) Aircraft Propellers

(10) Radio Equipment to be installed in aircraft as per Nos. 1
through 6 above.

35




AC 21-2E 5/18/81
Appendix 2

3.2 Details on LBA type approval of an aeronautical product listed
under para. 3.1 Nos. 1 to 10 and of any change that product may undergo (as .
f.i. under the provisions of Subpart E of FAR Part 21) are specified in

paras. 4.1 to 4.5,

3.3 Items of equipment, which have a major influence on the airworthi-
ness of aircraft or on the safety of the occupants, e.g. flight and
navigation instruments, electronic equipment, life saving equipment, and
which can be categorized as U.S. Class II or Class III product, must be LBA
approved in accordance with the provisions of paras. 3.5 and 3.6. A list of
these items is available on request from the Luftfahrt-Bundesamt (LBA).

3.4 For approval of any other Class III product, i.e. standard parts,
a certified statement by the product manufacturer (Approval Tag for Class
III products according to FAR 21.333) will be accepted by the LBA, if the
product in question is accepted for use with regular Class I and Class II
products.

3.5 Approval of equipment, except radio equipment {see paras. 3.1 and
3.7), installed in aircraft to be exported to the FRG as listed in the FAA
approved equipment list of that aircraft, may be covered by the LBA type
certificate of that aircraft (para. 4.5 remains unaffected).

3.6 Items of Class II or Class III equipment as under para. 3.3, which
are exported separately to the FRG and which are not spare parts of
certificated aircraft, may receive a separate LBA approval, provided the
relevant equipment has already been FAA-approved, e.g. by TSO-Authorization
as per FAR-Part 37 or under the provisions of Subpart K of FAR-Part 21. The
procedures which must be followed in this case are specified in para. 5.

3.7 Each item of LBA approved equipment to be exported to the FRG must
be airworthy and must comply with the LBA-approved design. It must be
identified by an Airworthiness Approval Tag (FAA Form 8130-3). The same
will apply for each major component as of U.S. Class II to be used as a
spare part with a Class I product which had been type certificated by the
LBA.

3.8 Radio equipment fnust. in any event be approved separately as a type
by the LBaA,

3.9 Integrated systems must be certificated with the aircraft.

4. HOW TO OBTAIN A GERMAN TYPE CERTIFICATE,

4.1 %Eglicant. The applicant for a German type certificate ("Muster-
zulassung”) or a change thereof must be the manufacturer or, where
applicable, the U.S. type certificate holder.
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In some special cases it may be possible to accept an application for
an LBA type certificate from a person who is not the manufacturer (type
certificate holder), provided the applicant furnishes proof that he has
been duly authorized and is capable to assume complete responsibility
for the product in regard@ of continuing airworthiness.

4.2 Competent Authority and Procedure.

4.2.1 The application for an IBA type certificate or change of
type certificate (s. para. 4.5) and any documents the LBA may require
in this context and as they are listed as a minimum under para. 4.4
must be forwarded to:

Luft fahrt-Bundesamt
P.0O. Box 370
3300 Braunschweig
Federal Republic of Germany
Telex: 952701 Phone: (0531) 3902-1
Cable: Bundesluft Braunschweig
A copy of the application letter shall be sent to the appropriate FAA
regional office as well as to:
Department of Transportation
Federal Aviation Administration
Europe, Africa, and Middle East Region
c/0 United States Embassy
27 Boulevard du Regent
1000 Bruxelles 1
Belgium

4.2.2 The IBA will acknowledge receipt of the application and
establish the procedure, including:

(a) definition of the certification basis (see
paragraph 4.3)

(b) details on information and data required in addi-
tion to the documents listed under paragraph 4.4

(c) date and place of the LBA visit to the appropriate
FAA regional office and the manufacturer's
facilities

(d) date and place of the certification test flight to
be performed by the LBA, if applicable,

with the relevant FAA offices being informed accordingly.

4.3 Certification Basis.

4.3.1 The basis for the LBA type certification will be the
applicable requirements established or adopted by the FRG. Moreover,
the additional requirements listed under para. 6 and, where applicable
in the Enclosure, must be met. The LBA may grant exemptions, if the
level of safety is not impaired.
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Note: "Applicable reguirements" means:
for products undergoing certification and for products currently in production,

{i) the applicable FAR including each special condition upon which
the issuance of the U.S. type certificate is based; or;

(ii) those airworthiness requirements of the same date at which U.S.
certification was based;

for products no longer in production, such airworthiness requirements as the
LBA finds acceptable in the particular case.

4.3.2 In particular cases, especially for aercnautical products of
unconventional design, and in order to meet standards required by the German
operating regulations, the LBA may establish additional airwirthiness
requirements which are necessary to ensure an acceptable level of
airworthiness.

4.4 Documents Reguired for Type Certification.

4.4.1 Aircraft. For the issuance of an LBA type certificate for an
aircraft, the following or equivalent documentation (copies acceptable) must be
submitted:

{a) FAA Type Certificate (T.C.)}

(b} The latest issue of the FAA T.C. Data Sheet (advance copy may
be accepted)

(c} FAA-~approved Airplane Flight Manual and/or Pilot's
Operat ing Handbook and "Flughandbuch" in accordance with
paras., 6.1 and 6.2, where applicable,

(d) Description of the aircraft (e.g., Aircraft Detail
Specification).

(e} A list of all documents submitted for FAA type certification

(£} Manufacturer's Compliance Checklist

{g) Type Inspection Authorization (TIA) including all
amendments

(h} Type Inspection Report, Part II (Flight)

(i) A list of documents necessary for safe operation and
continuing airworthiness of the aircraft including
equipment, i.e. Operating, Maintenance, Overhaul and
Repair Manuals

(3} The Weight and Balance Manual

(k} the FAA-approved Master Equipment List and Optional
Equipment List
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(1) a list of radio communication and navigation equipment

(m) a Parts Catalogue relating to the aircraft and major
equipment.

(n) a complete set of information on modifications and on special
inspections (e.g. Service Bulletins)

The LBA may request additional information and data.
For language requirements see 6.1.
Note: {1) The above listed documents will be kept on file with
the LBA,
(2) The applicant must forward to the LBA all revisions
(pertinent to the German type certificate) to the above
listed documents, Service Bulletins and other pertinent
data as soon as these are available.
(3) The LBA reserves the right to request the documents
contained in the lists under (e) and (i).
(4) Microfilm/-fiche documentation is acceptable.

4.4.2 Radio Equipment.

4.4.2.1 For the issuance of an LBA type certificate for radio
equipment, the following or equivalent documentation must be submitted:
(a) Cne copy each of
1 the manufacturer's Statement of Conformance submitted
to FAA,
2 TSO Authorization or other evidence of FAA approval
3 the TSO Compliance Test Report.

(b) Technical Manuals (e.g., Instruction Manual, Maintenance/
Overhaul Manual, Installation Manual) shall contain information relative to the
physical, mechanical, and electrical characteristics of the radio equipment
concerned. The manuals shall provide all useful and necessary installation,
operation, maintenance, and parts information on the major units of the system
such as receivertransmitter, indicator, antenna, control unit. The manuals
shall be the latest issue.

(c) Operational Information. If the appropriate technical
manuals do not provide operational information presented from the pilot's point
of view, the manufacturer has to prepare a handbook (e.g., Pilot's Guide,
Pilot's Manual) has to furnish operational information and details on the
control functions.

(d) One specimen of illustration each of the name plated used
to mark the major units of the system.

The LBA may request additional information and data.
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Note: (1) The above listed documents will be kept on file with the
LBA,

(2) The applicant must forward to the LBA all revisions
(pertinent to the German type certificate) to the above
listed documents, Service Bulletins and other pertinent
data as soon as these are available.

4,4.2.2 Radio equipment must pass a spurious emission test
performed by the Fernmeldetechnisches Zentralamt (FTZ) of the Deutsche
Bundespost (German Post Authority); the corresponding FTZ letter must be
submitted to the LBA.

The manufacturers or his authorized agent have to forward the application for
above test to:

Deutsche Bundespost

Fernmeldetechnisches Zentralamt

Postfach 800

6100 Darmstadt

Federal Republic of Germany

Note: The spurious emmission test must have been performed before
the application for certification of the equipment is submitted to the LBA.

4.4.3 Products Other Than Aircraft and Radio Equipment.
For engines, propellers: Documents ocorresponding to those under 4.4.1 as
appl icable.
For persconal emergency and auxilliary parachutes: At least the documents as
per para. 4.4.2.1 {(a).

4.5 Changes to Type Certification. Each change of a product under LBA
type certificate must be LBA-approved in accordance with the procedure under
para. 4.2 for its inclusion in the type design.

Changes in this context are:

a) "Major changes" according to FAR 21.93(a); and

b) Changes covered by a supplemental type certificate in accordance with
FAR-Part 2t, Subpart E.

Formal IBA consent must also be sought for any revision or supplement of a
Flight Manual (Pilot's Operating Handbook), regardless of such a document being
required in the U.S. or not (s, para. 6.2), and including its German version as
applicable.

5. HOW TO OBTAIN LBA EQUIPMENT APPROVAL.

(For radio equipment s. paras. 3.1 and 4.4.2)
5.1 Applicant. The applicant for LBA approval of U.S. Class II and Class
III equimment as referred to under paras. 3.3 and 3.5 must be the manufacturer.
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5.2 Procedure.

5.2.1 The application for LBA equipment approval shall be made by
letter (for address s. para. 4.2) with copy to the appropriate FAA regional
office, stating the specification the equipment complies with, Relevant
documentation as per para. 5.3 must be included.

5.2.2 The LBA will acknowledge receipt of the application and inform
the applicant of any additional requirements found necessary to assure an
acceptable level of safety. Furthermore, the LBA will advise date and place of
a visit to the manufacturer's facilities, if such a visit is desirable.

5.3 Documents required for IBA equipment approval. The following
documentat ion must be submitted:
(a) One copy each of
1 the manufacturer's Statement of Conformance submitted to FAA,
2 the design approval letter or the Letter of Acceptance issued
by FAA.
3 FAA Supplemental Type Certificate (SIC).
4 FAA approved drawing list.
5 The Equipment Qualification or TSO Compliance Test Report.

{b) Drawings and such descriptive information as will define the
equipnent sufficiently for LBA to decide, whether additiocnal requirements
according to para. 5.4 have to be prescribed.

(c) A list of operating, maintenance, overhaul and repair manuals and
documentat ion necessary for safe operation and continuing airworthiness of the
equipment.

(d) A copy of the Installation Manual, where appropriate.

(e) A complete set of information on modifications and on special
inspections (e.g. Service Bulletins).

Note: A revision service shall be provided.

5.4 Notification of Additional Requirements. Additional requirements
which the L[BA may prescribe will be those found necessary to:

(a) Provide a level of safety equivalent to that provided for by LBA
requirements and practices and as are necessary to comply with the German
operating regulations.

(b) Cover features which are not covered by existing requirements and
practices.

(c) Provide such failure analyses as are needed to ensure that the

eguipment is airworthy, when installed in accordance with the equipment
manufacturer's instructions.
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of a product requiring substantially complete investigation for Chowing
Compliance with any requirement forming part of the specification found
acceptable to the LBA and hence can be classified a "major change" must be
notified to the LBA together with written evidence of FAA approval.

5.5 Changes of Products Under LBA Equipment Approval. Each design change ‘

6. ADDITIONAL REQUIREMENTS FOR TYPE CERTIFICATION OF AIRCRAFT.

6.1 Language. Except where an exemption is granted as indicated below,
all operating instructions (including markings and placards) must be provided
in the German language.

Exempt ions:

- Operating instructions except placards for passengers for all multiengine
airplances and for rotorcraft of more than 2,000 kg (4,400 lbs) maximum weight.
Maintenance instructions may be in English except for sailplanes, powered
sailplanes, manned balloons and parachutes.

Note: The LBA Gerate-Kennblatt (T.C. Data Sheet) will specify which of the
documnents accompanying the individual imported aircraft must be in German, if
any.

6.2 Flight Manual or Pilot's Operating Handbook. Contrary to the U.S,
practice a Filight Manual 1s required for each kind of aircraft regardless of
weight. The Flight Manual (Pilot's Operating Handbook) in the German language
{s. para. 6.1) should correspond to GAMA scheme or equivalent and needs LBA
approval., As to revisions to the German Flight Manual (Flughandbuch) refer to ‘
para. 4.5.

6.3 Noise Limits. According to the "Luftverkehrsgesetz" (German Aviation
Act), an aircraft will be eligible for a Certificate of Airworthiness
("Lufttuchtigkeitszeugnis") only, if its noise level is as low as technologi-
cally practicable, and appropriate to the type of aircraft to which it applies.
For conformity, the German noise requirements based on ICAO-Annex 16 must be
complied with. For subsonic turbine powered airplanes and propeller driven
airplanes over 5,700 kg (12,500 lbs) FAR Part 36 of the Federal Aviation
Regulations is an acceptable means of compliance.

6.4 Anticollision lights and color markings. All airplanes, rotorcraft
and airships must be equipped with anticollision lights in accordance with the
applicable FAR's. As to sailplanes and powered sailplanes, conspicuous color
painting may be used instead of anticollision lights for flights at daylight.
The latter is also applicable to one and two seated airplanes with a maximum
weight of less than 600 kg {1,300 lbs). Detailed information is available on
request from the LBA.
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6.5 Installation of Shoulder Harnesses,

(a) In a more stringent interpretation of FAR 23.785(g) up to Amdt.
19, the front seats of normal and utility airplanes must be equipped with
either a shoulder harness or a belt and diagonal shoulder strap. The
installation must meet the applicable FAR requirements.

(b) Seats of acrobatic category airplanes must be equipped with a
shoulder harness approved for acrobatic flight for each occupant. The
installation must meet the appropriate FAR requirements.

7. DOCUMENTS FOR CERTIFICATION OF THE INDIVIDUAL AERONAUTICAL PRODUCT.

7.1 Aircraft. The individual aircraft covered by an LBA type certificate
and exported to the FRG should be accompanied by the following documentation:

(a) A current United States Export Certificate of Airworthiness,
stating the aircraft's conformance with the LBA Geratekennblatt (T.C. Data
Sheet}.

(b) A copy of all relevant operating instructions stated in the LBA
Geratekennblatt (T.C, Data Sheet) (i.e. Flight Manual, Weight and Balance
Manual, Equipment List and placards).

(c) For used aircraft, a current aircraft file containing at least
the following information: operational time of the aircraft, its engines,
propellers, maJor equipment and components {(e.g. engine logbooks, and records),
maintenance repairs and modifications.

(d) A statement of compliance as to the noise requirements of para.
6.3, if noise certification was not part of the type certification of the
aircraft.

Note (1): Any major change in type design certified according to FAR
Part 21, Subpart D or E has to be accepted by the LBA and must be identified in
the LBA Geratekennblatt and/or in the operating instructions for that special
type of aircraft.

{2) (i) The "Flughandbuch” (German Flight Manual), if required in
the LBA GerateKennblatt, as well as the German placards may be added in Germany
prior to the inspection of the aircraft conducted for the purpose of German
registration.

(ii) The Maintenance Manual must made available on regquest.
(iii) Further documents will be requested for the registration

of an aircraft. Information on aircraft registration is available on request
from the LBA..
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7.2 Aircraft %n_'_gines and Propellers. Engines, and propellers covered by .
and LBA type certificate and exported to the FRG should be accompanied by the
documents as per para. 7.1 as applicable.

5/18/81

7.3 Parachutes. Parachutes exported to the FRG must be indentified by an
Airworthiness Approval Tag (FAA Form 8130-3). In addition, emergency and
auxiliary parachutes covered by an LBA type certificate (s. para. 3) should be
accompanied by all relevant operating instructions stated in the LBA-
Geratekennblatt (T.C., Data Sheet).

7.4 Equipment and Standard Parts. For LBA approved equipment, including
radio equipment and auxiliary power units, exported to the FRG see para. 3.7.
As to documentation which must be furnished with radio equipment see para.
4.4.2. For standard parts exported to the FRG see para. 3.4.
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1. SUPPLEMENTARY AIRWORTHINESS REQUIREMENTS FOR NORMAL, UTILITY AND
ACROBATIC CATEGORY AIRPLANES.

1.1 Glider Towing. If certification for the purpose of use for glider
towing is requested, compliance with the applicable airworthiness requirements
must be shown in connection with the type certification of the airplane.
Requirements for glider towing will be available on request from the LBA.

1.2 Parachute Jumping. If certification for the purpose of use for
parachute jumping is requested, compliance with the appropriate airworthiness
requirements must be shown in connection with the type certification of the
airplane. Requirements oconcerning provision for parachute jumping will be
available on request from the LBA.

1.3 Spins. If approval for spins is sought, compliance with the
requirements of FAR 23.807(b)(5) must be shown.

2, SUPPLEMENTARY ATRWORTHINESS REQUIREMENTS FOR AIRCRAFT INTENDED FOR USE

IN COMMERCIAL OPERATION. In connection with additional equipment as 1t may be
tequired by the German operating regulations in regard of certain operational
aspects, supplementary airworthiness requirements could come into effect.

The LBA is prepared to inform on an individual basis according to the case
under consideration.
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HONG KONG - SPECIAL REQUIREMENTS
(New March 14, 1977)
The territory of Hong Kong has the status of a British Crown Colony under

the United Kingdom. When exporting aercnautical products to Hong Kong,

the Special Requirements of the United Kingdom (Appendix 2) should be
similarly observed.
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REPUBLIC OF INDIA - SPECIAL REQUIREMENTS

1. When an aircraft/engine/component exported to India is the first of a
model, the manufacturer must supply to the Director General of Civil
Aviation the following documents and subsequent revisions:

a. Copies of type certification documents and relevant drawings,
specification, etc.

b. Two sets of maintenance manuals.

¢. Two sets of overhaul/shop manuals.

d. Two sets of engine operations manuals.

e. One set of flight manuals, if applicable.
f. One set of repair manuals.

g. Two sets of Service Bulletins and subseguent new issues in
addition to revisions.

h. Recommended maintenance schedules.

2. 'The exporter must show evidence that the products or parts thereof
were manufactured under one or more of the following approvals, imless
otherwise approved by the Governwment of India, Director General of Civil
Aviation:

a. The current valid FAA Production Certificate for the product
involved, as outlined in Subpart G of Part 21 of the FAR,

b. An FAA-Approved Production Inspection System (FAA~APIS) letter of
approval, as stated in Subpart F of Part 21 of the FAR.

C. An FAA Replacement and Modification Parts Manufacturers Approval
(FAA-PMA) letter of approval issued by the FAA in accordance with Subpart K
of Part 21 of the FAR. In this case, each part (or package of small parts)
must be marked with the symbol "FAA-PMA" to indicate approval. In
addition, each part (or package of small parts) must be marked with the
company's name (or trademark), the part number, and the make and model of
the type certificated product on which the part is eligible for
installation. The make and model information may be on a tag attached to
the part (reference FAR 45.15 and FAA Advisory Circular No. 21.303-11).

d. A Technical Standard Order (TSO) acknowledgement or authorization

letter, issued by the FAA per Part 37 of the FAR or those airworthiness
parts of the FAR relative to the products involved,
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3. Reconditioned, used, or surplus parts must be accompanied by a certifi-
cation statement signed by an FAA certified repair station holding a
currently valid approval certificate, or by a certified aircraft and
powerplant mechanic, as provided for under FAR Parts 145 and 65,
respectively. The return to service maintenance records required by FAR

43, Appendix B, shall accompany the parts.

4. In all instances, suppliers must certify on the face of their invoice
that the product involved was manufactured under one or more of the
following procedures; i.e., FAA FC No. ; FAA-APIS letter dated 3
FAA-PMA letter dated ; TSO No. : SAE No.

MIL Spec. ; other Government or Industrial
Specifications .
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REPUBLIC OF INDONESIA - SPECIAL REQUIREMENTS
(Revised November 1, 1976)

SECTION 1 - INTRODUCTION

The development of Aviation in Indonesia in the last few years dictates
the special requirements as stated in FAA Circular AC 21-2B, dated 10-2-69
need be revised as follows:

A, Administration and Procedures.

(1) The procedures which must be followed to obtain Indonesian
Certification are dealt with in the current issue of Civil Aviation Safety
Regulations Part I.

(2) Aircraft and other Class I products, to be eligible for
export to Indonesia, should be covered by Export Certificate of
Airworthiness issued under Part 21 of the United States Federal Aviation
Regulations.

(3) An Export Certificate of Airworthiness and the supporting
data and other material required to be furnished in accordance with these
requirements should be delivered to the Directorate General of Air
Communications, Jalan Hayam Wuruk No. 2, Jakarta, Indonesia.

(4) The Export Certificate of Airworthiness shall be accompanied
by documents {e.g. aircraft log bock, engine log book, propeller log book,
etc,,) furnished by the applicant, which contains entries identifying those
applicable Airworthiness Directives (AD's) with which compliance has been
achieved. These documents shall also identify those AD's containing
repetitive compliance requirements, and when next compliance is due to be
satisfied. All AD's must have been complied with, prior to issuance of the
U.S. Export Certificate of Airworthiness.,

(5) The applicant for a U.S. Export Certificate of Airworthiness
is also responsible for satisfying all other Indonesian Special
Requirements (identified in Section 2), as appropriate, for the particular
product being exported to Indonesia and all applicable Sections of FAR 21,
before the U.S. Export Certificate of Airworthiness can be issued.

B. Delivery of Aircraft.

(1) In addition to the requirements stated in the Special Require-
ments (identified in Section 2), an aircraft which is being exported to
Indonesia via flyaway should display Indonesian Nationality and
Registration Marks and carry the following documents onboard the aircraft
during delivery flight:
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(i) Indenesian Certificate of Registration. .
(1i) Indonesian Delivery Flight Authorization.

(iii) U.S. Export Certificate of Airworthiness.

(iv) Signed copy of telegram to Jakarta referred to in
Paragraph B3 of this Section.

(v) Certificate of Deregistration or written statement
certifying that the aircraft has never been registered in U.S.A.,
issued by FAA.

(vi) Letter of authority to cover the use of installed
radio apparatus for the duration of the delivery flight.

(vii) Approved flight manual, operation manual, maintenance -
manual and such other documents as may be essential to the safe operation
of the aircraft.

(2) It will be the responsibility of the Indonesian purchaser to
ensure that the identification markings are properly displayed upon the
aircraft prior to departure from the exporter's base and to ensure that the
necessary flight documents are installed and carried in the aircraft during
the delivery flight.

be advised by telegram of the issuance of an Export Certificate of
Airworthiness in respect of any aircraft which is to be exported to
Indonesia via flyaway.

(3) The Directorate General of Air Communications, Jakarta should ‘

Advance notification by telegram of the following particulars is required
in respect of each aircraft being exported via flyaway: the reference
number of the export Certificate of Airworthiness being issued, the subject
aircraft type, serial number and assigned Indonesian identification
markings.

The telegram shall be transmitted to the Director General of Air
Communications Jakarta (cable address: Civilair, Jakarta - Indonesia) by
the exporter. In addition, a telegram pertaining to the cancellation of
the aircraft from the United States Aircraft Register, shall be transmitted
to the same address.

The responsibility for sending these telegrams and any expense involved
lies with the exporter.

{4) An aircraft which is being exported to Indonesia other than
via flyaway, the following documents shall be delivered to the Director
General of Air Communications, Jalan Hayam Wuruk No. 2, Jakarta,
Indonesia.
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(i} Export Certificate of Airworthiness.

(ii) Letter certifying that the U.S. Registration of the
aircraft has been cancelled (Certificate of Deregistration).

SECTION 2 SPECIAL - REQUIREMENTS.,

The following identifies those special administrative requirements which
must be satisfied at the time of export for a particular product/aircraft
to be eligible for Indonesian Registration Certification and/or
Airworthiness validation.

The following documents and data should be delivered to the Director
General of Air Communications, Jakarta, Indonesia:

A, New Aircraft.

* (1) Statement of Build Standard. This statement to include the
aircraft specification, differences from previously accepted aircraft on
the Indonesian Register (as required by Indonesian Special Conditions) and
a list of Service Bulletins incorporated in production. The list of
Service Bulletin incorporation is to identify:

(i) Production versions of the Service Bulletins.
(ii) Service Bulletin Compliance.
(iii) Alert Service Bulletin Compliance.
(2) Modification Standard. This must include:
(i) Customer options incorporated.

(ii) Equipment incorporated, including items of equipment not
necessarily installed by the manufacturer.

{iii) Service Bulletin Compliance.
(iv) Alert Service Bulletin Compliance.

(3) Export Certificate of Airworthiness. Included with the
Certificate must be a clear statement of those Indonesian Special Condi-
tions which have been complied with, as well as a statement of those
Conditions which have not been complied with.

. {(4) Airworthiness Directives. A declaration of compliance with
all Airworthiness Directives issued by the FAA must be provided. Where
optional means of compliance are offered, the means chosen shall be
stated.
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* (5) A copy of the aircraft type certificate plus any applicable

supplemental type certificates.

52

(6) A list of defects to be rectified by the Indonesian Operator
at the time of issue of the Export C. of A., if any.

{7) Engine/airframe/propeller/APU log books.

* (8) MRB program, where applicable.

{(9) Time/life limitations.

* (10) Electrical load analyses.

* (11) Minimum eguipment list.

* (12) Wiring diagram.

(13) Weight schedule and weighing report.

(14) Manuals:

* (i)

* o (if)
*  (iii)
* (iv)
* (v)
¥ (vi)
*  (vii)
* (viii)
*  (ix)
* (x)
*  (x1)
*  (xii)
* (xiii)

Flight Manual
or
Maintenance Pilot Operating
Handbock
Operations

Weight and Balance, Loading
Procedures

Overhaul

Structural Repair

Component. Overhaul

Engine Maintenance and Overhaul
Standard practices

NDT

Structurally significant items
Maintenance Planning Guide

Parts Catalogue

Number Required
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* (15) One copy of the flight test report.
(16) Record of Compass System and Magnetic Compass Swings.
(17) Record of rigging checks.

(18) Detailed list of radio equipment constituting the radio
station. .

(19) Antenna performance patterns.

(20) List of Serial Numbers of significant oomponent parts,
including Serial Numbers, vhich are not listed in (14)(xiii).

NOTE: *-Required only with first aircraft of a particular type and
model exported to Indonesia.

B. Used Aircraft.

In addition to the information referred to above the following is
also required for used aircraft:

(1) 'The maintenance program to which these aircraft have pre~
viously been maintained including:

{i) Previous check cycle;
(ii) Future check cycle;

(ii1i) Compliance with Indonesian list of required Service
Bulletins.

(2) Component overhaul life summary, including details of service
life remaining and modification standards.

(3) Compliance with structural inspection program. This to
include details of any structural sampling program in which these aircraft
have been included, together with details of their position in this

program.
C. Aircraft Parts.

(1) Airworthiness Approval Tag (8130-3).
(2) Compliance with FAR 21 (Sub Part L).

D. Engine/Propellers.

(1) Export Certificate of Airworthiness (8130-4).
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(2) Compliance with FAR 21 (Subpart L). ‘
(3} Statement of Service Bulletins complied with.

E. Engine/Propeller Parts.

(1) Airworthiness Approval Tag (8130-3).

(2) Compliance with FAR 21 (Subpart L).
F. Appliances.

(1) Airworthiness Approval Tag (8130-3).
G. Ccomponents.

(1) Airworthiness Approval Tag (8130-3).

(2) Compliance with FAR 21 (Sub Part L).

(3) A statement of Service Bulletin compliance standard.
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REPUBLIC OF IRELAND - SPECIAL REQUIREMENTS

1. Aircraft and other Class I products to be eligible for certification by
the Department of Transport and Power should be covered by Export
Certificates of Airworthiness, as provided for in Part 21 of the United
States Federal Aviation Regulations.

2., Class II and III products will be exported in accordance with proce-
dures prescribed in Part 21 of the United States Federal Aviation
Regulations.

3. Export Certificates of Airworthiness and other related data should be
forwarded to the foreign purchaser, inasmuch as the Department of Transport
and Power requires that the applicant (the foreign purchaser) shall submit
to that Department such substantiating evidence as may be necessary to
establish airworthiness and eligibility for registration and certification
by that Department.

4. In addition to the foregoing, applicable parts of the following
special requirements prescribed by Ireland will be complied with when
exporting aircraft.

a. If the aircraft is the first s\%/ of a model exported to Ireland,
the following material will be furnished with the new aircraft.

(1) A copy of the Type Flight Test Report. Flight characteristics
of the aircraft shall be described in this report in a manner convenient
for calculating the performance of the aircraft over a reasonable range of
weights, altitudes, and atmospheric conditions. Performance figures
contained in, or furnished with, the Type Flight Test Report shall have
been corrected to standard atmospheric conditions, and a statement to this
effect shall be made a part of the report. Established operational
limitations, speeds, and approved loads shall be indicated.

(2) A copy of the manufacturer's production flight test report
applying to the aircraft in question including a copy of the flight
checkoff form utilized with respect to the testing of the aircraft.

(3) Three-view drawings of the major assemblies, installations,
and primary structure.

(4) A type record or stress analysis summary or equivalent
documentation showing, for all members of the primary structure, their
design load, dimensions, materials, strength and margins of safety, or
a copy of the static strength test reports when type approval was
granted on the basis of such tests.

1/ vhen in doubt as to whether an aircraft is the first of a model,
contact the air authority of the importing country.
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(5) A statement by an authorized representative of the manufac-
turer to the effect that all pertinent information, modification service
bulletins, and revisions to such bulletins will be automatically distribu-
ted to the Department of Transport and Power, Kildare Street, Dublin,
Ireland.

{6) One copy of a flight manual for each aircraft, and one ocopy
of the operating, maintenance {including maintenance schedule), overhaul
and repair manuals applicable to the aircraft, engine, propeller and
equipment installed on the aircraft.

{(7) A list of the necessary special tools and equipment
(including a tolerance chart) essential to the inspection and servicing of
the aircraft engines, propellers, and associated equipment.

{(8) A copy of information or instructions essential to the
assembly and rigging of the aircraft.

(9) A list of communications equipment installed, including model
capacity, frequency, operating instructions, etc.

b. 1In case an aircraft of the same model has been exported to, and
certificated in Ireland, the following documents or materials will be
furnished by the exporter or by the government of the country of origin:

{1) The export certificate will list the propeller serial
nunbers, as well as the engine serial numbers.

{(2) One copy of a flight manual for each aircraft; one ocopy of
operating, maintenance (including maintenance schedule}, overhaul and
repair manuals if not already provided for in a.(6).

(3) A list of communications equipment installed, including
model, capacity, frequency, operating instructions, etc.
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STATE OF ISRAEL - SPECIAL REQUIREMENTS
{New - July 23, 1978)

A. The special requirements described below are associated with those
requirements prescribed in the Exchange of Notes relating to the recipro-
cal validation of airworthiness certificates between the Government of the
United States and the Government of Israel, of 23 July 1968 (amended on 4
September 1974).

1. Aircraft and other Class I products are eligible for export to the
State of Israel if an Israel Type Certificate and Noise Type Certificate
(if applicable) have been issued for them and if they meet the export
requirements prescribed in Subpart L of Part 21 of the United States
Federal Aviation Regulations.

Aircraft must be eligible for certification in the "Standard" category.

For aircraft meeting the airworthiness requirements for "Restricted" cate-
gory airworthiness certification, a prior and specific approval of the
director of the Civil Aviation Administration must be obtained.

In addition, each Class I product when first exported to Israel, unless
otherwise specifically requested, must be accompanied by: -

(a) In the case of aircraft, the Export Certificate of
Airworthiness, which should include engine make and serial number and pro-
peller make and serial number, when applicable.

(b) A statement by the manufacturer to the effect that all perti-
nent information, service bulletins, and revisions to such bulletins, will
be automatically distributed to the Israel CAA, Airworthiness Dept., P.O.
Box 8, Ben Gurion Airport, Israel.

(c) Parts Catalog and a list of relevant recomuended spare parts
relating to the service requirements of the aircraft, aircraft engines,
propellers and major auxiliary equipment installed.

(d) One copy each of flight, maintenance and repair manuals
applying to the aircraft, aircraft engine, propeller and all other
equipment installed on the aircraft, if relevant.

{(e) A recommended Manufacturer's Maintenance Schedule.

(f) Any other information or documentation when specifically
requested.

2. An aircraft which is flight delivered to Israel bearing Israel

nationality and registration marks must carry the following documents
on the delivery flight: -
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(a) Israel Certificate of Registration. ‘

(b} Israel Certificate of Airworthiness or Delivery Flight
Authorization.

(c} Israel Aircraft Radio Station License.
(d) Approved Flight Manual or equivalent operating instructions.

(e} Such other documents as may be essential to the safe
operation of the aircraft.

3. Israel CAA Airworthiness Dept., P.O. Box 8, Ben Gurion Airport,
Israel, requests to be advised by Telex - No. 31103 - of the issuance of
any Export Certificate of Airworthiness in respect of any aircraft which is
to be exported to Israel via fly-away.

4. Class II and Class III products to be eligible for export to the
State of Israel must be in accordance with the applicable provisions of
Subpart L of FAR 21. Special conditions may be applied in specific cases,
whereupon notification to the manufacturer will be made.

5. Procedure is issuance of Israel Type Certificate for 0.S.A.
Manufactured Class I Products: -

tion Administration, Engineering & Manufacturing Branch, P.0O. Box 8, Ben
Gurion Airport, Israel, for the issuance of an Israel Type Certificate,
based on the FAA Type Certificate which he holds for the product. The
request should be transmitted to the Israel CAA through the FAA office
concerned.

(a) The manufacturer applies in writing to the Israel Civil Avia- ‘

(b} The request should be accompanied by a ghotocopy of the
FAA T.C. and the T.C. Data Sheet.

(c) When the complexity or special design features warrant, a
representative of the manufacturer may be requested to come to Israel to
acquaint the CAA personnel with the systems and structural design of the
airplane.

(d) The applicable regulations for the issuance of the Israel
Type Certificate will be those quoted in the FAA T.C. including the effec-
tive date, except that special conditions may be imposed in specific cases.

(e) If any special conditions will be required, these will be
notified to the manufacturer.

6. Noise Standards. For any U.S.A. type-certificated aircraft, the
same standards applicable to issuance of U.S. airworthiness certificate
will generally be applied in Israel for issuance of either type or
airworthiness certificate.
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REPUBLIC OF ITALY - SPECIAL REQUIREMENTS

1. In addition to the special requirements outlined below, all Class I,
II, and III products should be exported in accordance with the applicable
provisions of Part 21 of the United States Federal Aviation Regulations, in
order to be eligible for certification by the Government of Italy. Export
certificates of airworthiness and other related data should be forwarded to
the foreign purchaser, inasmuch as the air authority of the Government of
Italy (Registro Aercnautico Italiano)} requires that the applicant (the
foreign purchaser) shall submit to that Government such substantiating
evidence as may be necessary to establish airworthiness and eligibility for
registration and certification by that Government. In addition to the
foregoing, applicable parts of the following special requirements
prescribed by the Republic of Italy will be complied with when exporting
aircraft.

a. If the aircraft is the first 1/ of a model exported to Italy, the
following material shall be furnished with new aircraft:

(1) A copy of the type flight test report. Flight characteristics
of the aircraft shall be described in this report in a manner convenient
for calculating the performance of the aircraft over a reasonable range of
weights, altitudes, and atmospheric conditions. Performance figures
contained in, or furnished with, the type flight test report shall have
been corrected to standard atmospheric conditions and a statement to this
effect shall be made a part of the report. Established operational
limitations, speeds, and approved loads shall be indicated.

(2) A copy of the manufacturer's production flight test report
applying to the aircraft being operated, including a copy of the flight
checkoff form utilized when testing the aircraft.

(3} A type record or stress analysis summary showing, for all mem-
bers of the primary structure, their design loads, dimensions, materials,
strength, and margins of safety, or a copy of the static strength test
reports when type approval was granted on the basis of such tests. If the
aircraft has been approved for ditching in its country of origin,
appropriate substantiating data shall be submitted.

(4) A statement by an authorized representative of the manufac-
turer to the effect that all pertinent information, modification service
bulleting, and revisions to such bulletins will be automatically
distributed to the technical section of the air authority of the government
of the country of destination.

1/ When in doubt as to whether an aircraft is the first of a model,
contact the air authority of the importing oountry.
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(5) A catalog of spare parts relating to the aircraft, aircraft
engine(s), propeller(s), and major auxiliary equipment installed. ‘

(6) Three copies each of the operating, maintenance, overhaul,
and repair manuals applying to the aircraft, engine, propeller, or to
equipment installed on the aircraft.

(7) A list of the necessary special tools and equipment
(including a tolerance chart) essential to the inspection and servicing of
the aircraft, engines, propellers, and associated eguipment. This should
include inspection timetables, and appropriate charts and instructions
relating to the i1~+2"led system.

{8) Three copies of information or instructions essential to
the assembly and rigging of the aircraft.

{(9) A list (in triplicate) of communication and navigation
equipment installed by make and model, and operating instructions.

(a) In the case of an aircraft intended for IFR operation, a
statement should be furnished to the effect that the communication and
navigation equipment complies with TSO/FAA IC specifications.

{b} Manuals are needed for radio equirment exported to Italy
for the first time.

b. In case an aircraft of the same model previously has been exported
to and certificated in Italy, the following documents or material shall be ‘
furnished by the exporter or by the government of the ocountry of origin:

(1} A Certificate of Airworthiness for Export listing the
propeller serial numbers, as well as the engine serial numbers.

(2) Three copies each of operating, maintenance, overhaul, and
repair manuals or other related information, as provided for in 1l(a)($)
above,

{(3) A list of comunication and navigation equipment
installed by make and model, and operating instructions.

(a) In the case of an aircraft intended for IFR operation, a
statement should be furnished to the effect that the communication and
navigation equipment complies with TSO/FAA TC specifications.

(b) Manuals are needed for radio equipment exported to
Italy for the first time.
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2. All communication with the Government of Italy shall be directed to:-
Registro Aeronautico Italiano,

Via del Tritone 169
Rome, Italy
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JAPAN - SPECIAL REQUIREMENTS .
(Revised January 6, 1976)

1. Aircraft and other Class I products to be eligible for certification
by the Government of Japan should be covered by Export Certificates of
Airworthiness, as provided for in Part 21 of the United States Federal
Aviation Regulations. Class IT and III products will be exported in
accordance with procedures prescribed in the applicable provisions of
Part 21 of the United States Federal Aviation Regulations. Export
Certificates of Airworthiness and other related data should be forwarded
by the manufacturer or exported to the Airworthiness Division,
Engineering Department, Civil Aviation Bureau, Ministry of Transport, No.
3 Godo-Chosha, 2-1-3, Kasumigaseki, Chiyoda-ku, Tokyo, Japan. This does
not include data required to be carried in the aircraft in the case of
flyaway delivery.

2. In addition to the foregoing, the following materials should be
furnished with aircraft to be exported to Japan:

a. If the aircraft is the first 1/ of a model to be exported to
Japan, the following materials should be furnished with aircraft (this
should include aircraft, with supplemental type certificate and being the
first of a model exported to Japan):

(1) One copy of the current official aircraft, engine, and pro-
peller specifications and special conditions and/or exemptions included
in the certification basis.

{2) Engineering description of the aircraft including general
design philosophy and required illustrations.

(3) Aircraft, engines, and propellers certification compliance
table (checklist) based on the selected applicable requirements, and
indicating that these requirements are complied with,

(4) Master equipment list.

(5) Evidence of strength of primary structure as ascertained by
pPhysical tests and/or calculation including load analysis report on
airframe, and electrical load analysis report.

(6) One copy of documents regarding stress level substantiation,
low cycle fatigue endurance test, substantiation of maximum limits of
rotor speeds and exhaust gas temperature, icing test, ingestion test and
150-hour endurance test of engine. (For turbine engines only.)

1/ Wnhen in doubt as to whether an aircraft is the first of a model,
contact the air authority of the importing country.
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(7) Schematic drawings, descriptions, and failure analysis
reports on aircraft systems.

{8) One copy of the type flight test report and one copy of
production flight test report including procedures and tolerances.

(9) One copy of minutes of type certification board meetings.

(10) One copy of maintenance review board report and minimum
equipment list for aircraft type certificated in transport category.

(11) Three copies of parts catalog and operating, maintenance,
overhaul, repair manuals and service bulletins applying to the aircraft,
engines, propellers, and major equipment installed on aircraft.

(12) Three copies of approved flight manual and weight and
balance report applicable to the particular aircraft. The aircraft not
exceeding 6,000 pounds shall also be equipped with three copies each of
approved flight manual and weight balance report.

(13) Certified aircraft, engines, and propellers, logbooks, or
other equivalent historical records showing total time and time since
last overhaul.

(14) Record of all modifications accomplished prior to exporting,
mandatory as well as nonmandatory.

(15) If the aircraft is certificated in the restricted category,
the following materials shall be furnished with the aircraft in addition
to above (1) through (13).

(a) A statement by the Federal Aviation Administration,
describing the manner in which the aircraft has been modified from the
"standard category" configuration to make it suitable for "special

purpose” operation.

(b) A statement indicating part of the Federal Aviation
Regulations, the FAA Aircraft Specifications or Type Certificate Data
Sheet under which the aircraft would have been eligible for type certifi-
cation in the "standard category" except for those "special purpose”
modifications accomplished by the manufacturer and which are approved by
the Federal Aviation Administration.

(16) In case of a turbo~jet engine, three oopies of the report
for noise certification, which should oconsist of the following items:

(a) Certified maximum noise levels and their 90 percent
confidence limits in accordance with the paragraphs 2.2, 2.3, and 2.6,
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which became effective on August 2, 1971, or certified maximum noise .
levels and their 90 percent confidence limits in accordance with

applicable aircraft noise requirements of the U.S. Federal Aviation

Regulations.

NOTE: In the latter case, maximum noise levels and their 90
percent confidence limits measured and/or calculated in accordance with
the paragraphs 2.2, 2.3, and 2.6, Chapter 2, Part II, and Appendix I of
the ICAO, Amnex 16, first edition, which became effective on August 2,
1971, should also be attached.

{b) Description of noise measuring and analyzing procedures
including correction methods which should include the following items:

1 Measured and corrected sound pressure levels
presented in one-third octave band levels cbtained with equipment con-
forming to the standards described in Section 3, Appendix I of the ICAO,
Annex 16, first edition, (August 1971).

2 The type of equipment used for measurement and
analysis of all acoustic aeroplane performance and meterological data.

3 The following atmospheric environmental data,
measured immediately before, after, or during each test at the observa-
tion points prescribed in Section 2 of Appendix I of the ICAO, Annex 16,
first edition, (August 1971).

(i) Air temperature and relative humidity.
(ii) Maximum, minimum and average wind wvelocities.
(iii) Atmospheric pressure.

4 Comments on local topoqgraphy, ground cover, and
events that might interfere with sound recordings.

5 The following aeroplane information:

(i} Type, model, and serial numbers (if any) of
aeroplane and engines.

(ii) Gross dimensions of aeroplane and location of
engines.

(iii) Aeroplane gross weight for each test run.

(iv) Aeroplane configuration such as flap and
landing gear positions.

{v) Airspeed in knots.
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(vi) Engine performance in terms of net thrust, engine
pressure ratios, jet exhaust temperatures and fan or compressor shaft
rotational speeds as determined from aeroplane instruments and
manufacturer's data.

(vii) Aeroplane height above ground determined by a
method independent of cockpit instrumentation such as radar tracking,
theodolite triangulation, or photographic scaling techniques approved by
the certification authorities.

6 Aeroplane speed and position and engine performance
parameters recorded at an approved sampling rate sufficient to correct to
the noise certification reference conditions and synchronized with the
noise measurement.

7 Lateral position relative to the extended center
line of the runway, configuration, and gross weight.

8 Description of such noise measuring and analyzing
procedures including correction methods that differ from or are rot
specified in the ICAO, Annex 16, first edition (August 1971), if any.

9 Description and analysis of the sources of possible
errors which may exist in the final values of EPNL.

(c) Statement of any additional modification incorporated
for the purpose of compliance with the applicable noise certification
standards.

NOTE (1): The manufacturer or exporter will be advised by
the purchaser on the basis of information furnished to the purchaser by
the Civil Aviation Bureau of Japan when the aircraft is the first of a
type or model to be imported into Japan.

NOTE (2): All the applicable changes and future issues of
the above material should be automatically forwarded to the Airworthiness
Division, Engineering Department, Civil Aviation Bureau, Ministry of
Transport.

NOTE (3): The Civil Aviation Bureau of Japan may request
additional type design data other than the foregoing materials for the
issuance of Japan Airworthiness Certificate.

(d) In case aircraft of the same model has been exported

to, and certificated in Japan, the following materials should be fur-
nished with aircraft:
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(1) Two copies of parts catalog and operating maintenance, .

overhaul, and repair manuals applying to the aircraft, engines,

propellers, and major equipment installed on aircraft.

(2) Two copies of approved flight manual and weight and
balance report applicable to the particular aircraft. The aircraft not
exceeding 6,000 pounds shall also be equipped with two copies each of
approved flight manual and weight and balance report.

{3) Certified aircraft, engines, and propellers, logbooks,
or other equivalent historical records showing total operating time and
time since last overhaul.

(4) Record of all modifications accomplished prior to
exporting, mandatory as well as nonmandatory.

3. If the aircraft is to be exported via flyaway to Japan without a U.S.
nationality and marking, the manufacturer or exporter should display on
the aircraft Japanese nationality and registration and Japanese
certificate of airworthiness or ferry permit. Upon application of the
purchaser, Civil Aviation Bureau of Japan will issue nationality and
registration markings, certificate of registration and certificate of
airworthiness or ferry permit when the Japanese importer or the U.S.
exporter furnishes Civil Aviation Bureau of Japan the following
information:

a., Make and model of the aircraft.

b. Serial number of the aircraft.
¢. Purchaser's name and address.
d. U.S. exporter's name and address.

e. Document which certifies transfer of ownership of the aircraft
together with date of transfer.

f. Document which certifies airworthiness of the aircraft (Export
Certificate of Airworthiness, FAA Form 8130-4).

4. After the Civil Aviation Bureau of Japan receives the foregoing
application and information, the Japanese registration markings will be
sent as soon as possible to the place where the aircraft is located and
Japanese registration and airworthiness certificates or ferry permit will
be delivered to the applicant. The applicant will then forward these
certificates to the U.S. exporter for installation in the aircraft.

After this, the aircraft may be flown from the U.S. to Japan.

5. After the issuance of U.S. export certificate of airworthiness, only
the modification for ferry flights covered by Form 337 is acceptable.
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6. If a product which does not meet special requirements of Japan is
intended to be exported, Japanese statement waiving a certain requirement
applied and validating the export airworthiness certificate is required.
All exceptions covered by the statement will be listed in the export

airworthiness certificate.
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KOREA - SPECIAL REQUIREMENTS

{New - October 12, 1976)

l. To be eligible for certification by the Government of the Republic of
Korea, all Class I, II and III products should be issued export certifi-
cates of airworthiness or approvals in accordance with the provisions of
Subpart L of Part 21 of the Federal Aviation Regulations.

2. In addition to the foregoing, the following materials will be
furnished for aircraft to be exported to Korea.

A, New Aircraft.

{1) Statement of Build Standard.

This statement to include the aircraft specification and list of Service
Bulletins incorporated in production.

The 1list of Service Bulletin incorporation is to identify:
(i) Production versions of the Service Bulletins:
(ii) Service Bulletin compliance:
(iii) Alert Service Bulletin compliance.
(2) Modification Standard. This must include: ‘
(i) Customer options incorporated;

(ii) Equipment incorporated, including items of equipment not
necessarily installed by the manufacturer;

(1iii) Service Bulletin compliance;
(iv) Alert Service Bulletin compliance.

(3) Export Certificate of Airworthiness.

(4) Airworthiness Directives. A declaration of compliance with
all Airworthiness Directives issued by the FAA must be provided, where
optional means of compliance are offered, the means chosen shall be
stated.

"§" (5) A copy of the aircraft type certificate plus any applicable
supplemental type certificates.

(é) Engine/Airframe/APU log books.
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(7)

(8)

(9)

(10)

(11)

"§#" (12)
"#" (13)
(14)
(15)
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Seating configuration approval document, where appropriate.
(for "T" category)

MRB Program, where applicable.

Production aircraft test report.

Time/Life limitations.
Electrical load analyses.
Minimum equipment list.

Wiring diagram,

(for "1

Weight schedule and weighing report.

Manuals;

category)

Classification of Manuals

Number Reﬁglirred

.

Flight Manual
Maintenance

Operations {or pilot
operating Handbook)

Weight and Balance Loading
Procedures

Overhaul
Structural Repair
Component Overhaul

Engine Maintenance and
Overhaul

NDT

Structurally significant
items

Maintenance planning
guide

Parts catalogue

3
2

1

1
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Remarks ‘

"$" The required only with first aircraft of a particular type
and model exported to Korea.

%"  Normally the required with same model has been exported to,
and certified in Korea.

{16) Record of Compass Sytem and Magnetic Compass swings.
(17) Record of rigging checks.

(18) Detailed list of radio equipment constituting the radio
station.

(19) Antenna performance patterns.

(20) List of Serial Numbers of significant component parts,
including serial numbers, which are not listed in the parts catalogue.

B. Used Aircraft.

In addition to the information referred to above the following
is also required for used aircraft (for "T" category):

(1) The maintenance program to which these aircraft have
previously been maintained including: ‘

(i) Previous check cycle;
(ii) Future check cycle.

(2) Component overhaul life summary, including details of
service life remaining and modification standards.

(3) Compliance with structural inspection program. This to
include details of any structural sampling program in which these aircraft
have been included, together with details of their position in this
program.

C. Aircraft Parts.

(1) Airworthiness Approval Tag (8130-3);

{2) Compliance with FAR 21 (Subpart L).
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Engines/Propellers.

(1) Export Certificate of Airworthiness (8130-4);
(2) Compliance with FAR 21 (Subpart L);

(3) Statement of Service Bulletins complied with.,
Engine/Propeller Parts

(1) Airworthiness Approval Tag (8130-3);

(2) Compliance with FAR 21 (Subpart L).

Appliances.

(1) Airworthiness Approval Tag (8130-3).
Components.

(1) Airworthiness Approval Tag (8130-3);
(2) Compliance with FAR 21 (Subpart L);

(3) A statement of Service Bulletin ocompliance standard.
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REPUBLIC OF LEBANON - SPECIAI REQUIREMENTS .
{New - September 20, 1977)
l. Iebanese acceptance of U.S. aeronautical products.
a. Lebanon's policy is to accept, without modification, aircraft
which meet requirements of the competent authority in the country of

manufacture, All U.S. equipment meeting Federal Aviation Administration
(FAA) requirements are therefore acceptable.
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MALAYSIA, WEST - SPECIAL REQUIREMENTS

l. To be eligible for export to West Malaysia, an aircraft must meet the
requirements prescribed in Federal Aviation Regulations Part 21, Subpart
L.

2. The applicant for certification of the aircraft in West Malaysia must
provide the following documents to the Department of Civil Aviation, 3rd
Floor, 4th Block, Government Offices, Young Road, Kuala Lumpur, West
Malaysia:

a. For each aircraft:

(1) PFAA Export Certificate of Airworthiness.
(2) Weight and Balance Report.

(3) Equipment List.

(4) Modification statement and list of FAA Airworthiness
Directives complied with.

(5) Copy of Production Flight Test Report related to the specific
aircraft.

b. For each model aircraft, one copy of:

(1) FAA approved flight manual.

(2) Weight and Balance manual.

(3) Operating Manual.

(4) Maintenance Planning Data.

(5) Maintenance Manual (Airframe).

(6) Maintenance Manual (Engine).

(7) Overhaul Manual (Airframe).

(8) Overhaul Manual (Engine).

(9) Structural Repair Manual.

(10) Complete set of Service Bulletins (Airframe).

(11) Complete set of Service Bulletins (Engine).
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(12) FAA Aircraft Data Sheet.

(13) FAA Engine Data Sheet.

c. Amendment service for the above documents must be provided as
applicable.
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GOVERNMENT OF MOROCCO - SPECIAL REQUIREMENTS
{New - August 23, 1977)
1. Import of U.S. Manufactured Aircraft
a. The Government of Morocco accepts for import and registration,

without modification, U.S. aircraft manufactured to Federal Aviation
Administration (FAA) standards.
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KINGDOM OF THE NETHERLANDS - SPECIAL REQUIREMENTS ‘
(ISSUE 2)
(Revised August 28, 1978)

1. INTRODUCTION.

a. The special requirements associated with the agreement on the reci~
procal validation of export certificates of airworthiness of May 22, 1956,
based on the Exchange of Notes between the United States and the Kingdom of
the Netherlands of September 19 and November 14, 1955, are prescribed in
this document. These requirements are effective from the lst of July,
1967. Issue 2 is effective from the 1lst of July, 1969. The requirements
specified in this document apply only to aircraft exported to the
Netherlands, and not to those exported to Surinam.

2. GENERAL.

a. ‘The aircraft, in addition to the requirements prescribed in Part
21 of the United States Federal Aviation Regulations, must be eligible
for certification in the "standard" classification. This excludes
"restricted”, “"limited", and "experimental" aircraft, except on an
individual basis after referral to the Netherlands Department of Civil
Aviation, Rijks Luchtvaart Dienst (RID').

b. Aircraft with a certification basis older than March 5, 1952, and ‘
being of a type which had no Netherlands airworthiness approval during the

last six years, are excluded from import to the Netherlands, except on an

individual basis after referral to the RID.

¢. Without prejudice to the foregoing, aircraft types, the United
States Export Certificates of Airworthiness of which were validated
already by the RLD, may continue to be imported on a similar basis to that
agreed for previous aircraft of the identical type. An aircraft is con-
sidered of an identical type if the changes are none or only minor and do
not reduce previously accepted airworthiness standards. The types of
aircraft referred above are specified under paragraph 5.

d. For each used aircraft the RID will, after inspection of the air-
craft, establish, on the basis of their findings and on the basis of the
maintenance records of the aircraft, the phase in the RLD approved mainte-
nance schedule from which this schedule must be followed and the additional
maintenance to be performed for this phase of the maintenance schedule.

+) Address: Rijksluchtvaartdienst
Directae Luchtvaartinspectie
Postbus 7555
1117 2ZH Schipol Telephone No.: 020-5163260
The Netherlands
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3. DOCUMENTS AND DATA REQUIRED.

The application for the issue or validation of a certificate of airwor-
thiness shall be accompanied by the following documents and data:

a. For the first aircraft of a specific make and model being imported:

(1) The design and test data specified in Annex A.

NOTE: Annex A is available from the RID(1).

{(2) The certificate of airworthiness issued or renewed within a
period of 60 days immediately preceding the date of the application for
validation of that certificate or the issue of a new certification of
airworthiness.

(3) A statement specifying the applicable airworthiness require-
ments and indicating that these requirements were complied with.

(4) The manufacturer's specification and, if available, a type
specification issued by the contracting state, containing basic data
concerning performance, dimensions, weights, and required equipment.

(5) The weight and balance report, including equipment list,
showing all removable items of equipment that are included in the
enpty weight.

{6) The aircraft flight manual, approved by the contracting
state, issued in the English lanquage.

(7) The manufacturer's maintenance manual, containing at least
the following information:

{a) Engineering description of the aircraft.
{(b) Instructions for ground handling.

(c) Assembly and disassembly instructions for the various
aircraft parts and assemblies.

(d) Description of the powerplants, propellers, and the
various systems,

(e) Maintenance, repair and overhaul instructions and the
associated inspection items and schedule.

(8) Aircraft, engine, and propeller parts lists.
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(9) For used aircraft, the historical records, such as aircraft
and engine loghooks and records regarding maintenance, repairs,
modifications, mandatory service bulletins, and airworthiness directives.

b. For subsequent import aircraft, to the same make and model as
under l.a.

(1) The documents and data listed wnder a({2), a(4), a{5), a(6),
and a(9) unless documentation submitted previously is also applicable to
the individual concerned.

(2) A list of deviations from the first aircraft. If the appli-
cant is unable to provide such a list, additional data may be required to
enable the RID to determine the deviations.

4. TECHNICAL REQUIREMENTS.

a. Special conditions of a particular nature. The aircraft shall,
to the extent deemed essential by the RID, comply with such additional

requirements as may be specified in writing. These additional requirements

will be prescribed if the aircraft has special features or characteristics
the safety of which has not been guaranteed adequately by the existing
requirements.

b. 8pecial conditions of a general nature. The special conditions of
a general nature are listed in Annex B.

NOTE: Annex B is available from the RID (+).

C. Subsonic jet aircraft, other than aircraft which require a runway

with no stopway or clearway of length 600 m or less at maximum certificated

weights for airworthiness, which do not comply with Noise Standards at
least as severe as the provisions of Chapter 2, par. 2.2 throuwgh par. 2.6
of Annex 16, including the Amendments I and II, to the Convention on
International Civil Aviation first issue, dated August 1971, are excluded
from import to the Netherlands, except on an individual basis after
referral to the RLD.

d. Propeller-driven aircraft of maximum certificated take—-off weight

not exceeding 5700 kg, which do not comply with Noise Standards at least as

severe as the provisions of Chapter 3, par. 3.2 through par. 3.4 of Annex
16, including the Amendments I and II, to the Convention on International

Civil Aviation, first issue, dated August 1971, are excluded from import to

the Netherlands, except that aircraft:

(1) With a certification basis older than January 1, 1976, and
being of a type which had no Netherlands airworthiness approval before
January 1, 1978, are excluded from import to the Netherlands on or after
that date;
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(2) With a certification basis older than January 1, 1976, and
being of a type which had a Netherlands airworthiness approval before
January 1, 1978, are excluded from import to the Netherlands on or after
January 1, 1980, and except on an individual basis after referral to the

RID.
TABLE I
Manufacturer Model Manufacturer Model
E._ AGUSTA - BELL AB.206 A ERCOUPE 415-D
BEECH D18S FAIRCHILD 24R 46 A
23 GRIMMAN AGCAT G 164 A
65 PsW R 985-An-1
65-80 (450 hp)
65-90 Ham. Std. 6101-
95--A55 A-12
BELL 47G N.A.AVIATION AT-6
47G-2A-1
477 HUGHES 2698
47J-2A
LOCKHEED 1~188C
BOEING 707-355C L~1049G
CESSNA 150C L~1049H
150E MOONEY M-20A
150F PIPER J3C-65(L~47)
150G PA~18-125
172 PA-18A-135
172a PA-18-150
1728 PA~18A-150
172E PA-19
172F PA-22-108
172G PA-22-150
1828 PA-22-160
182F PA-23-160
Al88 PA-23-235
P206 PA-24-250
U206A PA-25-235
404 PA-28-140
PA-28-160
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Manufacturer Model Manufacturer Model

CONVAIR 640 PIPER PA-28-180

DOUGLAS DC-3C-51C-3G PA~-30
C54B-DC
DC-6 SIKORSKY 5-61 N

DC-éA S~62A
DC-6B

DC-7C STINSCN L-5B
DC-8-33

DC-8-53

DC-8-55

DC-8F-55

DC-8~-63

DC-9-15

DC-9-32

DC-9-33F
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NETHERLANDS ANTILLES - SPECIAL REQUIREMENTS

1. GENERAL. The special conditions associated with the Exchange of Notes
between the United States and the Kingdom of the Netherlands of

September 19 and November 4, 1955, relating to the reciprocal validation
of export certificates of airworthiness for aircraft are prescribed below.
These conditions apply only to export of aircraft to the Netherlands
Antilles.

a. 'The aircraft, in addition to the requirements prescribed in Part
21 of the United States Federal Aviation Regulations, must be eligible
for certification in the "standard" classification. This excludes
"restricted,” "limited," and "experimental® aircraft, except on an indivi=
dual basis after referral to the Department of Civil Aviation, Netherlands
Antilles (Department van Luchtvarrt Nederlandse Antillen (D.V.L. N.A.))
{See Note 6a).

b. Aircraft with a certification basis older than March 5, 1952, and
being of a type which had no Netherlands Antillean airworthiness approval
during the last six years, are excluded from import into the Netherlands
Antilles except on an individual basis after referral to the D.V.L. N.A.

c. Without prejudice to the foregoing, aircraft types, the United
States Export Certificates of Airworthiness of which were validated by the
D.V.L. N.A. prior to July 1, 1967, may continue to be imported on similar
basis to that agreed for previous aircraft of the identical type. Aan air-
craft is considered of an identical type if the changes are none or only
minor and do not reduce previously accepted airworthiness standards. The
types of aircraft referred above are as follows:

—

Manufacturer Model Manufacturer Model
AERO COMMANDER 100 CURTISS WRIGHT SUPER C-46
BEECH C-50 DORNIER DO 28A-1
D-50 B
65-A80 FOKKER F 27-500
CESSNA 150 H MCDONNELL DOUGLAS DC9-15
172 C MOONEY M20-5
172 8
172 1 DE HAVILLAND DHC~6
175 C PIPER PA 23~-160
182 E PA 28-180
182 M PA 22-150
J-3
CONVAIR 340

2. DOCUMENTS AND DATA REQUIRED. ‘The following documents and data shall
be submitted to the D.V.L. N.A.
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a. For all aircraft.

(1) Certificate of Airworthiness for Export issued not more than
60 days prior to the application for validation.

{2) FAA approved Airplane Flight Manual and weight and balance
report with equipment list.

(3) Certificated aircraft and engine logbooks, and when available
propeller iogbooks, or other equivalent historical records showing total
operating time.

(4) A certified statement regarding any flight or operational
limitations, exemption, or restrictions, which have been prescribed by the
FAA, because of design or structural characteristics or features incor-
porated which are not in conformity with data forming the basis for the
initial type certification of aircraft of this type.

(5) A certified statement regarding the modification status of
aircraft with respect to airworthiness directives or other changes
prescribed by the FAA subsequent to issuance of the original type specifi-
cation or type certificate for the aircraft. Major repair and alteration
form, FAA Form 337, or equivalent, if repairs and/or alterations have been
accomplished on the exported aircraft.

b. For aircraft being the first of a type exported to the Netherlands

Antilles (See Note 6C). In addition to the documents and data
mentioned in the preceding paragraph, the following documentation and data
shall in general be submitted: (The D.V.L. N.A. will inform on recquest
regarding such of the listed documents and data as may be required in each
specific area.)

(1) Manuals related to aircraft. The Maintenance Manual, Over-
haul Manual, Repalr Manual, Parts Catalog, and a copy of the customer's
specification for the aircraft, together with a specimen copy of the
approved Airplane Flight Manual. A copy of information or instructions
essential to the assembly and rigging of the aircraft.

(2) Manuals related to major parts. The approved Operating
Manual, Maintenance Manual, Overhaul Manual, and Repair Manual for each
type of engine, propeller, and major auxiliary equipment fitted to the
aircraft. A list of communications equipment installed, including model,
capacity, frequency, operating instructions, etc.

NOTE: If possible, the documents specified in (1) and (2) shall
be delivered well in advance of the intended delivery date of the
aircraft,

(3) Bulletins. A complete set of service publications including
bulletins issued by the manufacturers of the aircraft and by manufacturers
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of engines, propellers and other type certificated equipment installed
thereon, and a statement by an authorized representative of the aircraft
manufacturer to the effect that he will undertake to supply the D.V.L.
N.A. a copy of all new such bulletins,

(4) Design and test data. The design data and test data listed
in Annex A (see Note éb.).

3. TECHNICAL REQUIREMENTS.

a. 'The aircraft shall to the extent deemed essential by the D.V.L.
N.A, comply with such additional requirements as may be specified in
writing. These additional requirements will be determined having regard
to the differences between the relevant airworthiness oodes of the United
States and the Netherlands, and to any additional requirements as would be
prescribed for comparable aircraft in the Netherlands.

b. Unless otherwise stated the conditions listed in Annex B apply
(See Note 6hb.}.

4. USED AIRCRAFT. For each used aircraft the D.V.L. N.A., will after in-
spection of the aircraft establish on the basis of their findings and on
the basis of the maintenance records of the aircraft, the phase in the
D.V.L. N.A. approved maintenance schedule from which this schedule must be
followed and the additional maintenance to be performed for this phase of
the maintenance schedule.

5. FLYAWAY AIRCRAFT.

a. In the case of aircraft delivered via flyaway, the Export Certi-
ficate of Airworthiness, certified loghooks, FAA-approved Airplane Flight
Manuals, weight and balance report and equipment list and such other docu-
ments as may be essential to the safe operation of the aircraft shall
accompany the aircraft and be delivered to the D.V.L. N.A. on arrival in
the Netherlands Antilles.

b. If delivery of an aircraft is via flyaway the aircraft shall carry
certificates of airworthiness and registration and a letter of authority
to cover the use of radio, valid for the delivery flight, issued by the
D.V.L. N.A, All inquiries relating to the issuance of Netherlands
Antilles certificates of registration and certificates of airworthiness
should be addressed to the D.V.L. N.A.

6. NOTES.

a. The address of the Department of Civil Aviation:
Department van Luchtvaart
Dr. A. Plesman Luchthaven
Curacao, Nederlandse Antillen
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b. Annexes A and B are available form the D.V.L. N.A. ‘

¢. The D.V.L. N.A, will inform on request whether an aircraft is the
first of a type to be exported to the Netherlands antilles.
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DOMINION OF
NEW ZEALAND - SPECIAIL, REQUIREMENTS
(Revised January 6, 1976)
SECTION 1 ~ INTRODUCTION.

A. An Export Certificate of Airworthiness with pertinent data attached
will be required for each Class I product exported from the United States
to New Zealand. To be eligible for installation in New Zealand aircraft,
Class II and Class III products must be processed in accordance with the
applicable provisions of FAR 21 Subpart L.

B. Special requirements which must be satisfied befort the issue of a
U.S. Export Certificate of Airworthiness are identified in Section 2. The
Director of Civil Aviation (Attention: Airworthiness), Ministry of
Transport, Private Bag, Wellington, New Zealand.

C. Airworthiness certification procedures of New Zealand aircraft are
specified in the New Zealand Civil Airworthiness Requirements Volume I
Sections A and B. Application for a New Zealand Certificate of Airworthi-
ness is to be made not later than 28 days before the issue of the
certificate is desired.

D. Additional requirements which must be satisfied for the issue of a
New Zealand Certificate of Airworthiness, are specified in New Zealand
Civil Airworthiness Requirements Volume 1 Section C and Volume 2, It is
not necessary for these additional requirements to be ocomplied with before
export from the United States.

E. Aircraft which are certificated only in the United States
Restricted Category will not be eligible for registration or airworthiness
certification in New Zealand unless special conditions are met.

F., If the airworthiness standards which form the certification basis
for the aircraft pre-date the U.S. Civil Air Requlations, the aircraft may
be certified in the New Zealand Restricted Category and be ineligible for
air transport and aerial work operations.

G. Supply of data listed in Section 2 D through G may be required in
respect of STC alterations before a New Zealand Certificate of Airworthi~-
ness is issued.

H. Copies of MOT 2171 (see Section 2 F) are cobtainable from the New
Zealand Embassy, 19 Observatory Circle, N.W. Washington, D.C. 20008.
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SECTION 2 - SPECIAL REQUIREMENTS

The following identifies those special requirements which must be satis~
fied at the time of export for an aircraft to be eligible for New Zealand

airworthiness certification. The listed data must be supplied to the

Director of Civil Aviation:

A.

B.

C.

Section 1 G).

+ D.

Statement of Build, Modification and Equipment Standard.
include list of Service Bulletins incorporated in production or subse-
quently, alterations, customer options, and equipment incorporated
including items not necessarily installed by the manufacturer.

Engine/airframe log books.

To

Copies of any applicable supplemental type certificates (see

Three copies of all current service information for the aircraft,
its engine(s) and propeller{s), i.e., Service Bulletins, Service Letters

and equivalent documents.

+ E.

86

Two copies of each of the following manufacturer's manuals:

(1)

(2)
(3)
(4)
(3)
(6)
(7)
(8)
(9)
(10°
(11)
(12)
(13)

Flight manual (when required )

by the U.S. regqulations for )

the aircraft type); )
}

Operations (or owners) manual; }
)

Maintenance;

QOverhaul ;

Structural repair;
Parts;

Engine operation;
Engine maintenance;
Engine overhaul;
Engine parts;
Propeller maintenance;
Propeller overhaul;

Propeller parts.

In addition to any
required to be
supplied for each
aircraft under U.S.
airworthiness

regulations.
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+ F. A New Zealand Ministry of Transport form MOT 2171 completed by the
aircraft manufacturer. This constitutes an agreement to supply amendments
and reissues of the data required under items D and E above.

+ G, One copy of:

(1) Type Certificate Data Sheet;
(2) Basic loads report:

(3) Structural substantiation report;

(4) Structural fatigue substantiation (if regquired for U.S. type
certification);

(5) Type flight test report;

(6) Drawings of major assemblies, installations, and primary
structure;

(7) Electrical load analysis;
(8) Minimum equipment list.

+ Required only with first aircraft of a particular type and model
exported to New Zealand.
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REPUBLIC OF PAKISTAN - SPECIAL REQUIREMENTS ‘

1. Aircraft and other Class 1 products, to be eligible for registration
and airworthiness certification by the Government of Pakistan, should be
covered by Export Certificates of Airworthiness as provided in Part 21 of
the United States Pederal Aviation Regulations. Class II and Class III
products, to be eligible for approval and installation on certificated
civil aircraft of Pakistan registry, should be exported in accordance with
the applicable provision of Part 21 of the United States Federal Aviation
Regulations,

2. Export Certificates of Airworthiness and other related data, as pro-
vided for in Part 21, should be forwarded to the Director-General of Civil
Aviation, Karachi, Pakistan.

3. Upon application by the prospective purchaser (citizen of Pakistan),
the Department of Civil Aviation of the Government of Pakistan:

a. Will assign Pakistan registration letters,

b. Will issue a certificate of registration endorsed: "Valid only
until first landing at customs aerodrome in Pakistan."

c. Will issue a Pakistan short-term certificate of airworthiness.

NOTE: To preclude delay in initiating the delivery flight, the
temporary registration and airworthiness certificates referred to above

will be forwarded by the Department of Civil Aviation of Pakistan or by

the foreign purchaser direct to the exporter, or to the point from which

delivery of the aircraft is to be initiated.
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REPUBLIC OF PANAMA - SPECIAL REQUIREMENTS

1. GENERAL

a. In order to be eligible for certification by the Panama Government
the following documents and data shall be submitted to the Direccion de
Agronautica Civil.

(1) Class I aeronautical products must be covered by Export
Certificates of Airworthiness as provided for in Part 21 of the United
States Federal Aviation Regulations. OComplete aircraft, new or used, will
require the following documents:

(i) Export Certificate of Airworthiness - FAA Form 8130-4.

(ii) FAA-Approved Airplane Flight Manual and Weight and
Balance Report with Equipment List.

(iii) Aircraft and Powerplant(s) Log Books and when applicable
propeller Log Books with certified annual inspection (large aircraft will
require annual inspection certified by an FAA-approved repair station).

(iv) Major Repair and Alteration Form 337, if repairs and/or
alterations have been accomplished on the exported aircraft.

{v) A certified statement that all the airworthiness direc-
tives or changes prescribed by the FAA are up-to-date on the exported
aircraft..

(vi) A bill of sale notarized by a Panamanian Consul or by
one of a friendly nation.

(2) Class II and Class III products shall be exported in accord-

ance with the provisions prescribed in Part 21 of the United States
Federal Aviation Regulations.
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REPUBLIC OF THE PHILIPPINES - SPECIAL REQUIREMENTS

1. In order to be eligible for certification by the Philippine
Government, Class I, II and III products should be covered by export air-
worthiness approvals in accordance with the applicable provision of Part
21 of the United States Federal Aviation Regulations.

2. In addition to the data required to be furnished to the purchaser, an
aircraft, when a NEW aircraft is the first 1/ of a model to be exported to
the Philippines, the following data will be forwarded direct by the
exporter to the Administrator, Civil Aercnautics Administration, Manila,
Philippines:

a. One copy of the weight and balance report pertaining to the par-
ticular aircraft including a loading schedule or chart, if applicable, and
an equipment list.

b. One copy of the Approved Aircraft Flight Manual, if applicable, to
the particular type of aircraft.

c. One copy of the assembly and rigging instructions, if the aircraft
is to be assembled at the point of destination.

d. One copy of the pertinent maintenance manual and service
bulletins-

e. The Bxport Certificate of Airworthiness, FAA Form 8130-4.

1/ vwihen in doubt as to whether an aircraft is the first of a model,
contact the air authority of the importing country.
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REPUBLIC OF PORTUGAL - SPECIAL REQUIREMENTS
(New -~ April 1981)

GENERAL

1. Aircraft or any other Class I product, to be eligible for
registration and airworthiness certification by the Government of the
Republic of Portugal, must be eligible for certification in the United
States, and should be covered by Export Certificates of Airworthiness -~
FAA Form 8130.4 - in accordance with Part 21 of the United States
Federal Aviation Regulations and should comply with the applicable
special requirements contained in paragraphs 3., 4., and 5.

NOTE: Aircraft and other Class I products eligible for certifi-
cation in the U.S. "Restricted," "Limited," or “Experimental"
classification, may be exported to the Republic of Portugal only if a
prior and specific approval of the Director, Directorate-General of
Civil Aviation, is obtained.

2, Class II and Class III products, to be eligible for approval and
installation of certified civil aircraft of Portuguese registry, should
be exported in accordance with the applicable provisions of Part 21 of
the United States Federal Aviation Regulations. An Airworthiness
Approval Tag - FAA Form 8130-3 - is acceptable.

3. The Manufacturer of Supplier must hold or cbtain one or more of the
following documents, unless otherwise approved by the Republic of
Portugal, Directorate-General of Civil Aviation:

(a) A current valid Federal Aviation Administration, Production
Certificate (FAA-PC) for the product involved, as outlined in FAR Part
21, Subpart G;

(b) An FAA Approved Production Inspection System (FAA-APIS) letter,
as provided in FAR 21, Subpart F;

(c) An FAA replacement and modification Parts Manufacturer Approval
(FAA-PMA) letter issued by the FAA as per FAR 21, Subpart K. In this
case, parts, containers and invoices, will bear evidence of the
manufacturer's name, address, the part number, registered trademark,
when described in the FAA approval letter, and the symbol FAA-PMA;

{d} Technical Standard Order (TSO) letter of aknowledgement or
authorization issued by the FAA as per FAR Part 21, Subpart O.

4. Reconditioned, used or surplus parts must be accompanied by a
certificate signed by an appropriately rated FAA certified repair
station holding a currently valid certificate, as provided under Part
145 of the United States Federal Aviation Regulations.
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(a) The return to service maintenance records required by FAR Part
43 shall accompany the parts;

(b) The provisions of this paragraph 4. are not applicable to
standard parts (such as nuts and bolts) conforming to established
industry or government specifications, e.g. Standard Aircraft Equipment
(SAE), and Military Specifications (MIL. Spec.).

5. In all instances, suppliers must certify on the face of their
invoice, that the product involved was manufactured under one or more
of the preceeding procedures: i.e., FAA FC No. ; FAA-APIS letter
dated ; FAR-PMA letter dated ; TSO No. ; MIL. Spec. ;
other Government or Industry Specifications .

AIRCRAFT OF FIRST OR SAME MODEL

6. In addition to the foregoing, applicable parts of the following
requirements prescribed by the Republic of Portugal, Directorate-
General of Civil Aviation will be complied with when exporting
aircraft:

(a) If the aircraft is the first of a model exported to Portugal,
the following material shall be furnmished with the new aircraft:

(1) A copy of the type flight test report. Flight
characteristics of the aircraft shall be described in this report in a
manner convenient for calculating the performance of the aircraft over ‘
a reasonable range of weights, altitudes and atmospheric conditions.
Performance figures contained in, or furnished with the type flight
test report, must be corrected to standard atmospheric conditions and a
statement to this effect shall be made a part of the report.
Established operational limitations, speeds and approved loads shall be
indicated;

{2) A copy of the manufacturer's production flight test report
applying to the aircraft being operated, including a copy of the flight
check-off form utilized when testing the aircraft;

(3) A type record of stress analysis summary showing, for all
members of the primary structure, their design loads, dimensions,
materials, strength, and margins of safety, or a copy of the static
strength test reports when type approval was granted on the basis of
such tests. If the aircraft has been approved for ditching in its
country of origin, appropriate substantial data shall be submitted;

(4) A statement by an authorized representative of the
manufacturer to the effect that all pertinent information, modification
service bulletins and revisions and up-dates to such bulletins, will be
automatically distributed to the Directorate-General of Civil Aviation
of the Republic of Portugal;
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(5) Two copies of each of the approved flight manual and weight
and balance report applicable to the particular aircraft, including
aircraft not exceeding 6,000 lbs. M.T.0.W.

(6) One copy of each of the operating manual maintenance and
service manual overhaul, wiring diagrams and repair manuals, applying
to the aircraft, aircraft engines(s), propeller(s) and major auxiliary
equipment installed on the aircraft;

{7) One copy of spare parts relating to the aircraft, aircraft
engine(s), propeller(s) and major auxiliary equipment installed;

(8) One copy of maintenance planning data relating to the
aircraft;

(9) A list of the necessary special tools and eguipment
(including a tolerance chart) essential to the inspection and servicing
of the aircraft, engine(s), propeller(s) and associated equipment.
This should include ingpection timetables and appropriate charts and
instructions relating to the installed systems;

(10) One copy of information or instructions essential to the
assembly and rigging of the aircraft;

(11) A list of communication and navigation equipment installed,
by make and model, and operating instructions:

NOTES: 1) -~ FCC Grant Certification, FAA Certification of
Conformance (identifying) and Manuals are needed for radio equipment
exported to Portugal for the first time;

2) « In the case of an aircraft intended for
instrument flight rules {IFR) operation, a statement should be
furnished to the effect that the communication and navigation equipment
complies with TSO/FAA TC Specifications,

{12) One copy of the current official aircraft, engine and
propeller specifications and special conditions and/or exemptions
included in the certification basis.

(13) One copy of minimum equipment list (MEL) for aircraft type
certificated in Transport category;

(14) One copy of the record of all "mandatory" modifications
accompl ished prior to exporting, as well as "non-mandatory;"

{15) Certified aircraft, engine(s) and propeller(s) logbook or

other equivalent historical records showing total operating time and
time since overhaul:
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(16) A written undertaking shall be furnished by the
manufacturers of the aircraft, its engine(s) and propeller(s) to supply
as appropriate all amendments and reissues for the data specified in

paragraphs (a)(5) through (a)(10);

(17) Any other information or documentation when specifically
asked for.

{b) If an aircraft of the same model has previously been exported to
and certified in Portugal, the following documents or material shall be
furnished with the new aircraft:

(1) One copy of approved flight manual and weight and balance
report applicable to the particular aircraft, including aircraft not
exceeding 6,000 lbs, M.T.O.W.

(2) Certified aircraft, engine(s) and propeller(s) loghooks or
other equivalent historical records, showing total operating time and
time since overhaul;

{(3) Record of all modifications accomplished prior to
exporting, "mandatory" as well as "non-mandatory;"

(4) A list of communications and navigation equipment installed
by make and model, and operating instructions.

NOTES: 1) - PCC Grant of Certification, FAA Certification
of Conformance and Manuals are needed for radio equipment exported to
Portugal for the first time

2) - In the case of an aircraft intended for
instrument flight rules (IFR) operation, a statement should be
furnished to the effect that the communication and navigation equipment
compl ies with TSO/FAA TC Specifications.

(5) Any other information or documentation when specifically
asked for.

EXPORT - FLYAWAY AIRCRAFT

7. An aircraft being expoi:ted to Portugal via flyaway, without U.S.
nationality and registration marks, should display Portuguese
nationality and registration marks and should carry the following
documents on the delivery flight:

(a) Portuguese Certificate of Registration;

(b) Portuguese Certificate of Airworthiness;

(c) U.S. Certificate of Airworthiness for Export - FAA Form 8130-4;
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(d) FAA Approved Flight Manual;

{e) Portuguese Radio License or a letter of authority to cover the
use of radio, valid for the delivery flight, for the radio equipment
installed on the aircraft;

NOTES: 1) - (a) and (b) may be replaced by a Special Permit
for a delivery flight. The Government of Portugal, the Directorate-
General of Civil Aviation, requests to be advised by cable of the
issuance of a Certificate of Airworthiness for Export in respect to any
aircraft which is to be exported to Portugal via flyaway.

2) - It will be the responsibility of the Portuguese
purchaser to ensure that the identification marks are properly
displayed upon the aircraft prior to the departure from the exporter's
base and to ensure that the necessary flight documents are installed
and carried in the aircraft during the delivery flight.

NOTES
9. 'The address of the Directorate-~General of Civil Aviation of
Portugal is as follows:

PORTUGUESE QOVERNMENT
DIRECCAO-GERAL DA AVIACAO CIVIL
DIRECCAO DO MATERIAL AERONAUTICO

Dhia A o PATFIiAin & = Anrarvawda
AWUALE LS el Bde bV VS W ml-\.lkﬂ-ﬂ. L

1700 - LISBCA (Portugal)

CABLE ADDRESS: AEROCIVIL LISBOA

TELEX: 12120 AERCIV P

PHONES: 88 B1 51 - 88 81 52 - 88 81 53 - 89 66 7%

10. The manufacturer or exporter will be advised by purchaser on the
basis of information furnished to the purchase by the Directorate-
General of Civil Aviation of Portugal when an aircraft is the first of
a type or model to be imported into Portugal.

0
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RHODESIA - SPECIAL REQUIREMENTS .

1. Aircraft and other Class I products are eligible for export to
Rhodesia when, in addition to the export airworthiness approval require-
ments in Part 21 of the United States Federal Aviation Regulations, they
also comply with the requirements contained herein.

a. When the aircraft is exported
(1) direct to Rhodesia, or
(2) to Rhodesia after assembly in another state by the manufac-~
turers' agents or on behalf of the manufacturers' representative in that

state,

the Director of Civil Awviation, P.O. Box 8013, Causeway, Salisbury,
Rhodesia, shall be furnished with the following:

(i) An Export Certificate of Airworthiness, FAA Form 8130-4.

(ii) Properly certified aircraft, engine, and propeller
logbooks or equivalent historical records showing total time operated.

(iii)} A certified statement that all FAA mandatory directives
have been complied with.

(iv) A copy of the manufacturers' production flight test
report for the aircraft being exported and, in addition, where the air-
craft was assembled per paragraph a(2) above, all documentation for the
assembly and flight testing of the aircraft.

{v) One copy of the aircraft flight manual and a oopy of the
weight and balance report when such documents would be required for the
issuance of an airworthiness certificate in the standard classification
for an aircraft of United States registry.

b. If the aircraft is the first of a type to be exported to Rhodesia,
in addition to the requirements described in paragraph a, the following
shall be furnished with the new model aircraft:

(1) One copy of the Type Flight Test Report. The flight charac-
teristics of the aircraft shall be described in this report in a manner
convenient for calculating the performance of the aircraft over a reason-
able range of weights, altitudes, and atmospheric conditions. Performance
figures contained therein shall be oorrected to standard atmospheric
conditions.

(2} A spare parts catalog for the aircraft, aircraft engine(s),
propeller(s), and any other major auxiliary equipment installed.
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(3) Two copies of each cperating, maintenance, overhaul, and

repair manuals for the aircraft, aircraft engine, propeller, and egquipment
installed.

(4) A general arrangement drawing of the aircraft.
¢. Class II and Class III products, to be eligible for export to

Rhodesia, must be processed in accordance with the applicable provisions
in Part 21 of the Federal Aviation Requlations.

97




AC 21-2E
Appendix 2

KINGDOM OF SAUDI ARABIA - SPECIAL REQUIREMENTS
1. GENERAL

a. Ailrcraft and other Class I, II and III products to be eligible for
export to the Kingdom of Saudi Arabia, in addition to the requirements
prescribed in Part 21 of the U.S. FARs, must be eligible for airworthiness
certification in the “"standard" classification and comply with the
applicable special reguirements.

NOTE: Aircraft eligible for certification in the United States,
"restricted,” "limited,® or "experimental" classification, may be exported
to the Kingdom of Saudi Arabia only if a prior and specific approval of
the Director General of Civil Aviation is obtained.

b. 1In all instances, manufacturers or suppliers must certify on the
face of their invoice that the product involved was manufactured under one
or more of the preceding procedures: i.e., FAA PC No.; FAA - APIS letter
dated: FAA - PMA letter dated; TSO No.; MIL. Spec.; other government or
industry specifications.

2. AIRCRAFT OF FIRST OR SAME MODEL

a. In addition to the foregoing the following requirements prescribed
by the Kingdom of Saudi Arabia will be complied with when exporting
aircraft:

(1) 1If the aircraft is the first of a model exported to the

Kingdom of Saudi Arabia, the following material shall be furnished to the
DGCA, including revision service.

(a) Approved Flight Manual.

{b) Production Flight Test Report.

(c) Weight and Balance Report.

(d) Aircraft Operating Manual.

(e) Aircraft, Powerplant, Propeller and APU;

1 Maintenance Manual

Overhaul Manual

jro

3 Structural Repair Manual
4 Tool and Equipment Manual

(f) Alert and/or Highly Recommended Service Bulletins.
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(g) Maintenance/Inspection Program Planning Document/Data.

(h) Detailed listing of all Airworthiness Directives, method
and date of compliance if applicable.

(2) If an aircraft of the same model previously has been exported
to, and certificated in the Kingdom of Saudi Arabia, the following
documents or material shall be furnished by the exporter.

(a) Current Weight and Balance Report

(b) Flight Test Report

(¢) Detailed Listing of all Airworthiness Directives and
method and date of each compliance

(d) Any other information or documentation when specifically
asked for

3. EXPORT - FLYAWAY AIRCRAFT

a. An aircraft which is being exported to the Kingdom of Saudi Arabia
via flyaway should display Saudi Arabian naticnality and registration
marks and should carry the following documents on the delivery flight:

(1) Saudi Arabian Certificate of Registration;

(2) Saudi Arabian Certificate of Airworthiness or Delivery Flight
Authorization;

{(3) U.S. Certificate of Airworthiness for Export;

{(4) Approved Flight Manual;

(5) Such other documents as may be essential to the safe
operation of the aircraft.

b. The Saudi Arabian Director General of Civil Aviation requests to
be advised by telegram of the issuance of a Certificate of Airworthiness
for Export in respect of any aircraft which is to be exported to the
Kingdom of Saudi Arabia via flyaway.

NOTE: It will be the responsibility of the Saudi Arabian purchaser to
ensure that the identification markings are properly displayed upon the
aircraft prior to departure from the exporter's base and to ensure that
the necessary flight documents are installed and carried in the aircraft
during the delivery flight.

Mailing Address:

Directorate General of Civil Aviation
Flight Standards Service (Flight Safety), Yousif Qutub

Cable Address:

CIVILAIR
JEDDAH, SAUDI ARABIA

99



AC 21-2E
Appendix 2 5/18/81

REPUBLIC OF SINGAPORE - SPECIAL REQUIREMENTS "II'
(Revised November 3, 1978)

l. The following identifies those special administrative requirements
which must be satisfied at the time of export (in addition to any addi-
tional validation Requirements) for a particular product to be eligible
for a Singapore registration certification and/or airworthiness
validation:

a. New Aircraft.

* {1) Statement of Build Standard. This statement to include the
aircraft specification and a list of Service Bulletins incorporated in
production.

(2) Statement of Modification status (above 2730 kg). This must
include:

(i) Customer options incorporated;
(ii) Equipment incorporated;

(iii) Service Bulletin including Alert Service Bulletin
compl iance.

(3) FAA Export Certificate of Airworthiness. ‘

NOTE: It will be necessary for this to be supplied in advance of
the aircraft delivery date, so that the Singapore Certificate of Valida-
tion may be issued and accompany the aircraft during training flying and
delivery flight.

(4) Airworthiness Directives. A declaration of compliance with
all Airworthiness Directives issued by the FAA must be provided. wWhere
optional means of compliance are offered, the means chosen shall be
stated.

* (5) Type Certificate Technical Data Sheets or Specifications.
FAA Aircraft, Engine and Propeller Data Sheets including any supplemental
type specifications.

(6) Equipment List.

* (7) Wiring Diagram.

(8) weight schedule and weighing report.
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* (9)

* (10)
(11)
(12)

aircraft.

(13)
(14)

station.

(15)

Electrical load analyses.

MRB program, where applicable.

Time/Life limitations.

AC 21-2E
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Copy of Production Flight Test Report related to the specific

Record of Compass System and Magnetic compass swings.

Detailed list of radio equipment constituting the radio

Statement of compliance with mandatory equipment and radio

apparatus as specified in the schedules of the Singapore Air Navigation

Order.

(16)

*

*

*

*

*

(1)

(ii)

(iii)

(iv)

(v)

(vi)
(vii)

(viii)

(ix)

(x)

(xi)

(xii)

MANUALS

Flight Manual

Aircraft Maintenance
and Overhaul

Operations

Engine Maintenance
and Overhaul

Maintenance
Planning Guide

Structural Repair
Parts Catalog

Weight and Balance
Loading Procedures

Standard Practices

Propeller Maintenance
and Overhaul

Structurally
Significant Items

Complete set of
Service Bulletins
(Aircraft)

Number Required

1 (+1 for each aircraft)
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* (x1iii) Complete set of ‘
Service Bulletins
(Engines) 1

*  (xiv) Complete set of
Service Bulletins
{(Propellers) 1

NOTE: Amendment service for the above documents must be
provided as appl icable.

b. Used Aircraft.

In addition to the information referred to above the following is
also required for used aircraft:

(1) A complete history of the aircraft, engines, components and
equipment including:

(i} The number of landings and pressurization cycles where
the aircraft is subject to mandatory life limitations.

(ii) The maintenance program to which the aircraft have
previously been maintained.
(2) The flight time since new of any components of the aircraft,
engines or equipment which are subject to mandatory life limitations. ‘
(3) The flight time since new or overhaul, as appropriate of any

components of the aircraft, engines or equipment which are subject to an
approved overhaul period.

(4) Details of all changes of major structural components such as
wings, tailplanes, helicopter rotors or transmission components and
histories of the replacing components.

(5) Details of major structural repairs including the nature of
damage in each case.

* Required only with first aircraft of a particular type and
model exported to Singapore.

¢. Aircraft Parts.

(1) Airworthiness Approval Tag (8130-3);

(2) Compliance with FAR 21 (Subpart L).
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d. Engines/Propellers.

(1) Export Certificate of Airworthiness (8130-4);
(2) Compliance with FAR 21 (Subpart L};
(3) Statement of Service Bulletins complied with.

e. Engine/Propeller Parts.

(1) Airworthiness Approval Tag (8130-3);

(2) Compliance with FAR 21 (Subpart L).
f. Components.

(1) Airworthiness Approval Tag (8130-3);

(2) Compliance with FAR 21 (Subpart L);

(3) Statement of Service Bulletins complied with.
g. Appliances.

(1) Airworthiness Approval Tag (8130-3);

(2) FAA Certificate of Conformity.
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REPUBLIC OF SOUTH AFRICA -~ SPECTAL REQUIREMENTS .

1. An aircraft or any other Class I product, to be eligible for registra-
tion and airworthiness certification by the Government of the Republic of
South Africa, must be eligible for certification in the United States
standard or restricted category and should be covered by an Export
Certificate of Airworthiness, FAA Form 8130-4, in accordance with Part 21
of the United States Federal Aviation Regulations. Class II and Class III
products, to be eligible for approval and installation on certificated
civil aircraft of South African registry, should be exported in accordance
with the applicable provisions of Part 21 of the United States Federal
Aviation Regqulations.

2. When the aircraft is the first of the type or model to be imported
into South Africa, the importer will advise the exporter of this fact and
the exporter is to supply the Secretary for Transport, Department of
Transport, Private Bag 193, Pretoria, Republic of South Africa, with the
information and data material as shown below:

(a) A set of maintenance, overhaul, parts, repair and operations
manuals issued by the manufacturers of the aircraft, its engine(s), pro-
peller(s), and installed equipment and containing such information as is
necessary to assemble, maintain, overhaul, vepair and operate the
aircraft, its engine(s), propeller(s), and installed equipment.

modification bulletins, issued in respect of the aircraft, its engine(s),
propeller(s), and installed equipment and written confirmation from the
manufacturer of the aircraft that, as and when they are issued, he will
supply the Secretary for Transport with copies of amendments to and new
issues or revisions of the publications referred to in this and the
preceding subparagraphs

(b) A set of all current service bulletins, service letters and ‘

(¢) A three-view general arrangement drawing of the aircraft.

(d) A type certificate data sheet or eguivalent document;

(e) The approved flight manual or an equivalent document; and

(£) A copy of the manufacturer's production flight test report for
the aircraft being exported.

3. The exporter must supply the following documents in respect of every
aircraft for which a South African Certificate of Airworthiness is
desired;

{(a) A certified statement issued by the manufacturer, indicating that
all mandatory modifications and special inspections have been conplied
with;

(b} A copy of the aircraft weight and balance report and equipment
list showing the weights and arms of the main components and installed
equipment; and

(¢} An approved flight manual or equivalent document.
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KINGDOM OF SWEDEN - SPECIAL REQUIREMENTS
(New — June 5, 1978)

1. INTRODUCTION

REQUIREMENTS TO BE APPLIED AS APPLICABLE FOR EXPORT OF AERONAUTICAL
PRODUCTS FROM THE U.S.A. TO SWEDEN. In accordance with bilateral agree-
ment between the United States of America and Sweden on reciprocal
acceptance of airworthiness certification, the following Special
Requirements are applicable to aeronautical products exported from the
United States of America to Sweden, Where in the following reference is
made to Swedish Civil Air Regulations, BCL, those are in applicable cases
to be presented to the FAA by the exporter.

2. GENERAL

a. The Swedish requlations for import of new or used aircraft to
Sweden are as follows:

(1) A Certificate of Airworthiness for Export shall be obtained
from the aviation authority of the state of export.

(2) The Certificate of Airworthiness for Export must not be
older than 60 days from date of issuance.

{3) Swedish interim Certificate of Registration and Swedish tem~
porary Certificate of Airworthiness are needed if the aircraft is not on
foreign register and in all cases where the aircraft type has not
previously been accepted on the Swedish register.

(4) Acceptable alternatives for aircraft on foreign register,
provided the particular aircraft type has been accepted on Swedish
register.

{(a) As applicable, a Major Repair and Alteration FAA Form
337 issued by an FAA-approved repair station shall be shown at the time of
application for a Swedish Certificate of Airworthiness in Sweden.

(b) An airworthiness inspection is required by Swedish CAA.

(c) Before application for Swedish Certificate of
Airworthiness, the aircraft shall pass a Swedish repair station for
carrying out at least a 100-hour inspection and airworthiness inspection
by Swedish Caa,

(5) 1In both cases of (4)(a) and (4)}(c}, the aircraft is flown to

Sweden on its foreign documents, it is the responsibility of the applicant
to make sure that the aircraft is type accepted in Sweden.
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3. AIRCRAFT. At the import of aircraft the following documents shall be
presented. ‘

a. Type Documents, aircraft not previously on Swedish register.
(NOTE: The importer has to inform the FAA if this is the case or not)
(1) Type Certificate and Type Certificate Data Sheet and cor-
responding documents in accordance with par. 5.a. below for engine and

propeller unless this material is already in civil use in Sweden.

(2) Type Certificate and Type Specification, if any, issued for
alternative equipment and approved alterations.

(3) List of manufacturer's reports on which type certification
is based.

(4) Sumary of strength data, stating performed static tests and
fatigue tests and alsc safety margins for primary parts of the structure.

(5) Summary of flight type tests reports.

{6) Documentation, verifying that the special additional Swedish
Regulations stated in BCL~M 2.1 are complied with.

(7) Flight Manual and possible supplements hereto, approved by
the FAA,

(NOTE: Concerning requirements for approved Flight Manual and
such manual in the Swedish language, see BCL-M 1.5 (in Swedish).)

(8) Instruction Manual {Operating Manual, Owner's Manual, etc) -
other than Flight Manual -~ for aircraft, engine, and propeller, issued by
the manufacturer.

{9) Maintenance Manual or equivalent document issued by the
manufacturer, or in the case of used aircraft, issued by the previous user
and approved by the FAA.

(10) Declaration regarding information service, i.e., a statement
made by the manufacturer of the aircraft that he undertakes to provide the
Board, without charge, with

(a) Information in the form of service bulletins or equiva-
lent concerning alterations or other actions recommended by the
manufacturer for continued airworthiness of the aircraft,

(b) Amendments to documents referred to in para's 3.a.(7)
and 3.a.{(9).
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(11) Noise data in accordance with ICAO Annex 16 or FAR 36 (in
certain cases Annex 16 data may be requested even if FAR 36 data are made
available).

b. Documents, aircraft previously on Swedish register (See note to
para. 3.a.)}.

(1) Type documents are to be submitted to the Board only if the
Board finds additional documentation necessary.

(NOTE: Additional documentation concerning a certain type of
aircraft will often be necessary due to modifications in later models of
the type and corresponding changes in manuals as required in para's
3.a.{7), 3.a.(8), 3.a.(9) and 3.a.(1l).)

¢. Individual documents as specified below concerning imported
aircraft shall be submitted for examination to the Board as part of base
for issuance of Certificate of Airworthiness.,

(1) Export Certificate of Airworthiness, issued by the FAA.

(2) The year of manufacture of the aircraft shall be stated in
the Export Certificate of Airworthiness, or documents shall be submitted
from which the year of manufacture of the ai;:craft clearly appears.

(3) If an Export Certificate of Airworthiness is the base for a
Ferry Flight Permit in accordance with para. c.(4) below it must be issued
within 60 days prior to the completion of the ferry flight.

(4) If an Export Certificate of Airworthiness was not issued for
the aircraft in question the Board may - if other requirements for docu-
mentation according to these regulations are satisfied -~ accept, after
special consideration, other valid Certificate of Airworthiness than
Export Certificate of Airworthiness.

(NOTE: In this case the following alternatives for aircraft on
foreign register are applicable, provided the aircraft type has been
previously accepted on Swedish register.)

(a) A major repair and alterations form, FAA 337, issued by
an FAA approved repair station shall be shown at the time of application
for a Swedish Certificate of Airworthiness in Sweden. Airworthiness
inspection will be performed by the Swedish Board of Civil Aviation.

(b) Before application for Swedish Certificate of
Airworthiness the aircraft shall pass a Swedish repair station for
carrying out at least a 100-hour inspection. Airworthiness inspection
will be performed by the Swedish Board of Civil Aviation.
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Sweden on its foreign documents. It rests with the applicant to make sure

{(c) In both cases {a) and {b) the aircraft is flown to
that the aircraft is type accepted in Sweden. ‘

(5) Documents concerning determination of weight and center of
gravity, including list of basic equipment, weighing record with calcula-
tion of basic empty weight and, when applicable, loading schedule for the
aircraft,

{6) Report on flight test with aircraft after production or
preparation for delivery according to decision by the Board in each
particular case.

(7) Statement of technical state of the aircraft at the time of
export including engine(s), propeller(s), and other equipment of the
aircraft. The statement shall include as applicable:

{(a) Alterations carried out in accordance with AD notes,
also major alterations introduced for other reasons and major repairs
performed.

(b) The latest basic overhaul performed, or other extensive
procedures of the type of overhaul.

(c) Time since latest major periodical maintenance
procedure, total run if basic overhaul was not performed, and time since
basic overhaul if performed, and - if possible -~ total run., ‘

(NOTE: For aircraft that has been maintained in compliance
with a specially approved maintenance system item (c¢) above implies a
requirement for information of where the aircraft and its components are
situated time-wise in the time schedule of the system at the time of
acceptance examination.)

(d) Longest runs permitted (safe life) that have been
prescribed to apply in the aircraft and the total runs of the components
concerned.

{(e) Measures taken for the preservation of the aircraft in
storage and transport.

(8) Specification of the equipment of the aircraft for
communication and navigation, etc.

d. Ferry Flight
(1) Documents to be available for a ferry flight include:

(a) Export Certificate of Airworthiness.
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(b) Temporary Nationality and Registration Certificate in
accordance with BCL~M 1.2.

(c) Authorization for ferry flight, stating oonditions.

{d) Journey log book, unless other acceptable log document
is already available.

{(NOTE: Items (b) and (¢) and in some cases also (d) are
issued by the Board).

(2) In addition to the documents indicated in para. 4.(1) the
following documents shall be carried on board at the ferry flight.

(a) Flight Manual as stated in para. 3.a.(7), valid for the
individual aircratt.

{b) The Manufacturer's Instruction Manual as stated in
para. 3.a.{8).

(c) Weight and balance documents.

(d) Documents ooncerning extra equipment installed, as
stated in para. d.(3) below.

(NOTE: When flight for special purpose, e.g. training,
within the U.S.A. has been permitted in the authorization for ferry flight
a special permit issued by the FAA may be required for such flight.)

(3) When an aircraft has been provided with special equipment for
ferry flight from the place of delivery to a place in Sweden (such as
extra fuel tanks), a statement regarding the approval of the installation
shall be available and, in addition, appropriate instructions for handling
the equipment. The installation of the mentioned equipment shall comply
with the FAA requirements.

(4) The last maintenance inspection or corresponding procedures
performed before the ferry flight shall, when appropriate, be performed by
the manufacturer or by an FAA approved repair station, or by a maintenance
engineer duly licensed by the FAA.

(5) When the Ferry Flight Permit includes permission for flight
training the responsibility for the maintenance shall be defined.,

(6) At ferry flight the aircraft shall be marked with the
assigned nationality and registration marks.
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4. EXPORT - FLYAWAY AIRCRAFT

a. In addition to the requirements prescribed in Part 21 of the
United States Federal Aviation Regulations, an aircraft, to be eligible
for export to Sweden via flyaway, must be issued a Swedish interim
Certificate of Registration and a Swedish temporary Certificate of
Airworthiness.

b. These certificates will be carried in the aircraft during the
delivery, flight from the United States exporter's base to Sweden. In
such cases, however, the following is required:

(1) Title to the aircraft shall have been transferred to the
Swedish purchaser.

(2) Swedish registration and nationality markings shall be
properly displayed on the aircraft.

(3) An Export Certificate of Airworthiness, FAA Form 8130-4,
shall be issued to cover the aircraft ooncerned.

€. The above Swedish certificates will be issued by the Swedish Royal
Board of Civil Aviation, Civilair, Sweden, to the Swedish purchaser for
forwarding to the flight crew who is making the delivery flight.

5. ENGINE AND PROPELLER (not installed in aircraft). At the import of
aircraft engine and propeller the foliowing documents shall be submitted:

a. Type Documents, Engine and Propeller not previously type accepted
in Sweden.

(1) Type Certificate and Type Certificate Data Sheet, issued by
the FAA, or other equivalent documents.

{2) Instruction Manual (Operation Manual, Owner's Manual, etc).

(3} Maintenance Manual or equivalent document issued by the
manufacturer.

(4) Declaration regarding information service, i.e., a statement
issued by the manufacturer of engine or propeller to the effect that he
undertakes to provide the Board, without charge, with information in the
form of service bulletins or equivalent concerning alterations or other
actions recommended by the manufacturer for continued airworthiness of
the product, and alsc amendments to the Maintenance Manual as indicated in
para's 5.a.(2) and 5.a.(3).
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b. Documents, Engines and Propellers previocusly type accepted in
Sweden (See note to 3.a).

(1) Type documents are to be submitted to the Board only if the
Board finds additional documentation necessary.

¢. Individual Documents. For separately imported aircraft, engine or
propeller the following individual documents shall follow the product as
base for documentation in connection with installation of the product in
an aircraft.

(1) Export Certificate of Airworthiness or other document
according to the FAA regulations, equivalent to such certificate. The
certificate shell contain information sufficient for the identification of
the product.

(2) Statement in accordance with FAA regulations of the technical
state of the engine or propeller in question at the time of import. The
statements shall in appropriate parts comply with the requirements of
para. c.7.

6. AERONAUTICAL PRODUCTS NOT COVERED BY PARA'S 3 AND 4

In the case of separate export of components and parts of aircraft -
other than aircraft engines and propellers - intended for aircraft which
is entered on the Swedish register and alternative or special equipment
intended for such aircraft which is not normally included in the type
approval of aircraft, regulations to be applied are those contained in
FAR, Part 21, Subpart L.
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CONFEDERATION OF SWITZERLAND - SPECIAL REQUIREMENTS

1. In addition to the special requirements outlined below, all Class I
II, and III products should be exported in accordance with the applicable
provisions of Part 21 of the United States Federal Aviation Regulations,
in order to be eligible for certification by the Government of
Switzerland. Export Certificates of Airworthiness and other related data
should be forwarded to the foreign purchaser, inasmuch as the air
authority of the Government of Switzerland requires that the applicant

5/18/81

(the foreign purchaser) shall submit to that government such substantiating

evidence as may be necessary to establish airworthiness and eligibility
for registration and certification by that government.

‘2. In addition to the foregoing, applicable parts of the following
special requirements prescribed by Switzerland will be ocomplied with when
exporting aircraft:

a. If the aircraft is the first 1/ of a model exported to
Switzerland, the following material shall be furnished with new aircraft:

{1) A copy of the type flight test report. Flight characteris-
tics of the aircraft shall be described in this report in a manner
convenient for calculating the performance of the aircraft over a reason-
able range of weights, altitudes, and atmospheric conditicons, and a
statement to this effect shall be made a part of the report. FEstablished
operational limitations, speeds, and approved loads shall be indicated.

(2) A copy of the manufacturer's production flight test report
applving to the aircraft concerned, including a copy of the flight check-
off form utilized with respect to the testing of the aircraft.

(3) Three-view drawings of the major assemblies, installations,
and primary structure.

(4) A type record or stress analysis sumary showing, for all mem-

bers of the primary structure, their design loads, dimensions, materials,
strength, and margins of safety, or a copy of the static strength test
reports when type approval was granted on the basis of such tests.

{5) A certified copy of the complete drawing list {quoting latest
issue numbers issued by the manufacturer).

{6) A statement by an authorized representative of the manufac-
turer to the effect that all pertinent information, modification service

bulletins will be automatically distributed to the technical section of the

air authority of the government of the oountry of destination.

__W' When in doubt as to whether an aircraft is the first of a model,
contact the air authority of the importing country.
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(7) A catalog of spare parts relating to the aircraft, aircraft
engine(s), propeller(s), and major auxiliary equipment installed.

(8) Three copies each of operating, maintenance, owerhaul, and
repair manuals applying to the aircraft, engme, propeller, or to
equipment installed on the aircraft.

(9) A list of the necessary special tools and equipment
(including a tolerance chart) essential to the inspection and servicing of
the aircraft, engines, propellers, and associated equipment. This should
include inspection timetables, a chart of the lubricating system, and
appropriate instructions relating to the fuel systems.

(10) Three copies of information or instructions essential to the
assembly and rigging of the aircraft. ‘

(11) A list (in triplicate) of communications equipment installed,
including model, capacity, frequency, operating instructions, etc.

b. In case an aircraft of the same model previously has been exported
to and certificated in Switzerland, the following documents or material
shall be furnished by the exporter or by the government of the country of
origin,

(1) The Export Certificate of Airworthiness shall list the
propeller serial numbers, as well as the engine serial numbers.

(2) Three copies each of operating, maintenance, overhaul, and
repair manuals or other related information, as provided for in 2a(8).

3. A list of communications equipment installed, including model,
capacity, frequency, operating instructions, etc.
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SYRIAN ARAB REPUBLIC ~ SPECIAL REQUIREMENTS ‘
{New - August 23, 1977)
1. Syrian requirements for U.S. civil air equipment.
a. There are no Syrian government requirements for modifications on

U.S. manufactured aircraft into Syria. Syrian government agencies are
only importers and users of aircraft.
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TAIWAN - SPECIAL REQUIREMENTS

SECTICN I - INTRODUCTION. This section briefly describes administrative
procedures for airworthiness acceptance of aeronautical products for import
from the United States of America. Since Taiwan and the United States of
America have no bilateral agreement for the reciprocal acceptance of
aeronautical products, Taiwan reserves the right to either accept or deny
importation of aeronautical products. To simplify the acceptance of all
aeronautical products; the United States of MAmerica, Federal Aviation
Regulations applicable to exporting aeronautical products will be acceptable
and will be complied with by the exporter.

Procedures to be followed:

1. All aeronautical products (Class I, II, and III) exported from the
United States must have airworthiness approval for export in accordance with
Federal Aviation Regulation Part 21 and other applicable Federal Aviation
Reqgulations.

2. All aeronautical products located outside the United States may be
eligible for export, however, must have airworthiness approval for export in
accordance with PFederal Aviation Regulation Part 21.

(1) All Class II and III aercnautical products located outside the
United States must have additional substantiation that the products are new
and/or newly overhauled.

3. Each Class I product to be exported to Taiwan must conform to the
applicable airworthiness standards in force at the time of export and in
accordance with applicable FAA regulations. Class I products must have
valid Export Certificate of Airworthiness.

(i) Acceptable Class I products for export are those listed in the
aircraft, engine and propeller type certificate data sheets and
specifications issued by the FAA.

(ii) Class I products that are in production.

4, Class I products which will not be acceptable for export are those
products which are no longer in production. In addition Class I products
certificated under the following classifications will not be eligible for
export:

(i) Restricted,

(ii) Limiteqd,
(iii) Experimental, and

(iv) Provisional (including Class II products).
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5. All Class I products exported in unassembled condition shall have
sufficient instructions which describes working procedures, methods of

rigging alignment, ground testing, inspection methods and other pertinent

data for the assembly in Taiwan. The Export Certificate of Airworthiness

will be invalid if all data to properly assemble the aircraft is not

forwarded with the product.

6. Historical records such as aircraft, engine and propeller LOG BOOKs
must identify the product and must be complete. Other historical records to
substantiate airworthiness will be acceptable with the product, provided
that the records keeping procedures are FAA approved. Example would be a
computer readout of used air carrier type aircraft being exported to
Taiwan with computerized records.

(i) Documents should identify heavy maintenance, periodic
inspections, repairs, overhaul, modifications . . . etc.

{ii) Must identify all airworthiness directives complied with, and
in addition must identify those airworthiness directives that are of
repetitive nature.

(iii) All airworthiness directives must have been complied with,
prior to issuance of Export Certificate of Airworthiness.

{iv) Certain airworthiness directives may be applicable to the Class
I product being exported. HBowever the airworthiness directives may not
necessarily be complied with because of aircraft time remaining or calendar ‘
time remaining. Compliance of such airworthiness directive(s) should be
coordinated between FAA and Taiwan Civil Aeronautical Administration to
determine if product is eligible for export under those conditions.

(v) All modifications and/or alterations performed on any export
product must have been performed in accordance with FAA approved technical
DATA and in accordance with FAA approved repair sources. All pertinent DATA
must be submitted to Taiwan with the Export Certificate of Airworthiness
unless otherwise instructed. Such DATA may include FAA Form 337's approved
drawings, Supplemental Type Certificate with relevant documents.

SECTION II - SPECIAL REQUIREMENTS. The following is the special adminis-
trative requirements which must be satisfied for exporting Class I, II, and
III products for ultimate registration and airworthiness certification by
Taiwan.

A, AIRCRAFT. When exporting an aircraft to Taiwan, the following documents
must be provided and addressed to the Director of Flight Standards Division,
Civil Aeronautics Administration, Taipei International Airport, Taipei,
Taiwan.
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1. The following documents and/or certification statements for each new
or used aircraft exported to Taiwan.

(1) "The original Export Certificate of Airworthiness, FAA Form
8130-4, within 90 days or 100 hours time in service whichever is first since
the date of issuance.

(2} A photocopy of cancelled U.S. Standard Airworthiness
Certificate, FAA Form 8100-2.

{3) A statement certifying service bulletins compliance, means of
compliance and listing applicable to the aircraft being exported.

(4) A listing of all airworthiness directives complied with, means
of compliance, such as modifications, rework, inspections, repairs, and
other means of identification.

(5) A listing of all airworthiness directives of repetitive nature,
time/cycles/landings/calendar information.

(6) A statement of any previous modification, major repair and/or
alteration performed, with FAA approved documents certifying airworthiness.

(7) For customer requested modifications and/or alterations, FAA
approved technical data and conformity statement certifying airworthiness
must be submitted with the Export Certificate of Airworthiness.

(8) A copy of weight and balance report and loading schedule.
Weight and balance report must be current.

(9) A statement that the aircraft was satisfactorily test flown
prior to delivery, and all discrepancies found during test flight were
corrected.

-2, 2Additional documents shall be furnished for first of its kind
(type/model} to be exported regardless of aircraft being new or used.

(1) A copy of FAA Type Certificate Data Sheet or FAA Aircraft
Specifications.

(2} A copy of FAA Supplemental Type Certificate.
{(3) Manuals:

(1) A copy of flight manual.

(2) A copy of operations manual.

(3) A copy of maintenance manual.

(4) A copy of structural repair manual.
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(5) A copy of overhaul and/or components overhaul manual ‘
(6) A copy of weight and balance manual.

(7) A copy of non-destructive inspection manual.

(8) A copy of overhaul/repair standard practices handbook.

(9) A copy of maintenance planning data/guide/handbook.

(10) One complete set of service bulletins or the
equivaltent.

(11) A copy of parts catalog.
{12) Documents of engine and propeller:

(a) A copy of FAA Type Certificate Data Sheets or
FAA Specifications.

(b) A copy of FAA Supplemental Type Certificate.

(c) A copy of maintenance manual.

(d) A copy of heavy maintenance manual.

{e) A copy of overhaul manual. ‘

(f} A copy of overhaul/repair standard practices
{including NDI).

(g) A copy of maintenance planning handbook.
(h) A copy of parts catalog.

(1) One complete set of service bulletins or the
equivalent.

(13) The amendment services for above documents listed in
Item 2.(3), (1) throuwgh (11), and (12), (c) through (i).

3. Additional documents required for used aircraft will include:

(1) A copy of previous operator's FAA approved maintenance
program.

(2) A copy of maintenance reliability program(s) approved by

FAA for previous operator's fleet which included the exported aircraft,
including:
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(a) Previous and future check cycles of system/
components.

(b) Analysis and calculating methods for monitoring the
maintenance program.

(¢) Performance standards of the monitored system/components

(3) Summary of life time control items, including details of
service life remaining, time since new, time since last overhaul/heavy
maintenance.

(4) Compliance with structural sampling schedule and location/
position, and description of the details of sampling procedures and
practices.

B. Engine/Propeller

1. Export Certificate of Alrworthiness, FAA Form 8130-4,
2. Compliance with FAR Part 21, Subpart L.

3. Statement of service bulletins and airworthiness directives
complied with.

C. Aircraft/Engine/Propeller Parts and Components

1. Alrworthiness Approval Tag, FAA Form 8130-3,
2. Compliance with FAR Part 21, Subpart L.

3. Statement of service bulletins and airworthiness directives
complied with,

D. Radio/APU/Appliances and other Class Il and III Products

1. Airworthiness Approval Tag, FAA Form 8130-3.
2. Compliance with FAR Part 21, Subpart L.

3. Statement of service bulleting and airworthiness directives
complied with.
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REPUBLIC OF TUNISIA - SPECIAL REQUIREMENTS .
(New - August 17, 1977)
1. Import of U.S. Manufactured Aircraft.
a. The Republic of Tunisia accepts for import and registration,

with modification, U.S. aircraft manufactured to Federal Aviation
Administration (FAA) standards.
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UNITED KINGDOM- SPECIAL REQUIREMENTS
(Revised - April 1981)

SECTION 1 - INTRODUCTION

A new bilateral agreement between the United Kingdom (U.K.) and the United
States (U.S.)} came into effect by the Exchange of Notes in December 1972
and superseded the Exchange of Notes of 1934 relating to the reciprocal
acceptance of aercnautical products. The manner in which this agreement
will be implemented is described below.

A. 2Administration and Procedures.

(1) The procedures which must be followed to ocbtain U.K. certifi-
cation are dealt with in the current issue of Section A of British Civil
Airworthiness Requirements (BCAR) which also prescribes the documents
which must be supplied for prototype and series aircraft.

(2) An Export Certificate of Airworthiness (or agreed alterna-
tive) with pertinent data attached will be required in connection with any
Class I product and engine modules exported from the U.S. to the U.K.
Class II and Class III products to be eligible for installation on
certificated civil aircraft registered in the U.K. must be processed in
accordance with the applicable provisions of Part 21 of the United States
Federal Aviation Regulations.

(3) where the issue of an Export Certificate of Airworthiness is
relevant, it shall be accompanied by a document (e.g., aircraft logbook),
furnished by the applicant, which contains entries identifying those
applicable FAA Airworthiness Directives (AD) and UK-CAA Additional
Directives (CAA-AD) with which compliance has been achieved. This
document shall also identify those AD's and CAA-AD's containing repetitive
compliance requirements (e.g., inspection requirements for a particular
canponent at 50-hour intervals) and when next compliance is due to be
satisfied. All AD's and CAA-AD's must have been complied with prior to
the issuance of the U.S. Export Certificate of Airworthiness unless
otherwise waived by the UK-CAA.

(4) The applicant for a U.S. Bxport Certificate of Airworthiness
is also responsible for satisfying all other U.K. Special Requirements
(identified in Section 2 of this Appendix), as appropriate, for the
particular product being exported to the U.K. and all applicable require-
ments of FAR 21, Subpart L, before the U.S. Export Certificate of
Airworthiness can be issued.

(5) British documents providing information on the procedures and

requirements for U.K. acceptance of U.S, products are on file in each FAA
Regional Office and are available for review by the exporter.
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B. Acceptance of Aircraft. ‘

(1) In accordance with paragraph 4 of the U.K./U.S. bilateral
agreement, the U.K. will require to become conversant with the design of
all fixed-wing aircraft in excess of 2,730 kg (6,000 lbs.) weight intended
for use in the U.K. Transport Category, the design of all aircraft
exceeding 5,700 kg (12,500 1lbs.) regardless of the intended certification
category, and all rotorcraft offered for U.K. certification. Additionally,
in accordance with the policy declared in CAA Airworthiness Notice No. 15,
the CAA may recquire to evaluate certain aircraft of less than 5700 kg.
weight which have unusual design features., The CAA may then issue Special
Conditions to ocover certain features which would otherwise not meet the
standards which are implicit in BCAR and the U.K. Air Navigation Order.

(2) Once the U.K. standard for certification has been determined
and, where necessary, U.K. Special Conditions have been published, the
U.K. will, in accordance with paragraph 9(h)(ii) of the U.K./U.S.
bilateral agreement, accept aircraft and rotorcraft to this standard
and U.K. Special Conditions, as applicable, together with the applicable
ADs and U.K. equivalent retrospective requirements, while they continue in
production. Modifications to the aircraft may also be made, provided the
requirements used as the basis of U.K. certification are complied with, or-
alternatively, that the CAA agree that the modifications are acceptable.

(3) For aircraft which are no longer in production, the CAA
reserves the right to modify the basis of U.K. certification, or to refuse
certification in accordance with paragraph 9(h)(iii) of the U.X./U.S. ‘
bilateral agreement. Where U.K. certification of such aircraft is sought,
reference should be made to the Civil Aviation Authority who will advise
the position pertaining at that time.

C. Acceptance of Engine, Auxiliary Power Units and Propellers.

{1) In accordance with paragraph 4 of the U.K./U.S. bilateral
agreement a preliminary investigation may be required to establish the
standard offered for U.K. certification and, where necessary, any Special
Conditions the CAA may wish to apply. In the case of turbine engines for
aeroplanes, the Special Condition requirements will be limited to those
arising from unorthodox design features in accordance with the U.K./U.S.
reciprocal acceptance agreement.

(2) Wwhen compliance with the U.K. standard for certification has
been established, the U.K. will accept engines (including engine modules),
auxiliary power units, and propellers and parts therefore to the defined
standard while they continue to be in production subject only to compli-
ance with subsequent applicable ADs and U.K. equivalent retrospective
requirements. Modifications will also be accepted subject to compliance
with the U.K. certification basis.
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(3) For engines, awxiliary power units, and propellers vhich are
no longer in production, the CAA reserves the right, in accordance with
paragraph 9(h)(iii) of the U.K./U.S. bilateral agreement, to modify the
basis of acceptance or to refuse certification.

D. Acceptance of Appliances and Components.

(1) Radio

The procedures which must be followed to cbtain U.K. acceptance

of radio equipment are dealt with in the current issue of Section A, Chapter
A3-4, of the BCAR.

(2) Appliances (other than Radio)

Those appliances (other than radio) as so defined in Section 3
must be registered to obtain U.K. acceptance. The procedures which must be
followed to obtain acceptance of such appliances are dealt with in Section
A, Chapter A3-3, of BCAR. An acceptable method of complying with these
procedures is contained in Section 3.

{3) C__o_lmnents

Components which are produced in the U.S. for export and used
on products which are or may be certificated or approved in the U.K. will be
accepted by the CAA provided:

(i) They are properly designated, and

(ii) The FAA or its designee certifies that the components con-
form to the applicable design data and meet the applicable test and quality
control requirements which have been notified by the CAA to the FAA,

NOTE: These provisions apply to those components which are
produced by a manufacturer in the U.S. pursuant to an agreement between the
manufacturer and the product manufacturer in the U.K.

E. Restricted Category Aircraft.

(1) PApplications for U.K, certification of aircraft certificated in
the U.S. in a restricted category will be considered on an individual basis.

(2) The applicant for export certification must furnish to the CAA,
information describing how the aircraft differs from the type certification
basis for a standard certificate - if standard certification of the type
design has been made. The applicant shall provide evidence of compliance
with this requirement, to the FAA or its designee, at the time of issue of
the export certificate. If the applicant does not have some form of
approval under the FAR, the FAA will verify the ocorrectness of this
information and will so notify CAA by the appropriate means.
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(3) On the basis of this evidence, the CAA will decide whether it
is necessary to seek further information from the FAA and which, if any,

of the procedures described in paragraphs (1) and (2) above shall be
invoked.
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SECTION 2 - SPECIAL REQUIREMENTS

The following identifies those special administrative requirements which
must be satisfied at the time of export (in addition to any U.K. Special
Conditions) for a particular product to be eligible for U.K. registration,
certification and/or airworthiness validation.

A, All Aircraft.

* (1) Statement of Build Standard. This statement to include the
aircraft specification, changes in design (as required by U.K. Special
Conditions) and a list of Service Bulletins incorporated in production.
The list of Service Bulletin incorporation is to identify:

(i) Production versions of the Service Bulletins;
(ii) Service Bulletin compliance;
(iii) Alert Service Bulletin compliance.

(2) Modification Standard. This must include:

(i) Customer options incorporated;

(ii) Equipment incorporated, including items of equipment not
necessarily installed by the manufacturer;

(iii} Service Bulletin compliance;
(iv) Alert Service Bulletin oompliance.

(3) Export Certificate of Airworthiness.

The U.S. export Certificate of Airworthiness must list the
status of compliance with U.K. Special Conditions including, by issue and
date, those which have been complied with and those which have not.
Accordingly, the following information should be noted on the U.S. Export
Certificates of Airworthiness when issued for any aircraft to which the
U.K. Special Conditions are applicable:

(i) The date and issue number of the U.K. Special Condition which
has been complied with.

(ii) The list of Special Condition numbers which have been
complied with,

(iii) The list of Special Condition numbers which have not been
complied with.
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(NOTE: Non-compliance with any U.K. Special Condition would not
require a waiver from the U.K. nor preclude the issusnce of a U.S. Export
Certificate of Airworthiness since the U.K. is primarily concerned with
the status of compliance).

(4) Airworthiness Directives. A declaration of compliance with
gll AD's issued by the FAA must be provided. Where optional means of
compliance are offered, the means chosen ghall be stated. There shall
also be a declaration of compliance with CAA Additional Directives
(available at FAA Regional Offices).

* (5) A copy of the aircraft type certificate plus any applicable
supplemental type certificates (STC). The SIC's will be subject to CAA
evaluation if not previously investigated.

(6) A list of defects to be rectified by the U.K. operator at
the time of issue of the Export Certificate of Airworthiness, if any.

(7) Engine/Airframe/Mmxiliary Power Unit logbooks.
%% (8) Seating configuration approval document, where appropriate.
%ick (9) Maintenance Review Board program, vhere applicable.
(10) Time/Life limitations.
* (11) Electrical load analyses.
* (12) Minimm equipment list.
* (13) Wiring Diagram.
(14) Weight schedule and weighing report.
{(15) Manuals:

Number Required
* (1) Flight Manual or Pilot Operating 5 (+l for each

Handbook aircraft)
* (ii) Maintenance 2
* (iii) Operations 2
* (iv) Weight and Balance Loading
Procedures 1
* W) Overhaul 2
* (vi) Structural repair 2
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* (vii) Component overhaul 2
* (viii) Engine maintenance and overhaul 2
* (ix) Standard practices 2
* (x) Nondestructive testing 2
* (xi) Structurally significant items 1
*  (xii) Maintenance planning guide 1

* (xiii) Parts Catalog 2

{16) Record of Compass System and Magnetic Compass Swings.
(17) Record of rigging checks.

(18) Detailed list of radio equipment constituting the radio
station.

{19) Antenna performance patterns, when available.

(20) List of Serial Numbers of significant component parts,
including serial numbers, which are not listed in (15), (xiii).

B. Used Aircraft. In addition to the information referred to in
Section 2, paragraph A, the following is also required for used aircraft:

** (1) The maintenance program to which these aircraft have
previously been maintained including:

(i) Previous check cycle;
(ii) Future check cycle.

*% (2) Component overhaul life summary, including details of service
life remaining and modification standards.

** (3) Compliance with structural inspection program. This to
include details of any structural sampling program in which these aircraft
have been included, together with details of their position in this
program.

NOTES:

* Required only with first aircraft of a particular type and
model exported to U.K.
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**  Normally only required for aircraft over 2,730 kg (6,019 1lbs.) .
in Transport Category.

*** PBoth of the foregoing apply.

C. Aircraft Parts

(1) Airworthiness Approval Tag (FAA Form 8130-3).
(2) Compliance with FAR 21 {Subpart L).
D. Engines/Propellers.

(1) EBExport Certificate of Airworthiness (FAA Form 8130-4);
{2) Compliance with FAR 21 (Subpart L);
(3) Statement of Service Bulletins complied with.

E. Engine/Propeller Parts.

(1) Airworthiness Approval Tag (FAA Form 8130-3);

(2) Compliance with FAR 21 (Subpart L).

F. Appliances (other than radios).
(1) Airworthiness Approval Tag (FAA Form 8130-3). The registra- ‘
tion number assigned by the U.K. as evidence of design approval must be
quoted on the tag;
(2) Compliance with FAR 21 (Subpart L).
G. Components.
(1) Conformity Certification Tag (FAA Form 8130-3);
(2) Compliance with FAR 21 (Subpart L);
(3) A statement of Service Bulletin compliance standard.
H. Radios.

(1) Airworthiness Approval Tag (FAA Form 8130-3) with CAA
approval number quoted (ref. Section A, Chapter A3-4, British CAR's);

(2) Compliance with FAR 21 (Subpart L).
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SECTION 3 - U,K. PROCEDURES FOR ACCEPTANCE OF APPLIANCES (OTHER THAN RADIO)

A. GENERAL

(1) The CAA will accept that an appliance has those
characteristics vouched for on an FAA Airworthiness Approval Tag which has
a CAA registration number quoted. For the purpose of this procedure, an
appliance means any instrument, egquipment, mechanism, apparatus, or
accessory used or intended to be used in operating an aircraft in flight,
which is installed in, intended to be installed in, or attached to the
aircraft, but is not part of an airframe, engine, or propeller, and
includes replacement and modification parts therefor.

* (2) The procedures given in paragraph B below are acceptable in
relation to those appliances for which CAA approval is required and which
meet either of the following alternatives:

(i) The appliance has been accepted by the FAA as complying
with the Minimum Performance Standards of the applicable Technical
Standard Order (TSO) as published in FAR 21, Subpart O and FAR 21,305(b); or,

(ii) 1In lieu of approval under a Technical Standard Order, the
appliance has heen accepted by the FAA as meeting the applicable FAR's and
the terms of the applicant's specifications.

{(3) In the case of an appliance which does not require specific
approval by the CAA, but approval is implied by certification of the air-
craft in which the appliance is installed, sufficient information shall be
supplied to the user.

* NOTE: Specific CAA approval is required for those appliances
which require approval under the Air Navigation Order or appliances on
which airworthiness depends but for which the aircraft constructor does
not undertake full responsibility.

B. APPLIANCE REGISTRATION PROCEDURE, The following procedures are
based upon a system of registration of the design with the CAA. The CAA
will expect to recover from the applicant all costs involved in the
acceptance of the appliance, including fees, subsistence, and traveling.

(1) The applicant for U.K. appliance registration must submit the
following documents for each appliance offered for registration:

(i) CAA Form AD,.70 (Attachment Enclosure 4) or letter
request ing registration addressed to CAA, Redhill, with a copy to the
appropriate FAA Regional Office.

(ii) A supporting letter from the FAA to the CAA on the lines

of Attachment (ref. example letter, Enclosure 3). This letter should be
requested of the FAA office which issued the U.S. TSO Authorization.

129




AC 21-2E 5/18/81
Appendix 2

AC 21-2E .

Appendix 2

(iii) A statement of the appropriate Sections of FAR 21,
Subpart O and FAR 21.305(b) with which the appliance complies; or, in
cases mot covered by FAR 21, Subpart O and FAR 21.305(b), a copy of the
specification with which the appliance complies.,

(iv) A general arrangement drawing and such descriptive
information as will define the appliance sufficiently for the CAA to Le
able to determine any U.K. additional requirements defined in paragraph
B.(2). (Note: This may include physical examination of the appliance).

{(v) A Declaration of Design and Performance, as required by
BCAR Chapter A3. {(ref. Enclosure 1).

(vi) Type test evidence showing conformance with FAR 21,
Subpart O and FAR 21.305(b), or the specification with which the gppliance
complies when requested by the CAA.

(vii) A ocopy of each Maintenance, Overhaul, and Repair

Manual and a copy of Service Bulletins and the Installation Manual where
appropriate. Revision service must be provided.

(viii) A statement of conformance (ref. Enclosure 2} signed
by the applicant.

(ix) A copy of the FAA letter of design approval for the
particular appliance.

(2) Hotification of U.K. Additional Regquirements

(i) After examination of the documentation required by
paragraph B.(1), the CAA will determine whether any U.K. additional
requirement should be complied with in order to obtain CAA registration.

(ii) Such U.K. additional requirements will be kept to a
minimum and will be those found necessary to:

(a) Provide a level of safety equivalent to that
provided for by U.K. requirements and practice and as are necessary to
comply with the Air Navigation Order.

{(b) Cover features mot otherwise covered by existing

requirements and practices. (NOTE: This includes such matters as details
of instrument presentation).
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(iii) In order to determine U.K. additional requirements,
the CAR may ask for such failure analyses as are necessary to determine an
equivalent level of safety.

(iv) In the event that U.K. additional requirements are
deemed appropriate, the applicant and the FAA will be so advised. The
applicant must then submit an amended Statement of Conformance
additionally certifying that the prescribed U.K. additional requirements
have been met. This statement must be accompanied by a letter from the
FAA which certifies that FAA design approval for the particular appliance,
including the prescribed U.K. additional requirements, has been granted.

(3) Registration

(i) Upon CAA acceptance of the documentation required by
paragraph B.{(l), and also when applicable, their receipt of satisfactory
additional statements as required by paragraph-B.(2)(d), the appliance
will be registered by the CAA as being approved for use within the limita-
tions of the Declaration of Design and Performance (DDP). The registra-
tion will only apply to the applicant, at his address at the time of
registration.

(ii) The applicant will normally deal directly with the CaA
throughout the registration process. The CAA will provide FAA with ocopies
of correspondence relating to only U.K. additional requirements which they
may impose and to the final acceptance of the items.

(4) Acceptance of Individual Appliances. Individual appliances
of a type registered In accordance with this procedure will be accepted by
the CAA on the basis of an Airworthiness Approval Tag (FAA Form 8130-3)
issued by the FAA, The FAA certification may be made on behalf of the FAA
by the applicant, if this authority has been delegated to the applicant by
the FAA, and the FAA assumes full responsibility for the certification.
The registration number issued by the CAA shall be quoted on the
Airworthiness Approval Tag.
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Enclosure 1 - (see Examples 1 and 2)

DECLARATION OF DESIGN AND PERFORMANCE

(1) A standard form of Declaration of Design and Performance is given in
British Standard 2G.100: Part 1, entitled "Declarations, Identifications
and Construction," and this will require to be adapted according to the
nature of the equipment. The declaration shall contain the following
information:

(i) Particulars identifying the eguipment and its design standard
and including reference to the specification(s) to which it is designed.

(ii) The rated performance of the equipment, either directly or by
reference to other supplementary documents where necessary.

(iii) The degree of compliance with the requirements stating the
issue number of the section concerned.

(iv} Reference to relevant test reports.

(v) Any limiting conditions applying to its use. This shall include
limitations implicit in the design (e.g., working and ultimate pressure
or loads, rating working and maximum voltage and current accuracy of
instruments), declarations required by the governing specifications and
the ability of the equipment to work under various ambient conditions ‘
(e.g., acceleration, vibration, temperature, altitude and humidity).

NOTE: For example, an item of electrical equipment may require the
following information: 3

(a) Voltage range.

(b} Freguency range.

(¢} Time rating and duty cycle.

(d) Altitude and temperature range appropriate to rating.

(e) Climatic test classification and waterproofness grade as
defined in BS.2G.100,

{f) Vibration grading, acceleration class and grade, explosion-
proofness category, fire resistance classification, compass safe
distance, and whether radio-interference free.

{g) Minimum life or overhaul period in hours or cycles of
operations.
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(h) Restrictions in mounting attitude.

(1) Fluid resistance.
(3) Any departures from the governing specifications.

(2) The Declaration shall bear the following statement made and signed by
the chief designer or his designated representative:

"I hereby certify that the information contained in this Declaration

of Design and Performance is accurate. . .+ « ¢« ¢ ¢ ¢« ¢ « « « o« Limited
cannot accept responsibility for the satisfactory operation of eguipment

used ocutside the oconditions given above without their agreement."

133




AC 21-2E 5/18/81

Appendix 2 ‘

EXAMPLE 1 of ENCLOSURE 1 - AVIONIC TYPE EQUIPMENT

NME mD ADDRESS D.D.P. N[MBER- L - L L - - L -
OF MANUFACTURER REVISTON NO. « & ¢ & + &«
CAA APPLIANCE REGISTRATION REFe « o « « &«
(WILL BE ISSUED BY CAA)
DECLARATION OF DESIGN AND PERFORMANCE
OF

NAME OF EQUIPMENT
DESCRIPTION

Weight

Overall Dimensions

Design Specification Number ‘
Drawing Schedule Number

Production Test Specification Number

Modification Standard

Wiring Diagram Number

Installation Drawing Number

Service and Instruction
Manual Reference

Approval Test Reports Ref. Nos.

Any Certificate of Declaration
Bearing on this Approval
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EXAMPLE 1 of ENCLOSURE 1 cont'd

LIMITING CCWDITIONS OF USE:

Voltage Range: Power Requirements:
Frequency Range:

Ambient Temperature Range:
Climatic Grading:

Altitude Rating:

Vibration Grade:

Acceleration Grade:

Radiated R.F. Interference:
Magnetic Effect:
Flameproofness:

Compass Safe Distance:
Endurance:/Overhaul Period:
Mount ing Attitude:

Departures from Specification:
Special Limitations:

Intended Use:

I hereby certify that . . « « ¢« ¢ « ¢« &+ & &

AC 21-2E
Appendix 2

135




AC 21-2E
Appendix 2

5/1&/81

EXAMPLE 2 of ENCLOSURE 1 - PASSENGER SAFETY TYPE EQUIPMENT

NAME AND ADDRESS D.D.P. NBMBER. « « « « + &

OF MANUFACTURER REVISION NO. ¢ o & ¢« o « &
APPLIANCE REGISTRATION REF: « « « o« & »
(170 BE ISSUED BY CAA)

DECLARATION OF DESTIGN AND PERFORMANCE

OF

NAME OF BQUIPMENT

DESCRIPTION

Overall Dimensions:

Design Specification No.:
Production Test Specification No.:
Modification Standard:

Drawing Schedule No.:

Service and Instruction Manual:
Approval Test Reports:

Any Certificate of Declaration
Bearing on this Approval:

Test Factor Used:

Degree of compliance with BCAR:

Limiting Conditions of Use:

Acceleration Grade:

Mounting Attitude:

Departures from Specifications:

Special Limitations: I hereby

Intended Use:
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ENCLOSURE 2 - STATEMENT OF CONFORMANCE

FIRM'S NAME AND ADDRESS

I certify that:

Nomenclature of appliance. This must include identifying part number
which will mean that this particular part number will always conform to
the declared state at time of registration.

I certify that:
(1) 'The above-named appliance meets either the requirements of:

(a) U.S. T.S.0C # (Reference FAR 21, Subpart O and .
FAR 21.305(b)); or,

(b) Specification # ¢ with the following exceptions
(if any) . -

(2) The appliance has been accepted by the FAA as meeting the
relevant airworthiness requirements of FAR . . . or

(3) The Additional Requirements of CAA letter dated . . . ., have
been met and that*

(4) The appliance will be manufactured under the quality control
system specified in FAR 21,143, and

(5) the CAA will continue to be advised of any modifications
affecting the airworthiness of the appliance.

Signeds ¢« ¢« 4 4 ¢ . 4
FOr « « « ¢ o o o v &
(name of firm)
* Not required at initial submission. Only required when the

applicant has been notified of any Additional Requirements in accordance
with Section 3, par. B(2).
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ENCLOSURE 3

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

IN REPLY REFER TO

ATRWORTHINESS DIVISION EXAMPLE F&A LETLIER
CIVIL AVIATION AUTHORITY

BRABAZON HOUSE

REDHILL SURREY RH1 1SQ

ENGLAND

Dear Sir:

The Bennett Corporation has requested our assistance in obtaining United
Kingdom import acceptance of their Altimeter model #7, Series 725 under
the terms of the bilateral airworthiness agreement between the United
States of America and the United Kingdom of Great Britain and Northern
Ireland relating to the rec¢iprocal acceptance of airworthiness
certifications.

We would advise you that we have accepted The Bennett Corporation
certification that their Altimeter Model #7, Series 725 complies with the
performance standards of U.S. TSO 737b (Ref. FAR 21,305(b)) and FAR 21,
Subpart O).

Appliances of this approved design will be manufactured under Federal
Aviation Administration (FAA) quality control surveillance in accordance
with FAA Technical Standard Order (TSO) Authorizations granted on June
26, 1979, and, July 8, 1979, A copy of each TSO Authorization is
enclosed for your information. Appliances manufactured under these TSO
Authorizations will be marked in accordance with FAR 21, Subpart 0 and
paragraph (b) of TSO 737b (Ref. FAR 21.305(b)).

In addition, these gppliances will be accompanied by an FAA airworthi-
ness approval when exported to the U.K. These approvals will be issued
by a representative of the FAA in the form of an Airwortaniness Approval
Tag, FAA Form 8130-3 (formerly FAA Form 186) in accordance with FAR
21.325(a)(2).

Please advise if any additional requirements must be met and if any addi-
tional data are needed for your acceptance. Otherwise, if you find this
information sufficient, we would appreciate your confirmation that these
appliances will be accepted by the U.K. when accompanied by an FAA
Airworthiness Approval Tag.
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ENCLOSURE 4

CIVIL AVIATION AUTHORITY

AIRWORTHINESS DIVISION BRABAZON BHOUSE REDHLLL SURREY RE1 1SQ
‘Telephope Redhiflt £5966  Teles 27100 Telegrams & Cables Bordair Redhill

APPLICATION FOR APPROVAL OF, OR MODIFICATION TO, AN ACCESSORY

Name and Address of Applicant

Name and Address of Menufacturer
# different from Applicant

Suate whether Ininal
Approval or Modification

Full Tite of Accessory

dentity or Reference No.

1 Drawing or Specification No. %cchnﬁou of Design and

erformance No.

Brief Descripuon of Aceessory, or of Modification.

INITIAL APPROVAL — Sute the copditon of the Maistenancs, Oveshaul and Repair Manuah,

MODIFICATION — Describe briefly complementary amendment pecessary to the Maintenance, Overhaul
and Repair Magual ¢ otherwise state "Na?’ Mm%“. ’

FOR CAA USE ONLY

Cheque
P.O. wlus [
Cash

Detached by

Folio Date

Interna! Reference No.

T/we bereby apply for approval of the above Acosssory/Modification
in accordence with Bridsh Civil Airworthiness . Requirements,
Chapter A3-3 or A3-4 {3 applicsdle).
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FEDERAL PEOPLE'S REPUBLIC ‘
YUGOSLAVIA - SPECIAL REQUIREMENTS

In order to be eligible for certification in SFR Yugoslavia, transport
type aircraft must be covered by following documents:

1. DOCUMENTS CONCERNING THE TYPE CERTIFICATE

a. A copy of the type certificate for the aircraft type.
b. A oopy of the type certificate data sheet.

c. Summary of flight test reports for aircraft type certification,
with expanded flight test list.

d. Three~view drawings of the major assemblies, installations, and
primary structure.

e. Summary of stress analysis, for principal structural elements,
their design loads, dimensions, materials, stresses, and safety margins,
or sumary of static test reports, performed for aircraft type

certification.

f. Summary of vibration test reports.

9. List of reports and notes prepared for aircraft type ‘
certification.

h. A copy of information or instruction necessary for the assembly
and rigging of the aircraft, if the aircraft will be exported unassembled.

i. A list of the time limits for first overhaul ATBO/ for: engines,
propellers, their relevant rotables including the aircraft ones.

j. The aircraft emergency equipment installation bulletin.

k. The passengers' attention and emergency placards bulletin.

1. Manufacturer's maintenance requirements.

m. A list of the necessary special tools and equipment essential to
the inspection and maintenance of the aircraft, its engines, propellers,
and principal accessories and other equipment items. This should include
a list of permissible tolerance limits, maintenance inspection notes due

to aircraft structural parts, and complete information on lubricating,
fuel and hydraulic systems.
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n. One copy each of maintenance and service, overhaul, and repair
manuals applying to the aircraft, engines, propellers, or to the equipment
installed on the aircraft.

©. A separate parts catalog for the aircraft, the engines, the
propellers, and the principal accessories and other equipment items.

p. ©One copy of the following manuals:

(1) Flight manual which should contain: limitations, normal
operations, emergency operations, and performance.

(2) Flight crew operating manual.
(3) Manual wiring diagram.
(4) Weight and balance manual.
q. Complete manufacturer's service bulletins.

r. A statement by an authorized representative of the manufacturer
that the Yugoslav D.G.C.A., Brankova 25, Beograd, Yugoslavia, will
systematically be furnished with all pertinent information, notification
of modifications, service bulletins, etc., and notification of any change
in such documents, to guarantee the maintenance of an acceptable
airworthiness level for the aircraft.

(1) One copy of above documents must be forwarded to Yugoslav
D.G.C.A., in advance or with imported aircraft, if no Yugoslav standard
airworthiness certificate was issued for aircraft of that type prior the
time of aircraft importing, or if Yugoslav standard airworthiness
certificate has been issued but abovementioned documents have not been
forwarded to Yugoslav D.G.C.A.

2. DOCUMENTS REQUIRED FOR EACH INDIVIDUAL NEW ATRCRAFT
a. An Export Certificate of Airworthiness.

b. Manufacturer's production control and test report for individual
aircraft.

¢. Manufacturer's production flight test report for the aircraft,
including a flight test checklist utilized when testing the aircraft {(two
copies).

d. A weight and balance report with record containing a complete
inventory of all equipment and instruments (two copies).

e. Manufacturer's production test report for the engines and
propellers (two copies).
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f. A list of medifications that have been incorporated during .
production for the aircraft, the engines, and the propellers (two copies).

d. A list of historical records for the aircraft, the engines, and
the propellers (summary operating hours).

h. Last engines run-up report, not older than 10 days.

i. Delivery declaration with aircraft specification containing: data
on engines, propellers, their rotables - including the aircraft ones and
the equipment installed; flight data recorder, emergency equipment, radio
and electrical equipment with following characteristics; model, capacity,
frequency, operating instructions, etc. Manufacturer's serial number and
summary operating hours must be given for each listed item (two copies).

je« One copy of the documents listed under 1l(h) through (g). These
documents, which are intended for the purchaser, are required only for
first aircraft imported for certain purchaser. For each additional air-
craft same type, imported for the same purchaser, all these documents are
not required, except flight manual and flight' crew operating manual. For
these aircraft, the number of each required manual should be determined
through the contract between aircraft exporter and purchaser.

k. Blanket of authorization for ferrying aircraft to make export
delivery, issued from airworthiness authority exporter's country, if
aircraft will be exported to Yugoslavia via flyaway. The use of aircraft
communication transceivers should be also permitted by this document, or
by separate ones.

1. Yugoslav certificate of registration and Yugoslav certificate of
airworthiness, if aircraft is intended for export to Yugoslavia via
flyaway with Yugoslav registration and nationality markings. Mentioned
Yugoslav certificates will be issued after basic airworthiness inspection,
as defined in Yugoslav law. Yugoslav registration and nationality
markings shall be properly displayed on the aircraft before inspection.

3. DOCUMENT REQUIRED IN ADDITION TO THOSE SPECIFIED UNDER ITEM 2, FOR
EACH INDIVIDUAL — USED AlRCRART

a. Airworthiness directives status performed on aircraft, list and
documents (two copies).

b. A summary of aircraft, engines and propellers modifications,
performed during past use.

¢. A report of past maintenance and overhaul inspection with a

summary of technical data, date and the operating hours since last
inspection of each type (two copies).

142



5/18/81 AC 21-2E
Appendix 2

d. A report of non-routine work performed on aircraft after failures
and damages, list and documents.

e. Aircraft logbook with notified: summary operating hours, number of
landings, aircraft historical data concerning technical incidents and

accidents, major repairs, periodical inspections and overhuals.

f. Engine and propeller logbooks with notations: summary operating
hours, number of cycles and historical data listed above under item i.e.

g. Acceptance flight test report (two copies).

h. Limitations for next overhaul, or part of overhaul (in-flight
hours and in calendar periods) for aircraft, engines and propellers (two
copies).

i. Documentation on aircraft system reliability and statistical data
on failures, and aircraft technical daily report book, for the past three
months of regular use.

j. Previous owner's maintenance manual with current maintenance
schedule (two copies).

k. Maintenance and overhaul work cards.

1. Aircraft and powerplants functional test procedures, if not
conducted in work cards or in maintenance manual.

m. Maintenance agreement, if aircraft is leased.
n. A copy of radio license.
o. A certificate of deregistration.
NOTE ¢
Documents listed above, under Items 3.j., k. and l., required only
for first aircraft type imported for each purchaser;
Documents specified under Items 2 and 3 must be furnished with

imported aircraft. They are intended for the purpose of both,
D.G.C.A. and purchaser; and

All documents specified under these requirements must be issued or
approved by airworthiness authority of the manufacturer's country.
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REPUBLIC OF ZAMBIA - SPECIAL REQUIREMENTS ‘
1. GENERAL

a. Any aircraft to be eligible for the issue of a Certificate of
Registration issued by the Government of the Republic of Zambia must
qualify for certification in the United States of America in the standard
or restricted category, and an Export Certificate of Airworthiness, FAA
Form 8130-~4, should have been issued in accordance with Part 21 of the
United States Federal Aviation Regulations.

b. Class 2 and Class 3 products should be accompanied by documenta-
tion which confirms that the item is in accordance with the relevant
section of Part 21 of the United States Federal Aviation Regulations. An
Airworthiness Approval Tag, FAA Form 8130-3, is acceptable.

c. If the aircraft is to be entered on the Zambia Register of Civil
Aircraft prior to departure from the United States of America, the
importer will make application to the Zambian Department of Civil Aviation
for the necessary Certificate of Registration, Permit to Fly and Radio
Station License, which must be carried during the delivery flight.

d. Inquiries should be addressed to the Director of Civil Aviation,
P.O. Box RW 137, Ridgeway, Lusaka, Zambia, marked for the attention of the
Chief Aircraft Inspector. ‘

2. AIRCRAFT FIRST OF THE TYPE TO BE REGISTERED IN THE REPUBLIC OF ZAMBIA

The following documents and data are required:

a. Complete set of maintenance and overhaul manuals, and parts
catalogs, for:

(1) Airplane
(2) Engine(s)
(3) Propeller(s)

(4) Any equipment not already installed in an aircraft on the
Zambian Register of Civil Aircraft.

b. Full set of Service Bulletins, Letters, and Modification leaflets
issued by the manufacturers in respect of the airframe, engine(s},
propeller(s}), and installed equipment.

c. A copy of the Type Certificate, if not already held by the
Department.
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d. Three copies of the flight manual for the aircraft.

e. One copy of the production flight test report issued by the
manufacturer.

3. EACH AIRCRAFT FOR WHICH A ZAMBIAN CERTIFICATE OF AIRWORTHINESS IS TO

BE REQUESTED

The following documentation is required:

a. A statement, signed by an official representative of the manufac-
turers, showing that all mandatory modifications and special inspections
have been complied with.

b. The Export Certificate of Airworthiness, FAA Form 8130-4.

c. Two copies of the Approved Flight Manual.

d. Two copies of the Weight & Balance report showing the weights and
arms of the main components, and a list of installed equipment.
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APPENDIX 3

FAA Regional Offices Responsible for Civil
Aviation Matters in Foreign Countries

Country or Area

FAA Regional Office Address

=

b.

Ce.

Canada

Caribbean Area,
South America,
Central America,
{excluding Mexico)
Panama, and the
Canal Zone

Mexico

Area East of East
Pakistan and India,
including all free
nations south and
east of China

Europe, Africa,
Middle Bast west
of Burma, Iceland,
Greenland, and
Bermuda

Federal Aviation Administration
Federal Building

John F. Kennedy International
Airport

Jamaica, New York 11430

Federal Aviation Administration
P.O. Box 20636

atlanta, Georgia 30320

(Location: 3400 Norman Berry Road
East Point, GA 30344)

Federal Aviation Administration
P.0. Box 1689

Fort Worth, Texas 76101
(Location: 4400 Blue Mound Rd4.)
Fort Worth, Texas 76101

Federal Aviation Administration

P,0, Box 50109

Honolulu, Hawaii 96850

(Location: 300 Ala Mcana Boulevard,
Room 7321, Bonolulu, Hawaii 96850)

Federal Aviation Administration
Rue de Loi, 15
B-1000 Brussels, Belgium
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APPENDIX 4
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APPENDIX 4 - Notes ‘
1. Gliders only.
2. The U. S. has bilateral airworthiness agreements with these ocountries
which provides for the reciprocal acceptance of certificates of conformity
for components (i.e., materials, parts, and subassemblies). This provision
only applies when:

a. BAn agreement exists between the manufacturers in the importing and
exporting countries; and

b. The component is of such complexity that a determination of con-
formity cannot readily be made by the manufacturer in the importing
country; and

¢. The airworthiness authorities of the importing country have
notified the airworthiness authorities of the exporting country of the
applicable design, test, and quality control requirements.

3. The U.S./New Zealand Bilateral is limited as follows:

a. Export from New Zealand to the U.S. is limited to:

(1) Fixed-wing aircraft constructed in New Zealand not exceeding a
max imum weight of 12,500 lbs. ‘

(2) Spare (replacement) parts for fixed-wing aircraft constructed
in New Zealand which do not exceed a maximum weight of 12,500 pounds.

(3) Appliances for use on civil aircraft.

(4) Spare (replacement) parts for those appliances used on civil
aircraft.

(5) Components for fixed-wing aircraft not exceeding 12,500
pounds.

b. Export from U.S. to New Zealand is limited to:
(1) U.S. constructed civil aircraft, in all categories.
(2) U.S. constructed aircraft, engines and propellers.

(3) Spare (replacement) parts for such aircraft, aircraft engines
and propellers.

(4) Appliances for use on civil aircraft.

(5) Spare (replacement) parts for those appliances for use on civil
aircraft.
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(6) Components for use on civil aircraft.

4. 'These bilaterals contain a third-party country provision which
provides for import/export certification of products/parts thereof by the
Civil Air Authorities of a country other than the country of manufacture.
In these instances, the exporting country must certify that the products/
parts thereof conform to the design covered by the certificate or
approval of the importing country (which would be other than country of
manufacture) and that the products/parts thereof are in proper state of
airworthiness.

5. To be separately determined to be included in the agreement by mutual
consent of the competent authorities of the United States and Finland.
(None have been determined to be included as of September 2, 1980).

6. U.S./Polisn Bilateral Agreement is limited as follows:

a. Products which may be exported from Poland to U.S. (or U.S.
possession): '

(1) Civil gliders and replacement/modification parts therefor
designed and produced in Poland.

(2) Piston engines of 1,000 h.p. or less with associated
propellers and accessories and replacement/modification parts therefor
produced in Poland.

{3) Small fixed-wing aircraft of 12,500 lbs. or less and replacement/
modification parts therefor.*

(4) Helicopters with associated accessories and replacement/
modification parts therefor.*

{5) Turbine engines and replacement/modification parts therefor.*

(6) Components and appliances for U.S. manufactured products of
the types specified in subparagraphs (1), (2), (3), (4), and (5) above.

[

*Note: Refer to U.S./Poland Bilateral Airworthiness Agreement for
applicable design constraints.
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b. Products which may be exported from U.S. to Poland: ‘

(1) U.S. designed and produced aircraft, engines, propellers,
components and appliances and replacement/modification parts therefor; and

(2) U.S. produced components and appliances for Polish manufactured
products and replacement and spare parts therefor.

7. 'The U.S./Australian Bilateral ocontains a two~party country provision
which provides for reciprocal certification whereby BAustralia can issue
an export certificate for a U.S.-manufactured product located in that
country which is to be exported to the U.S5. Conversely, the U.S. can
issue an export certificate for an Australian-manufactured product which
is located in the U.S. and which is to be exported to Australia. Such
certifications will state that the product conforms to the importing
countries type design and is in a proper state of airworthiness.

8. The U.S./Canadian Bilateral {as amended February 18, 1971) does not
contain the standard components provision (Ref. Mote 2). It does, however,
contain a provision which provides for the reciprocal acceptance of materials
and parts. Although, the term "subassemblies" is not specifically addressed,
Civil Air Authorities of Canada and the U.S. construe the word "parts" as to
include subassemblies.
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Afghanistan
Algeria
Angola
Argentina
*Augtralia
*haugtria

Bahamas
Bahrain
Bangladesh
Barbados
*Belgium
Benin
Bolivia
Botswana
*Brazil
Bulgaria
Burma
Burundi

*Canada

Cape Verde

Central Africap Empire

Chad

Chile

China

Colombia

Congo, People's Rep.
of the

Costa Rica

Cuba

Cyprus

#*Czechoslovak Soclalist
Republic

Democratic Kampuchea

Democratic People's
Rep. of Korea

Democratic Yemen

*Denmark

Djlbouti

Dominican Republic

Ecuador
Egypt, Arab Republic of
El Salvador

Equatorial Guinea
Ethopia

Fiji
*Finland
*France

Gabon

Gambia

*Gerwany, Federal
Republic of

Ghana

Fe2R0) Mo

APPFNDTY &

Greece
Guatemala
Guinea
Guniea-Blssau
Guyana

Haiti
Honduras
Hungary

Iceland

India
Indonesia

Iran

Iraq
Ireland
*lgrael
*Italy

Ivory Coast

Jamajca
*Japan
Jordan

Kenya
¥uwait

Lac People's
Demn. Rep.
Lebanon
Lesotho
Liberia
Libyan Arab
Jamahiriya

Hedagascar
HMalawi
Malaygia
Maldives
Mali

Malta
Mauritius
Hexico
Morocco
Mozambigque

Nauru
*Netherlands,

Kingdom of the
*New Zealand
Nicaragua

Niger

Nigeria
*Norway

Oman

ot e
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Pakistan

Panema

Papua Rew Guinea
Paraguay

Peru

Philippinee
*Poland

Portugal

Qatar

Republic of Rorea

Republic of South Viet-Naw
*Romania

Rwanda

Sac Tome and Principe
Saudi Arabia
Senegal
Seychelles
Sierra Leone
Singapore
Sompalia
*South Africa
%Spajin
Sri Lanka
Sudan
Suyrinam
Swaz{land
*Sweden
*Switzerland
Syrtian Arab Republic

Thailand
Togo

Trinidad and Tobago
Tunisia
Turkey

Uganda
Union of Soviet Socia
Republics
United Arab Emirates
*United Kingdom
United Republic of
Camezroon
United Republic of
Tanzania
United States
Uruguay

Venezuela

Yewmen
Yugoslavia

Zaire, Republic of
Zambia

*Countries with which the U.5. has Afrworthiness Bilateral Agreements.

*U,5, GUVERRMENT PRINTIRO OFFICE : 1984 O=461-816/10206



